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CMINOR Import & Distributor

We provide ;nore qua]ity products & solution for you
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| C-minor integration Co.,lItd
: I Company C-minor, founded in 2012, we import and distributor of industrial products. To support the
[ : development of the industry of the country. We have a selection of products to the highest standards,
: I to provide users with a quality product and the most benefit to the organization.
! : We began by importing and distributor of electrical products industry, In the electrical enclosure
: I & partner devices for support to many user to select high quality eletrical installation equipment
I
: : in Thailand.
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[< HENSEL >] Technical Details

SSS Ambient temperature
B for distribution boards in accordance with IEC 61 439-3:
x Environmental -5° G Up 1ol
g Relative humidity: 50% at 40° C, 100% at 25° C
conditions

B for empty enclosures: - 25°C up to + 70° C
The ambient temperature for distribution boards is reduced by the installed
equipment technology! ﬁqﬂnitﬁ’ﬁaua@s:ﬁuLmé‘mm:mw%ué’uﬁﬂﬁmzflu

The enclosures are suitable fgra}he protected outdoor in§tallation and
5 Application ar harsh environment 1l6nalusa (Indoor) Lia2 Na19LLF9 ( Outdoor )
pplication area However the climatic influences and effects on the equipment are to be
considered, see Technical Details: Operating and Ambient Conditions

=, ¥ o
. Insulated enclosures Wuamwnlnwludies
Insulation )
(Protection class Il) [&]

Degree of protection against mechanical load IK 08 (5 Joule)

Impact strength in accordance with IEC 62 262

WDILLTINUNIL NULLTINTZINN KO8

Protection against
foreign solid objects
and direct contact

Dust-proof ﬂaaﬁméu fisz IP 65-66
degree of protection IP 66 ,65

Protection against
ingress of water with
harmful effects

Protected against water

degree of protection IP 66 ,65 dasnuin fiszay IP 65-66

Rated current: 250 A ,630 A 141669 DC 1000 Tadn

Electrical Rated insulation voltage *: AC 690 V, DC 1000 V, IEC 60 664
parameters

1 the rated insulation voltage is possibly reduced by the installed equipment technology

Material: Polycarbonate

o | a 6 =
iﬁﬂLﬂu IWNﬂ'\UEﬁL%(ﬂ NUNTW LLDILLII

Glow wire test 960°C in accordance with IEC 60 695-2-11

BuminglbehERE flame-retardant, self-extinguishing - 3
1si@alw nagauil 960 asen

UV resistance according to IEC 61 439-1

o - : NUGLLRILAR
The material is examined for UV resistance

UV resistance

Resistance against ; »
Chemical resistance acid 10% and alkaline 10%, NUADRIILAN
petrol and mineral oil

Toxic behavour Silicone- and halogen-free  lyifiansfiduduasdoFiasan

Corrosion resistance Resistant to weather influences such as humidity, temperature, wind

eﬁ"ﬁumumiﬁ'ﬂns’auvl,ﬁnn FNINaINA

**Enystar & Enymod can be Knock Down !1I** 31 Enystar & Enymod ahansaadsznauiluamiafidesnsla

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor




Wall 1
1xM20

Wall 2
1xM20/25

Wall 3
2xM20

Wall 4
2 xM20/25

Wall 5

1xM 20/25
1xM 25/32

Wall 6
2xM25/32

Wall 7
2xM32

wall 8
2 x M 32/40

Wall | 9
2xM40

Wall 10

2 xM20/25
1xM25/32

Wall 11

2 x M 20/25
1xM 32/40

Wall 12

1xM 20/25
1xM 25/32
1 x M 40/50

Wall 13

1xM 20/25
2 x M 40/50

Wall 14
3 xM25/32

which wall is concerned.

CMINOR

Import & Distributor

Assignment of box walls:

The assignment of box walls is effected via wall symbols that are

assigned to each product. The individual figures | 2| give an indication,

Wall 15

2xM25/32
1x M 40/50

Wall 16
3 x M 32/40

Wall 17

4 x M 25/32
1x M 40/50

Wall |18

4 xM 25
3 x M 40/50

Wall |19

8xM 32
4 x M 40/50

Wall |20

2xM 20
10xM 25
1 x M 32/40

Wall |21

1xM20
4 xM 25
1 x M 32/40
3 x M 40/50

Wall |22

1 x Elastic
membranes

Wall |23

2 x Elastic
membranes

Wall |24

3 x Elastic
membranes

[

[i HENSEL J

Khock Check
C14m
5 Wall 5 Al boxwals are listed in the
6 fold-out of the coverpages.

Wall 25
1 x Removable
system
Wall 26 | o® |
2 x Removable o
system
Wall |27 L3
3 x Removable o
system
Wall 28
4 x Removable
system
Wall 32
1xM 20
Wall 33
2xM20
Wall 34
1 x M 20/25
Wall 35
2 x M 20/25
Wall 36 7 e Y
1 x M 20/25/32 o
Wall 37
2 x M 20/25/32
Wall 38
3 x M 20/25/32
Wall 39
2 x M 25/32/40 o
Wall 40 !/ \’
3 x M 25/32/40 -
Wall 41 !
2 x M 25/40/50 S
Wall 42 !/’ \Q
3 x M 25/40/50 S
Wall 43

2 x M 25/40/63 e

Wall 44 > N

3 x M 25/40/63 -

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor




ENYCdASE’

CMINOR

Import & Distributor

D 8020

without terminals

box walls without knockouts

wall surface can be drilled individually for cable entry max. M 20
for normal environment and protected outdoor

wall thickness of the bottom part

D 8120

2,3 mm

without terminals

with external fixing

box walls without knockouts

wall surface can be drilled individually for cable entry max. M 20
for normal environment and protected outdoor

wall thickness of the bottom part 2,3 mm

D 8040

without terminals

box walls without knockouts

wall surface can be drilled individually for cable entry max. M 20
for normal environment and protected outdoor

wall thickness of the bottom part

K 8060

2,3 mm

without terminals

box walls without knockouts

wall surface can be drilled individually for cable entry max. M 32
for normal environment and protected outdoor

wall thickness of the bottom part 2.6 mm

K 8100

without terminals

box walls without knockouts

wall surface can be drilled individually for cable entry max. M 32
for normal environment and protected outdoor

wall thickness of the bottom part 2.8 mm

[( HENSEL J

e

65

_Tp:]

65

P
65

jEj

65

E

65

[e—125—]

Eny Case Indoor

7035

|88 [+53+|

T
3
4

) ‘

7035

[+-88 | [+53+|

“’ﬂ]

] ‘

7035

¢—98—] |«56>]

o o]

=98

vs]

7035

[«—139 —| [«70~]
9

9)

fe—119—]

[e——167—>] |«824

)

AL | ‘

7035
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Import & Distributor Eny Case Indoor : [
|
|
| |
|

" K 8250 o) IS
fe 65 7035 i
n
i m without terminals _ ——200—— |98 <4
b 35 ’ m pox walls without knockouts I g
m wall surface can be drilled individually for cable entry max. M 40 3 C
m for normal environment and protected outdoor l v
wall thickness of the bottom part 3 mm
= K 8350 E P87 FE
65 7035
® without terminals 260 [«-117~]
) ® box walls without knockouts [ i ’
m wall surface can be drilled individually for cable entry max. M 50 <
m for normal environment and protected outdoor T
wall thickness of the bottom part 3 mm -
. ; K 8500 P ‘ ps | RAL
23 65 7035
m without terminals 210 ——f [ 117
® box walls without knockouts
® wall surface can be drilled individually for cable entry max. M 50
® for normal environment and protected outdoor &
b
wall thickness of the bottom part 3 mm ‘

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor
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Import & Distributor

(] 3

D 9020

m without terminals
m included cable entry: 4 ESM 20,
sealing range @ 6-13 mm
m for normal environment and protected outdoor

D 9120

m without terminals
m with external fixing
B included cable entry: 4 ESM 20,
sealing range @ 6-13 mm
m for normal environment and protected outdoor

D 9140

® without terminals
® included cable entry: 4 ESM 20,
sealing range @ 6-13 mm
m for normal environment and protected outdoor

D 9040

® without terminals
® included cable entry: 4 ESM 25,
sealing range @ 9-17 mm
m for normal environment and protected outdoor

K 9060

m without terminals
®m included cable entry: 3 ESM 32,
sealing range @ 9-23 mm
m for normal environment and protected outdoor

K 9100

m without terminals
m included cable entry: 3 ESM 32,
sealing range @ 9-23 mm
m for normal environment and protected outdoor

[( HENSEL J

Eny Case Indoor

= RAL | Elp]
Em‘ P pg [RAL 3| wan | 3]

55 65 7035 1]
+-88 | [+53|

T
3
4

= (3
p | e PS ET_"] 3| wall | 3|
55 65 7035 7

88| e

A B
30 D
+

= (3Im
PR (PN ["pg (RaL] 3] wan | 3]
55 65 7035 [1] i
 [+—98—f[«5e4
I
4
= & [4m
_IT_lfﬂ _IT_\ EA—ILI 4]wa|| 4]
55| [ 65 7035 51 ]
98— [«61|
NI
4
= [10]
1P g (e PS RAL| 6| wall| 5]
55 | | 65 7035 g o
139|704
r 5
o2y
1l J
= i
J—ijﬂ‘ J—P] PS ETLJ GIWa“ Gl
55 65 7035 10 ]

[«——167——| |[+824|

g )
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C=MINOR @ IE |

Import & Distributor Eny Case Indoor

g K 9250 e F e RAL (18
o= ,_w‘ < PS . _ [8|wan 8]
55 65 7035 11 ]
[ S 1 m without terminals _ [«——200—— [+-98~|
iy T e, _', ® included cable entry: 3 ESM 40, |
"S5 sealing range @ 17-30 mm 8
m for normal environment and protected outdoor l
K 9350 = 13
: CPUE (AN "oy (RAL] 15| Wall |15
5 | 65 7035| T a1
m without terminals 260 ———f [« 117
! ® included cable entry: 3 ESM 40, [
} sealing range @ 17-30 mm &
} 5 = for normal environment and protected outdoor T
4k d
. K 9500 e
. . LI PS RAL 17| Wall 17|
as = 5 65 7035| T 31
)l-fl-'- -‘ = :. ® without terminals f——210——| =117
e; ® Cable entries via knockouts, order AKM/ASM separately (see
& cable entry systems LES)

m for normal environment and protected outdoor

-/",J’

[——310———
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Import & Distributor

K 0100

wall thickness of the bottom part

with transparent lid

lid fasteners for tool operation

box walls without knockouts

please order DIN rails or mounting plates additionally
for normal environment and protected outdoor

3.5 mm

K 0200

wall thickness of the bottom part

with transparent lid

lid fasteners for tool operation

box walls without knockouts

please order DIN rails or mounting plates additionally
for normal environment and protected outdoor

3.5 mm

K 0300

wall thickness of the bottom part

with transparent lid

lid fasteners for tool operation

box walls without knockouts

please order DIN rails or mounting plates additionally
for normal environment and protected outdoor

3.5 mm

K 0400

wall thickness of the bottom part

with transparent lid

lid fasteners for tool operation

box walls without knockouts

please order DIN rails or mounting plates additionally
for normal environment and protected outdoor

3.5 mm

[( HENSEL J

Eny Case Outdoor/Indoor

P RAL
65 ‘ PC o35
_ e—800—| [+-170~|
3
ks

IP RAL
PC
65 | 7035

P RAL
PC
65 7035

[«—300 —] |+-170-|
O qQ

}+—300 —

[+—300 —+] [+-170-+]
)

fe——450—]
(o)

[«—300 —] |«-170-|
) qQ

fe——— 600 ——]
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! |
! 1
by
: I Import & Distributor Eny Case Outdoor/Indoor
1
: |
: I
I : L] ~ K 01 01 E ‘ =, @
| : 65 7035 v
| ']
| » n
;! L, T = with opaque lid g0 —fje1704 a
| | . m |id fasteners for tool operation 8 g
| ! m box walls without knockouts - C
| 1 m please order DIN rails or mounting plates additionally v
| 1 m for normal environment and protected outdoor
1
! 1 wall thickness of the bottom part 3.5 mm
! |
! 1
: | ' = K 0201 E \ =, FEI
o 65 | 7035
I : = with opaque lid 800|170~
| : m |id fasteners for tool operation I ]
. ® ® box walls without knockouts ]
| . ® please order DIN rails or mounting plates additionally l J
| i m for normal environment and protected outdoor
|
| : wall thickness of the bottom part 3.5 mm
L
| : ® = K 0301 | ‘ . RAL|
. - 65 7035
: | m with opaque lid =300 —|+-170~|
| | m |id fasteners for tool operation ‘
| 1 m pox walls without knockouts J
| 1 B please order DIN rails or mounting plates additionally <
| 1 m for normal environment and protected outdoor l
| L
: | ¢ wall thickness of the bottom part 3.5 mm
1
|
| |
| |
| .
| . ® K 0401 E] ‘ @
b 65 | 7035
|
| : ® with opaque lid 7\4—300%(}\%170»\
| ® |id fasteners for tool operation
I ! m box walls without knockouts ‘
| I m please order DIN rails or mounting plates additionally °
| : m for normal environment and protected outdoor S
: | wall thickness of the bottom part 3.5 mm ‘ r
| |
| |
| |
| 1
| |
| |
;!
| |
| 1
P!
| |
P!
| |
| |
P!
| |
| |
;!
| |
| |
| |
| |
;!
|




C>MINOR @O |

Import & Distributor Eny Case Accessories

T Mi TS 15
DIN rail
length 134 mm
m in accordance with DIN EN 60715 - 1“5*
for Mi Empty box size 1

|
m for equipment or terminals with clip-on mounting
m with fixing screws

2

(35}«
g
H
o
A

e Mi TS 30

DIN rail

length 284 mm

B in accordance with DIN EN 60715
for Mi empty box sizes 1 to 8

| |
m for equipment or terminals with clip-on mounting
m with fixing screws

15
l—284—sp|«

»[35]«
o]
of
of

=3

= _ Mi TS 45
DIN rail
length 434 mm

® in accordance with DIN EN 60715 15
. . " [¢——434——p||«
m for Mi empty box size 3 L
m for equipment or terminals with clip-on mounting
|

with fixing screws

+[35

LS Mi TS 60

DIN rail
length 584 mm

B in accordance with DIN EN 60715 | = N
® for Mi empty box sizes 4 and 8 A T —

m for equipment or terminals with clip-on mounting
|

with fixing screws

)

Mi MP 1 Cami

Mounting plate paper
W 259 xH115 mm

m material thickness 4 mm [e—259—]

m for Mi-Empty boxes sizes 1, 2, 3, 4 5@
® with fixing screws -

Mi MP 2 -
Mounting plate paper
W 265 x H 265 mm

vy m material thickness 4 mm
m for Mi-Empty boxes sizes 2 to 8
B with fixing screws




CMINOR I uenseL )

Import & Distributor Eny Case Accessories

m for Mi-Empty boxes sizes 3, 4, 6

Mi MP 3 Lami- |
Mounting plate pecdl i
W 265 x H 415 mm g
® material thickness 4 mm l—265—| g
C
w

| with fixing screws

-

f——a15——

Mi MP 4 Gt
nated
Mounting plate [ percil
W 265 x H 565 mm
m material thickness 4 mm  le—265—]
m for Mi-Empty boxes sizes 4, 8
m with fixing screws
§§§| . Mi ZS 30
= N I Hinge for lids
o “Ef,- m for empty boxes K Oxxx

m with lamellar plugs for 2 lid fixing tubes
m The lid keeps permanently connected to the box

1
1
1
1
1
1
1
1
1
1
1
1
I
1
1
1
1
1
1
1
1
1
1
I
1
1
1
1
1
1
1
1
1
1
1
1
1
1
! Mi PL 2
: Sealing cap
1 m 2 sealing caps for converting the lid fasteners
I
1
1
1
1
1
1
1
1
1
1
I
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
I
1
1
1

Mi SR 4

ﬂ ﬁ ﬁ ﬂ Conversion set

for manual operation on tool operation
m 4 fastening covers

Mi SN 4

ﬂ ﬂ ﬂ Conversion set
for converting lid fasteners from tool to

manual operation
® 4 manual actuators

Mi DV 01
Locking device insertion
m only in connection with Mi PL 2, Mi SR 4 or Mi SN 4

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor



C>MINOR [CueNser )

Import & Distributor Eny Case Accessories
Mi ZS 11
v Lid lock
g with locking device |
e ’1 ® |s being used instead of fasteners for hand or tool operation in
> . . .
C order to prevent unauthorised opening of the lids
w B consisting of: cylinder lock, keys, locking device insertion,

dust cover

Mi ZS 12
Lid lock

with locking device Il

B |s being used instead of fasteners for hand or tool operation in
order to prevent unauthorised opening of the lids

m consisting of: cylinder lock, keys, locking device insertion,
dust cover

Mi DR 04

Lid fastener for tool operation
triangle 8 mm

. m js used instead of fasteners for hand- or tool operation, in order to
make unauthorized opening of lids more difficult
B 4 |ocking devices with triangle 8 mm and key

DS 1
Triangular key 8 mm

Mi AL 40
4 stainless steel external brackets
m for external fixing of enclosures




ENYCASE’

C=MINOR

Import & Distributor

i~ D 9025
Lgéﬂ : 1.5-2.5 mm?, Cu 3~
rj il = with terminals
- = = m 5-pole per pole 6 x 1.5 mm?2 sol, 4 x 2.5 mm?2 sol, 3 x 4 mm?2 sol
v - ® included cable entry: 4 ESM 20,

sealing range @ 6-13 mm
m for normal environment and protected outdoor

Ui=690V a.c./d.c.
1.2 Nm

rated insulation voltage
tightening torque for terminal

D 9125
1.5-2.5 mm?, Cu 3~

m with terminals
s m 5-pole per pole 6 x 1.5 mm?2 sol, 4 x 2.5 mm?2 sol, 3 x 4 mm?2 sol
o m included cable entry: 4 ESM 20,
sealing range @ 6-13 mm
| with external fixing
m for normal environment and protected outdoor

Ui=690V a.c./d.c.
1.2 Nm

rated insulation voltage
tightening torque for terminal

i D 9145
! -J. 1.5-4 mm?2, Cu 3~

m with terminals
m 5-pole per pole 6 x 1.5 mm?2 sol, 4 x 2.5 mm?2 sol, 3 X 4 mm?2 sol,
v 9 2 X 6 mm? sol
B included cable entry: 4 ESM 20,
sealing range @ 6-13 mm
m for normal environment and protected outdoor

| = .
e A
[

Ui=690V a.c./d.c.
1.2 Nm

rated insulation voltage
tightening torque for terminal

i D 9045
! -J. 1.5-4 mm?2, Cu 3~

)
J' e ® with terminals
g m 5-pole per pole 6 x 1.5 mm?2 sol, 4 x 2.5 mm?2 sol, 3 x 4 mm?2 sol,
3 2 X 6 mm? sol
m included cable entry: 4 ESM 25,
sealing range @ 9-17 mm
m for normal environment and protected outdoor

Ui=690V a.c./d.c.
1.2 Nm

rated insulation voltage
tightening torque for terminal

[( HENSEL ]

Eny Case Indoor

== RER
P g e PS RAL 3| wan | 3]
55 65 7035 o
M
s8]l
Ll
3
=8 w1 o] Bl B
- .8 PS | = /3| wall | 3]
55 | 65 7035
e
Ll
3
= RER!
JP,«@‘ e ‘ Ps | PAL4ua 5]
55 65 7035 [
[l
]
g‘, )
4
== R
lp_ﬁ‘ P RAL 4| wan 4]
55 65 7035 L[3J

[¢—98—] [«61+]

o] lo|

[<—98—]|
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[( HENSEL J

Eny Case Indoor

CsMINOR

Import & Distributor

s K 9065
2.5-6 mm?, Cu 3~

m with terminals
4 B 5-pole per pole 4 x 2.5 mm?2 sol, 4 x 4 mm? sol, 3 x 6 mm? sol,
O 2 x 10 mm2 sol
m included cable entry: 3 ESM 32,
sealing range @ 9-23 mm
m for normal environment and protected outdoor

[10]

6| wall | 5]
[10

[«—139 —| [«70~]
9

9)

7035

e ig e
55 [ 650 | >

fe—119—]
ENYCdASE’

Ui=690V a.c./d.c.
1.5 Nm

rated insulation voltage
tightening torque for terminal

K 9105
4-10 mm?2, Cu 3~

m with terminals
g m 5-pole per pole 6 x 2.5 mm2 sol, 4 x 4 mm? sol, 4 x 6 mm2 sol,
4x10mm?2sol, 2x 16 mm? s
B included cable entry: 3 ESM 32,
sealing range @ 9-23 mm
m for normal environment and protected outdoor

|14j

65

| ) s

H

fe——167—>| |82+
¢ 3

[e—125—]|

rated insulation voltage
current carrying capacity
tightening torque for terminal

K 9255
10-25 mm2, Cu 3~

Ui=690V a.c./d.c.
63 A
2.0 Nm

8| v;;! Jﬂ
,,,,, =2 T[]

m with terminals

m 5-pole per pole 6 x 10 mm2 sol, 4 x 16 mm?2 s, 4 x 25 mmZ2 s,
2x35mm?s

® included cable entry: 3 ESM 40,
sealing range @ 17-30 mm

m for normal environment and protected outdoor

[e——200——{ |98
¢ 3

f—160—]

Ui =690V a.c./d.c.
102 A
3.0 Nm

rated insulation voltage
current carrying capacity
tightening torque for terminal

- 5 K 9502 5
10-35 mm2, Cu 3~ 55

112
17| Wall 17|
“h2l]

7035

e

65

m with terminals

m 5-pole per pole 4 x 10 mm2 sol, 4 x 16 mm2 s, 4 x 25 mm2 s,
2x35mm?2s

m included cable entry: 3 ESM 40,
sealing range @ 17-30 mm

m for normal environment and protected outdoor

fe——210—— |¢+~117-|
G 3

f—310—

Ui=690V a.c./d.c.
102 A
3.0 Nm

rated insulation voltage
current carrying capacity
tightening torque for terminal
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Eny Case Indoor
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Import & Distributor

rated insulation voltage
current carrying capacity
tightening torque for terminal

Ui =690V a.c./d.c.
150 A
12.0 Nm
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;!
| |
| |
| |
| |
|
1
|
|
|
: K 9355 ) R g P P L
v 16-35 mm2, Cu 3~ 55 | | 65 7035] T 145 1 ;!
n
d ® with terminals  l——210—— | l-117~] ! :
g m 5-pole per pole 6 x 16 mm2's, 4 X 25 mm2 s, 4 x 35 mm?2s, [ ’ ] b
C 2x50mm?2s 1 |
w . ® included cable entry: 3 ESM 40, 8 ! |
= : sealing range @ 17-30 mm 1 |
. m for normal environment and protected outdoor \ 1 |
FaA o :
rated insulation voltage Ui=690V a.c./d.c. | '
current carrying capacity 125 A 1 :
tightening torque for terminal 12.0 Nm 1 :
|
|
1
5 |
. K 9504 Eﬁ w ps | AL Tﬂuﬂ:ﬂ 1 |
16-50 mm2, Cu 3~ 55 65 7035 Lz | |
1
m with terminals e——210—— 117 | !
m 4-pole per polel 6 x 16 mm2's, 4 x 25 mm?2's, 4 x 35 mm2s, ’ P!
4x50mm? s !
m Cable entries via knockouts, order AKM/ASM separately & | I
* (see cable entry systems LES) o | |
m for normal environment and protected outdoor ‘ | |
|
rated insulation voltage Ui=690Va.c./d.c. =H2 < : |
current carrying capacity 150 A : |
tightening torque for terminal 12.0 Nm | |
|
1
|
& |
. i K 9505 CERg (P PS L 17|I\r;;! 1|7\ !
16-50 mm2, Cu 3~ 55 65 7035 " 43 | | :
m with terminals _le——210——f =117 ! |
m 5-pole perpole 6 x 16 mm?2s, 4 x 25 mm?2 s, 4 x 35 mm? s, ’ ! |
4 x50 mm2 s oy
® Cable entries via knockouts, order AKM/ASM separately & ! |
* (see cable entry systems LES) 5 I
m for normal environment and protected outdoor ‘ oy
|
rated insulation voltage Ui=690Va.c/d.c. b o ! :
current carrying capacity 150 A I |
tightening torque for terminal 12.0 Nm : |
|
|
|
K 7055 EI = ‘ @ 2T|Iv§—:|)|! Zl)ﬂ I |
16-50 mm2, Cu 3~ 65 7035 50 | : I
® with terminals 800 ——fl——170— 1 :
m 5-pole perpole 6 x 16 mm?2s, 4 x 25 mm? s, 4 x 35 mm? s, | |
4x50mm?s 1 |
H sealable 1
m order cable glands, flanges and other accessories separately as 3 —EEEEE_ 1 :
required 1
m for normal environment and protected outdoor 1 :
! |
! |
! |
oy
! |
by
! |
by
! |
by
! |
! |
! |
! |
by
|
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Import & Distributor Eny Case Outdoor/Indoor

20

K 7004 e 21| wall |21
16-70 mm2, Cu 3~ 65 [20 1

with terminals 300 {170+
4-pole per pole 4 x 16-70 mmZ2 s

sealable @ gﬁ
order cable glands, flanges and other accessories separately as
required

m for normal environment and protected outdoor

- 7035

EEEN
enyYdaAse’

450

rated insulation voltage Ui=690V a.c./d.c. % gﬁ
current carrying capacity 216 A <42 2
tightening torque for terminal 10.0 Nm

K 7005
1P a
16-70 mm2, Cu 3~ 65 _]w 1 Hz—l

with terminals 800l 170
5-pole per polel 4 x 16-70 mmZ2 s @ gg

RAL
PC

sealable

order cable glands, flanges and other accessories separately as
required gﬂ
m for normal environment and protected outdoor

450

rated insulation voltage Ui=690V a.c./d.c. % gﬁ
current carrying capacity 216 A X
tightening torque for terminal 10.0 Nm

K 1204 0
16-150 mm?2, Cu/Alu 3~ 65

= with terminals 800 ——+ff——170—

| 4-pole per pole 2 x 16-150 mm2, 4 x 16-70 mm2, conductors can
be inserted from the front into the clamping unit,
terminal technology, see annex DK Cable junction boxes

m sealable

m order cable glands, flanges and other accessories separately as

required

= ® Prior to connection, aluminium conductors must be prepared
according to the appropriate technical recommendations, -
see technical information Aluminium conductors.

m for normal environment and protected outdoor

21 WaII ‘21 |
7035

20 |

450

rated insulation voltage Ui=690Va.c/d.c.
current carrying capacity 250 A
tightening torque for terminal 20.0 Nm




Eny Case Qutdoor/Indoor

”"Weatherproof“, for Outdoor Installation

Cable Entry via Metric Knockouts
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C;Hm I N OR DK Cable Junction Boxes K HE N SEL j

Import & Distributor ”Weatherproof“, for Outdoor Installation Eny Case Outdoor/Indoor
Cable Entry via Metric Knockouts

' — |
— KF 0200 G C=3 R aEY
3t e ) 66/67 7035| = 31 v
£ (¢ : - n
TR m without terminals  [+—93—f[62>
g m cable entries via knockouts, order AKM separately J, 7 NI g
(see cable entry systems LES) j Q D C
m  weatherproof” resistant to weather influences v
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)
¢ 13
. s KF 0400 G =0 D oo ] &
= 66/67 7035 35 |
H |
: i = without terminals 10470
=7 (VIS m cable entries via knockouts, order AKM separately TN
(see cable entry systems LES) 2 Q D
m  weatherproof* resistant to weather influences e A=
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)
S KF 0600 G (=3 o o
: ‘ = PC 37| Wall |36
= 66/67 7035| T 2
e : ® without terminals 30— 77+
R ol m with one cable entry M 25 from the rear side

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

| m cable entries via knockouts, order AKM separately
| (see cable entry systems LES)
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|

@)

[«—130—]

m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

‘ KF 1000 G =3 - 37] |
B L2 PC RAL] 38| Wall 38|
48 : 66/67 7035 = 57
m without terminals 130 |77
m with two cable entries M 25 from the rear side I =
m cable entries via knockouts, order AKM separately =]
(see cable entry systems LES) I
- m  weatherproof” resistant to weather influences ER S
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)
KF 1600 G =3 - 139 |
@ : ~ L PC RAL| 40| Wall 0|
= - 66/67 7035| T a3l
® without terminals fe—156— =92

with two cable entries M 32 from the rear side
B cable entries via knockouts, order AKM separately
(see cable entry systems LES)
— l m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

DIV @

The approvals of Det Norske Veritas, Germanischer Lloyd and Maritime Register of Shipping (RS) have
been applied for and are under preparation.
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@;Wyﬁ ‘u ?\H @ E:% DK Cable Junction Boxes [C H Eﬂ SEL J

Import & Distributor ”"Weatherproof“, for Outdoor Installation Eny Case Outdoor/Indoor
Cable Entry via Metric Knockouts

[y

- s  KF2500G C=3 I o =
66/67 7035 2 et 42
B without terminals e 205——| [—112

with two cable entries M 32 from the rear side °

B cable entries via knockouts, order AKM separately

(see cable entry systems LES)

m  weatherproof” resistant to weather influences

(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

[#lm

4 - KF 3500 G E=3 m—
o 7] pc | PAL | 4| wan 42|
4 3 66/67 7035| 7
15 o = without terminals f——226——f |—122
= with two cable entries M 32 from the rear side ¥ =

(see cable entry systems LES)
m  weatherproof” resistant to weather influences
S . (UV due to solar radiation, protected against rainwater, temperatur
¢ resistant, impact resistant, etc.)

|
I
% B cable entries via knockouts, order AKM separately
|
I

+~ KF5000G =0 1 ) P
66/67 7035 4/t 44
aric Y |
m without terminals 055|122
® with two cable entries M 32 from the rear side

m cable entries via knockouts, order AKM separately
(see cable entry systems LES)

m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)




CMINOR

Import & Distributor

22

DK Cable Junction Boxes
"Weatherproof“, for Outdoor Installation
Box walls without Knockouts

KF 0200 H E=0

without terminals

box walls without knockouts

wall surface can be drilled individually for cable entry max. M 20
»weatherproof” resistant to weather influences

(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

wall thickness of the bottom part 2.0 mm

KF 0400 H E=3

m without terminals

B box walls without knockouts

m wall surface can be drilled individually for cable entry max. M 25

m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

wall thickness of the bottom part 2.0 mm

KF 0600 H E=3

m without terminals

m box walls without knockouts

m wall surface can be drilled individually for cable entry max. M 32

m with one cable entry M 25 from the rear side

m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

wall thickness of the bottom part 2.0 mm

KF 1000 H EE3

m without terminals

B box walls without knockouts

®m wall surface can be drilled individually for cable entry max. M 32

m with two cable entries M 25 from the rear side

B weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

wall thickness of the bottom part 2.0 mm

KF 1600 H E=3

m without terminals

m box walls without knockouts

m wall surface can be drilled individually for cable entry max. M 40

m with two cable entries M 32 from the rear side

m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

wall thickness of the bottom part 2.6 mm

[ﬁ HENGSEL J

Eny Case Outdoor/Indoor

P | RAL |
66/67 7035
[+—93—{ +-62f
T 0) r
L
P | RAL |
66/67 7035
[e—104—] |«70—|
T 9 0 =
(O
1l Jis
P | RAL |
66/67 7035
180 77
9 0 FN
1 D]
AL o] o I=2£
] RaL|
66/67 7035
|«—130— [«~77-|
T © 0 [
% .
l o J I
P c RAL |
66/67 7035

je—155—] [e—92—]

9 ) S
] e =2

f——210——]
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CSM I NOR DK Cable Junction Boxes [( H Eﬂ SEL j

Import & Distributor "Weatherproof“, for Outdoor Installation Eny Case Outdoor/Indoor
Box walls without Knockouts

4 ) KF 2500 H &=3 % " ‘ o | FaL :
s . \ i 66/67 7035 v
By - - T
| < ® without terminals f——205—f}—t12— d
| | m pbox walls without knockouts N g
| | m wall surface can be drilled individually for cable entry max. M 50 C
I | ® with two cable entries M 32 from the rear side v
s m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur A
resistant, impact resistant, etc.)
wall thickness of the bottom part 2.7 mm
5 KF3500H =0 = ‘ oo
P . 7 eeleT 7035
7[@ e ‘ ® without terminals 225|122
i | [ ® box walls without knockouts ‘ i 1R
i | m wall surface can be drilled individually for cable entry max. M 50
| ' B with two cable entries M 32 from the rear side 0
i : m  weatherproof” resistant to weather influences g
= . (UV due to solar radiation, protected against rainwater, temperatur
=3 resistant, impact resistant, etc.) ‘ A A

wall thickness of the bottom part 3.0 mm
® KF 5000 H &3 %‘ e ‘ oo | FaLl

3 © eeler | | 7035

[_‘ = without terminals f———256———|[«—122—

| ®m pox walls without knockouts °

f m wall surface can be drilled individually for cable entry max. M 63

| ® with two cable entries M 32 from the rear side

| m  weatherproof” resistant to weather influences

! i (UV due to solar radiation, protected against rainwater, temperatur

4 resistant, impact resistant, etc.)

wall thickness of the bottom part 3.2 mm

B Burning behaviour:
Glow-wire test 960°C
according to IEC 60 695-2-11: 960 °C
flame-retardant, self-extinguishing
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CSMINOR DK Cable Junction Boxes E H Eﬂ SEL J

Import & Distributor "Weatherproof“, for Outdoor Installation Eny Case Outdoor/Indoor
Cable Entry via Metric Knockouts

] . KF 0202 G E3 ‘ P | . ‘ RAL| 35]% ?ls]
i 1.5-2.5 mm2, Cu 3~ €6/67 | | (7035 T 55 | w
n
sy ! 4= B terminal with 2 clamping units per pole _ =93 —fjeb2> 44
g : ® 5-pole per pole 8 x 0.75 mm2f, 6 x 1.5 mm2 sol / f, 7 " g
4x2,5mmz2sol/f, 2 x4 mm2sol/f T i C
B cable entries via knockouts, order AKM separately - w

(see cable entry systems LES)

m "weatherproof" resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

rated insulation voltage Ui =690 Va.c./d.c.
current carrying capacity 20 A
tightening torque for terminal 0.5 Nm
e KF 0402 G (0 e Pe] L s s
= | 1.5-2.5 mm2, Cu 3~ 66/67 7035) "7 35 |
: ! ! ! y m terminal with 2 clamping units per pole _ [+—104—f[¢70>
= ’ ® 5-pole per pole 8 x 0.75 mm2f, 6 x 1.5 mm2 sol / f, I NF
4x2,5mm2sol/f, 2 x4 mm2sol /f i
m cable entries via knockouts, order AKM separately < o=
(see cable entry systems LES)
m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)
rated insulation voltage Ui=690 V a.c./d.c.
current carrying capacity 20A
tightening torque for terminal 0.5 Nm
’ KF 0404 G E=3 - (35
3 , ‘ Pl pbg ‘ RAL| ‘ 34 Wall :ls]
\ 1.5-4 mm?2, Cu 3~ 66/67 7035 a5 |
i m terminal with 2 clamping units per pole fe—104 |70

m 5-pole per pole 8 x 1.5 mm2 sol / f, 6 x 2,5 mm?2 sol / f,
4 x4 mm2sol/f,2x6mm2sol/f
m cable entries via knockouts, order AKM separately
(see cable entry systems LES)
m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

[«—104—|

U

rated insulation voltage Ui =690V a.c./d.c.
current carrying capacity 32 A
tightening torque for terminal 0.7 Nm
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CSM!NOR DK Cable Junction Boxes [C HEDIEEL J

Import & Distributor ”Weatherproof“, for Outdoor Installation Eny Case Outdoor/Indoor
Cable Entry via Metric Knockouts

2 S KF 0604 G =3 ‘ 10 [pa ‘ — (377
: - T~ | [37] wall 36|
-y 1.5-4 mm2, Cu 3~ 66/67 7035| "7 37 ]
1 : ! B terminal with 2 clamping units per pole _ 180 |77
o m 5-pole per pole 8 x 1.5 mm?2 sol / f, 6 x 2,5 mm?2 sol / f, CT) ¥ [
4 x4 mm2sol/f,2x6 mm2sol/f 2
m with one cable entry M 25 from the rear side 1k JI==
B cable entries via knockouts, order AKM separately
(see cable entry systems LES)
B weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)
rated insulation voltage Ui=690 V a.c./d.c.
current carrying capacity 32 A
tightening torque for terminal 0.7 Nm
i KF 0606 G £Z3 e e s
.“-—-—-| 2.5-6 mm?2, Cu 3~ 66/67 7035 5 ]
o Lri m terminal with 2 clamping units per pole fe—180— =77

. [ ® 5-pole per pole 6 x 1.5 mm2 sol / f, 4 x 2,5 mm2 sol / f, I° IR
4x4mm2sol/f, 4x6 mm2sol/f, 2x10 mm?2sol / f i
(] o I

m with one cable entry M 25 from the rear side

B cable entries via knockouts, order AKM separately
(see cable entry systems LES)

m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

current carrying capacity 40 A
tightening torque for terminal 1.5 Nm
i  KF1006G G e e et
2.5-6 mm?2, Cu 3~ 66/67 7035] "7 37 ]
m terminal with 2 clamping units per pole fe—130—] 77|
[ Q) ’

m 5-pole per pole 6 x 1.5 mm2 sol / f, 4 x 2,5 mm?2 sol / f,
4 x4 mm2sol/f,4x6 mm2sol/f,2x10 mm2sol/f

m with two cable entries M 25 from the rear side

L B cable entries via knockouts, order AKM separately

(see cable entry systems LES)

m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

J——180—]

rated insulation voltage Ui=690 V a.c./d.c.
current carrying capacity 40 A
tightening torque for terminal 1.5 Nm

[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[

rated insulation voltage Ui=690 V a.c./d.c. I
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
[
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[
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DK Cable Junction Boxes
"Weatherproof“, for Outdoor Installation
Cable Entry via Metric Knockouts

KF 1010 G =3
4-10 mm2, Cu 3~

B terminal with 2 clamping units per pole
m 5-pole per pole 6 x 2.5 mm2 sol, 4 x 4 mm?2 sol, 4 x 6 mm?2 sol,
4 x10mm2sol, 2x 16 mm2s
m with two cable entries M 25 from the rear side
B cable entries via knockouts, order AKM separately
(see cable entry systems LES)
B weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

rated insulation voltage Ui =690V a.c./d.c.
current carrying capacity 63 A
tightening torque for terminal 2.0 Nm

KF 1610 G =3
4-10 mm2, Cu 3~

m terminal with 2 clamping units per pole

m 5-pole per pole 6 x 2.5 mm2 sol, 4 x 4 mm?2 sol, 4 x 6 mm?2 sol,
4x10mm?sol, 2 x 16 mm? s

m with two cable entries M 32 from the rear side

B cable entries via knockouts, order AKM separately
(see cable entry systems LES)

m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

rated insulation voltage Ui=690 V a.c./d.c.
current carrying capacity 63 A
tightening torque for terminal 2.0 Nm

KF 1616 G 3
10-16 mm?, Cu 3~

m terminal with 2 clamping units per pole
m 5-pole per pole 6 x 6 mm2 sol, 6 x 10 mm?2 sol/ *,
4x16 mm2s/f*, 4x25 mm2s/f*, 2 x35 mm2s/f*
f* = with gas-tight end ferrule
m with two cable entries M 32 from the rear side
m cable entries via knockouts, order AKM separately
(see cable entry systems LES)
m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

Ui=690V a.c./d.c.
102 A
3.0 Nm

rated insulation voltage
current carrying capacity
tightening torque for terminal

@O

Eny Case Outdoor/Indoor

137]m
e

66/67 17035

LB
[+—130— |«77—

1 F

? '

io N

39 |

e P 5 v 1
‘ sol67 FC | 7035 © -
B 156—] [+—92—

o

o s

39) |

" RAL] |
‘ eo/67 C 7035 ‘Ot

[e—155—| +—02—

eENnYCAse’
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C;MINOR DK Cable Junction Boxes E H EL‘I SEL J

Import & Distributor ”Weatherproof*, for Outdoor Installation Eny Case Outdoor/Indoor
Cable Entry via Metric Knockouts

. s  KF2525G e o s
w ” 10-25 mms2, Cu 3~ 66/64 |4 17038] T (@3
n
a B terminal with 2 clamping units per pole fe—112—]
g m 5-pole per pole 6 x 6 mm?2 sol, 6 x 10 mm?2 sol/ *, f
C 4x16 mm2s/f, 4 x 25 mm2 s/, 2 x 35 mm2 s/ f*
v f* = with gas-tight end ferrule
m with two cable entries M 32 from the rear side
m cable entries via knockouts, order AKM separately ‘~
(see cable entry systems LES)
m  weatherproof” resistant to weather influences
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)
rated insulation voltage Ui=690Va.c./d.c.
current carrying capacity 102 A
tightening torque for terminal 3.0 Nm
i & KF 3535 G =3 ‘ | RAL 42|:;a‘_|! iz\
=, 16-35 mm2, Cu 3~ 66/67 7035 a1
m terminal with 2 clamping units per pole fe——225——| [+—122—]
® 5-pole per pole 6 x 16 mm2's, 4 x 25 mm2 s, 4 x 35 mm2s, =
2x50mm?s
m with two cable entries M 32 from the rear side
| m cable entries via knockouts, order AKM separately
—— . (see cable entry systems LES)
m  weatherproof” resistant to weather influences ‘;
(UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)
rated insulation voltage Ui =690V a.c./d.c.
current carrying capacity 125 A
tightening torque for terminal 12.0 Nm
2 KF 5050 G &3 ‘ ] o | RaL ‘ [Em
- o=l | 44| wall |44]
16-50 mm?2, Cu 3~ 66/67 7035 45
m terminal with 2 clamping units per pole  f———285——}+—122—|
m 5-pole per pole 6 x 16 mm2 s, 4 x 25 mm2 s, 4 x 35 mm?2 s,
4 x50 mm?s

m with two cable entries M 32 from the rear side
m cable entries via knockouts, order AKM separately
(see cable entry systems LES)
m  weatherproof” resistant to weather influences
s~ (UV due to solar radiation, protected against rainwater, temperatur
resistant, impact resistant, etc.)

rated insulation voltage Ui =690V a.c./d.c.
current carrying capacity 150 A
tightening torque for terminal 12.0 Nm

The approvals of Det Norske Veritas, Germanischer Lloyd and Maritime Register of Shipping (RS) have
been applied for and are under preparation.
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CSM I N O leport & Distributor
Safety in the event of a fire

Cable junction boxes from Hensel are tested for
insulation integrity PH120 and intrinsic fire resist-
ance in electrical systems E30/EGO/E9O

[( HENSEL J

Especially in buildings with public traffic as department stores, airports, hospitals, etc. and other public places security is top priority.
The emergency power supply in accordance with regional building regulations is generally required. In the event of fire, the functional
integrity of the emergency power supply must be guaranteed for a specific period of time. This ensures that electric devices, such as
emergency lighting, lifts, smoke extractors, alarms, etc. remain operational for 30, 60 or 90 minutes and that people can leave the
building and rescue services can work in case of fire. In addition to these requirements electrical installation systems must fulfill espe-
cially the electrical parameters with all components.

Generally two, but completely different standards and testing procedures have been established.

Insulation integrity PH120

Testing for resistance to fire of unprotected cable lines (cables with cable junction boxes) for use in emergency circuits.
This test method consideres single tested products regardless of their usage.

This test determines the period for which a
mechanically unloaded cable maintains a
minimum insulation integrity under fire expo-
sure.

The test is passed, if after a test period of
120 minutes the current still flows and no
short circuit or cable break can be detected.
The tested product achieves PH120 Classi-
fication.

Testing for insulation integrity is a hardness
test, which only high quality materials can
pass.

Complete cable installations are not sub-
ject of this test.

15 minutes
30 minutes
60 minutes

90 minutes

120 minutes

Hensel products comply with the PH120
Classification of standard BS EN 50200.
Local requirements must be considered
additionally. E.g. British Standard

BS 5839-1:2013 places additional demands
to enhance the fire-resisting level.

Testing for insulation integrity PH120:
BS EN 50200 (> 842 °C)

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor
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DK Cable junction boxes > -
CSM I N O R Approved for intrinsic fire resistance ! H EI}I SEL J

Import & Distributor With included grommets Eny Case Outdoor/Indoor

Connecting terminal made from ceramic with resistance to high temperatures

IP 66 using AKMF cable glands, please order separately

Intrinsic fire resistance in accordance with DIN 4102 Part 12 (German standard) in combination with function-retaining cables
Tested with the cable manufacturer Datwyler for the intrinsic fire resistance E30 up to EQO, see test certificate no.: P-MPA-E-15-018,
download available from www.hensel-electric.de > type - documents

e

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor

1 1
1 1
1 1
1 1
1 1
1 1
1 1
1 1
1 1
1 1
! m Screw anchors enclosed can be used for concrete C20/25, limestone blocks KSV 12, building bricks MZ 12 and clinker bricks KS 12 !
! ® For normal environment and protected outdoor :
1

1 1
: FK 0402 J R :
I Cable junction box 1.5 mm2, Cu 65/ 12003 l
! Connection box 1.5-2.5 mm2, Cu :
1

| m 5-pole per pole 4 x 1.5 mm2 sol and 2 x 2.5 mm2 sol 104 70 |
| ® included cable entry: 3 EDKF 25,sealing range: @ 9-17 mm, IP 65 l O |
1 T 1
| rated insulation voltage Ui =400V a.c./d.c. 1k s I
| current carrying capacity 24 A |
1 1
1 1
| FK 0404 ‘ @ |
| Cable junction box 1.5-2.5 mm?2, Cu 65/65 12003 |
1 Connection box 1.5-4 mm?2, Cu I
! B 5-pole per pole 8 x 1.5 mm?2 sol, 4 x 2.5 mm? sol, 2 x 4 mm?2 sol k104 70 I
: ® included cable entry: 3 EDKF 25,sealing range: @ 9-17 mm, IP 65 1 c@ :

o

! rated insulation voltage Ui =400V a.c./d.c. tels !
: current carrying capacity 32 A :
1 1
: Cable junction box 1.5-2.5 mm?2, Cu 65/66 2003 :
| Connection box 1.5-6 mm?2, Cu I
1 B 5-pole per pole 8 x 1.5 mm? sol, 4 x 2.5 mm?2 sal, 2 x 4 mm? sol, 2 x 6 mm? sol 180 {77 1
1 ® included cable entry: 3 EDKF 32,sealing range: 8-23 mm, IP 65 I OQ’ ":)] 1
1 2 1
| rated insulation voltage Ui=400V a.c./d.c. 1k JIs2 1
1 current carrying capacity 41 A 1
1 1
1 1
: FK 0606 ‘ rat :
| Cable junction box 1.5-6 mm2, Cu 65/66 2003 |
| Connection box 1.5-6 mm2, Cu |
| m 5-pole per pole 12 x 1.5 mm? sol, 8 x 2.5 mm? sol, 6 x 4 mm? sal, 4 x 6 mm? sol 180 77 |
| B included cable entry: 3 EDKF 32,sealing range: 8-23 mm, IP 65 CT) ‘O’ @ 1
1 2 1
1 rated insulation voltage Ui=400V a.c./d.c. 1l o 1
| current carrying capacity 41 A !
1 1
1 1
1 1
| FK 1606 . ‘ re 'RAL| |
| Cable junction box 1.5-6 mm2, Cu 55/65 2003 |
1 Connection box 1.5-6 mm?2, Cu 1
! | 5 terminals per pole 12 x 1,5 mm?2 sol, 8 x 2,5 mm?2 sol, 6 x 4 mm?2 sol, 155 [—92—| !
! 4 x6 mm2 sol [ e A I
! ® terminal for 4 x 1,5 mm? sol or 2 x 2,5 mm? sol and PE terminal & !
: B included cable entry: 3 EDKF 32, sealing range: 8-23 mm, IP 65 T :
I rated insulation voltage Ui =400V a.c./d.c. re—_=2r = !
: current carrying capacity 41 A :
1 1
1 1
1 1
1 1
1 1
1 1
1 1
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WP Cabile junction boxes :
CSM I NOR »Waterproof«, for Encapsulating [C H Eﬂ SEL )]

Import & Distributor Eny Case Outdoor/Indoor

Cable entries via knockouts, order AKM/ASS separately

For ground installation without live loads or in risk of condensation formation and ingress of liquids
Installation permanently under water up to a depth of 1 meter possible

In case of re-installation or testing the sealing compound can be removed easily

Durability of sealing compound to processing = 12 months

PC

=98 |62
[o

. 5 WP 0202 G %
i'_"_"'i . WP 0202 B =
L il 1.5-2.5 mm?2, Cu 3~

{
1

m 5-pole per pole 8 x 0.75 mm2f, 6 x 1.5 mm2 sol / f,
: }-:""j:ﬁ_ RAL 4x25mm2sol/f, 2x4mm2sol/f
7035 m enclosure volume 350 ml

rated insulation voltage Ui=690V a.c./d.c.
current carrying capacity 20A
tightening torque for terminal 0.5 Nm

B RAL
— 9011 ‘

$ WP 0402 G s 104l 70~

-— WP 0402 B = Q Dj

1
1
|
1
1
|
1
1
1
1
|
|
1
|
1
1
|
1
|
1
1
|
|
1
|
1
1
|
1
|
1
1
|
1
1
|
1

t 1.5-2.5 mm?, Cu 3~ 1
1
1
|
|
1
|
1
1
|
1
|
1
1
|
|
1
|
1
1
|
1
|
1
1
|
1
1
|
1
1
1
1
|
|
1
|
1
1

f—104—]

m 5-pole per pole 8 x 0.75 mm2f, 6 x 1.5 mm2 sol / f,
4 .ﬁr'!'... i RAL 4 x25mm2sol/f, 2 x4 mm2sol/f
7035 m enclosure volume 500 ml

rated insulation voltage Ui=690V a.c./d.c.
current carrying capacity 20A
tightening torque for terminal 0.5 Nm

A . WP 0404 G % k10470
e WP 0404 B %
e - 1.5-4 mm2, Cu 3~

B 5-pole per pole 8 x 1.5 mm2sol / f, 6 x 2.5 mm2 sol / f, 4 x 4 mm?2
-"a'-,?‘i..-_.. RAL. sol /f,2x6 mmz2sol / f
7035 m enclosure volume 500 mi

rated insulation voltage Ui=690 V a.c./d.c.
current carrying capacity 32 A
tightening torque for terminal 0.7 Nm

9011
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Import & Distributor

[( HENSEL J

Eny Board Outdoor/Indoor

KV PC 9103

= 3 modules: 1 x 3 x 18 mm

=1 row

= knockouts: top and bottom 2x M20 each
= mit PE/N Klemme

KV PC 9104

= 4,5 modules: 1 x4,5x 18 mm

= 1 row

= knockouts: top and bottom 1x M32/25 und 2x M20 each
= with PE/N terminal

KV PC 9106

= 6 modules: 1 x6 x 18 mm

=1 row

= knockouts: top and bottom 1x M32/25 und 2x M25/20 each
= with PE/N terminal

KV PC 9109

= 9 modules: 1 x 9 x 18 mm

= 1 row

® knockouts: top and bottom 1x M32/25 und 4x M25/20 each
= with PE/N terminal

KV PC 9112

® 12 modules: 1 x 12 x 18 mm

=1 row

= cable entry via integrated elastic membranes
= with PE/N terminal

= N separable for various potentials

f 3 KV PC 9224
: ! ! m 24 modules: 3 x 12 x 18 mm
% k _':; = 2 rows
[E]5ahaats i = cable entry via integrated elastic membranes

= with PE/N terminal
= N separable for various potentials

KV PC 9336

= 36 modules: 3 x 12 x 18 mm

= 3 rows

= cable entry via integrated elastic membranes
= with PE/N terminal

Dimension of 1 module: = N separable for various potentials

1 Module = 18 mm

KV PC 9448

= 48 modules: 4 x 12 x 18 mm

= 4 rows

® cable entry via integrated elastic membranes
= with PE/N terminal

= N separable for various potentials

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor
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CSM I N O R KV Small-type Distribution Boards [( HENSEL J

Import & Distributor Empty Boxes IP 55/IP 65 Eny Board Indoor
with Transparent Hinged Lid

7035

21 WaII 2]>T|

KG 9001 IE_” Eg‘ P ‘
degree of protection: IP 55 (ESM), IP 65
(see cable entry systems LES)

m for installation equipment on DIN rails or mounting plates W13, 11
m max. installation depth with built-in mounting plate 95 mm, T
with built-in DIN rail 89 mm 3
m with transparent hinged lid I
m fastener for tool operation
m sealable
B cable entry via metric knockouts
fa) ®m included cable entry:
c 2 ESM 25, sealing range @ 9-17 mm and
g 1 ESM 32, sealing range @ 9-23 mm
@
c KG 9002 o
w i IE' ‘ RAL | 21] wan ‘2]1|
degree of protection: IP 55 (ESM), IP 65 70 19, 1

(see cable entry systems LES)

m for installation equipment on DIN rails or mounting plates

B max. installation depth with built-in mounting plate 95 mm,
with built-in DIN rail 89 mm

® with transparent hinged lid

m fastener for tool operation

H sealable

m cable entry via metric knockouts

B included cable entry:
2 ESM 25, sealing range @ 9-17 mm and
1 ESM 32, sealing range @ 9-23 mm

KG 9003 _ IE”E‘E‘ ps“lTL
degree of protection: IP 55 (ESM), IP 65 S
(see cable entry systems LES)

m for installation equipment on DIN rails or mounting plates 217 115

e
® max. installation depth with built-in mounting plate 95 mm, T f—
with built-in DIN rail 89 mm ; 2
with transparent hinged lid I
S ==

u

m fastener for tool operation

m sealable

m cable entry via metric knockouts

m included cable entry:
2 ESM 25, sealing range @ 9-17 mm and
1 ESM 32, sealing range @ 9-23 mm

KV 9331
degree of protection: IP 65

for installation of devices via installed mounting plate
max. installation depth: 160 mm

with transparent lid

fastener for tool operation

sealable

with cable entry cover

cable entry via integrated elastic membranes




C=MINOR [ren=e

Import & Distributor Eny Star Outdoor/ Indoor
Combinable distribution | 270 540 Enclosure depth
boards with door IML with hand operation
B modular structure of enclo- g ;W
sures in grid of 90 mm T g@
B 4 enclosure sizes: IE l. l l
270 x 180 mm, |2 |4 . o
270 x 360 mm, J 4'1 777777777777 with tool operation T
270 x 540 mm and i i
| | o0
540 x 360 mm = ‘ ‘ J @
(5]
B to assemble fast and sim- 1 1 L
ply | ‘
to larger combinations i | Extension frame
- losing bl __F Wl ‘ | for extending installation
Qrder c OSIlﬂg plate sets, |E depths by 50 mm
single closing plates | 3 | with hand operation -
and flanges separately.
= =4
Q
te} ©
£ 8
a 3
[-' . .
n | 1 with tool operation
> ‘
v 1 ﬁ'?" 2
3 3 J (S
L 3 1

Combinable enclosures
with door
and closing plates

B 4 box sizes:

UB n

276 x 186 mm,
276 x 366 mm,
276 x 546 mm and ]
546 x 366 mm
Empty enclosures
and circuit breaker boxes additionally
with closing plate sets for closing Enclosure walls Flanges to be
enclosure walls closed via closing plates ordered separately
Assignment of box walls envsTaoanr
The assignment of box walls Distribution boards ENYSTAR
is effected via wall symbols Box walls
that are assigned to each ﬁ Wall [1] (180 mm) Distribution boards up to 250 A with door
product. The individual figures Wall opening:
2] give an indication, which 100 x 80 mm in accordance with IEC 61439-3
wall is concerned. .
o = Wall (2] (270 mm) combinable enclosure system
All box walls are listed in the Wall opening:
fold-out of the coverpages. 190 x 80 mm degree of protection: IP 66
Wall |3 (360 mm)
E @ _ made from polycarbonate
’a Wall | 5 ‘ Wall opening:
=3 280 x 80 mm

protection class Il
T v
T Wall opening:
2 x 190 x 80 mm

|
1
|
|
1
|
|
1
|
|
|
|
1
|
|
1
|
|
|
|
|
|
|
1
|
|
1
|
|
|
|
1
|
|
1
|
|
ENYSTAR Distribution boards up to 250 A :
|
|
|
1
|
|
1
|
|
|
|
|
|
|
1
|
|
1
|
|
|
|
1
|
|
1
|
|
1
|
|
|
|
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CSMINOR envstar [C HENSEL J

Import & Distributor Empty Boxes with Transparent Door Eny Star Outdoor/ Indoor
Operation and Access also by Unskilled Persons

with built-in DIN rail 125 mm

box size 2

with transparent door

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 4 items

order flanges separately

f——366—]

Nl

| |
! 1 |
by 1
! | |
: | |
: | |
: | |
| 1
Ly FP 01 40' - IE ‘ PQ RAL | jWaII J—I |
- Built-in dimensions W 216 x H 126 x D 140 mm = 7035 |
: 1 door locking with hand operation 1
| I B max. installation depth with built-in mounting plate 136 mm, «—270— |+-186~ I
| ! with built-in DIN rail 125 mm & Eﬂ Eli !
;! ® box size 1 T {—IH !
| | m with transparent door |
| | ® door locking sealable |
| 1 m please order DIN rails, mounting plates or covers additionally !
| 1 B connector: 4 items 1
| 1 m order closing plate sets, single closing plates and flanges separately 1
| |
L . !
: 1 FP.O'.|41- . ‘E] ‘ RAL |w£a|J|]1| |
| Built-in dimensions W 216 x H 126 x D 140 mm 17035, 2| ] |
: 1 door locking with hand operation 1
| 1 with closing plates for box walls 1
: m max. installation depth with built-in mounting plate 136 mm, i paikicnd !
with built-in DIN rail 125 mm ) '
. ® box size 1 : — I
(o m with transparent door :
g m door locking sealable !
n m please order DIN rails, mounting plates or covers additionally |
> m connector: 4 items 1
S m order flanges separately 1
|
|
FP 0?40- - IE ‘ pc  RAL j o J—I |
Built-in dimensions W 216 x H 306 x D 140 mm 7035 I
door locking with hand operation 1
B max. installation depth with built-in mounting plate 136 mm, !
with built-in DIN rail 125 mm ] I
® box size 2 3 !
m with transparent door T !
® door locking sealable 4 |
m please order DIN rails, mounting plates or covers additionally |
B connector: 4 items 1
m order closing plate sets, single closing plates and flanges separately 1
1
|

== 2
FPo2a O 5] e g st |
Built-in dimensions W 216 x H 306 x D 140 mm 7085 5 1
door locking with hand operation 1
with closing plates for box walls !
m max. installation depth with built-in mounting plate 136 mm, [« 276 (186 :
1
|
1
1
|
|
|
|
1
|
|
1
|
1
1
|
1
|
|
1
|
|



CSMINOR envstar [( HENSEL J

Import & Distributor Empty Boxes with Transparent Door Eny Star Outdoor/ Indoor
Operation and Access also by Unskilled Persons

2
FP. 0:.340. . @‘ PC ‘ R 'ﬂﬁ: "q
Built-in dimensions W 216 x H 486 x D 140 mm = ] (7085 T 5
door locking with hand operation
B max. installation depth with built-in mounting plate 136 mm, [«—270—|
with built-in DIN rail 125 mm
box size 3

with transparent door

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 6 items

order closing plate sets, single closing plates and flanges separately

540
[

FP 0341 IE” P | ‘ Pci‘ RAL 41%1 '4|
Built-in dimensions W 216 x H 486 x D 140 mm 66 7035 T 5
door locking with hand operation

with closing plates for box walls

m max. installation depth with built-in mounting plate 136 mm, 276 *186\
with built-in DIN rail 125 mm

box size 3

with transparent door

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 6 items

order flanges separately

[e———546——|
[ —]

EEEEEN
ENYSTAM

Built-in dimensions W 486 x H 306 x D 140 mm 7035 Ty
door locking with hand operation

B max. installation depth with built-in mounting plate 136 mm, 540
with built-in DIN rail 125 mm

box size 4

with transparent door

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 6 items

order closing plate sets, single closing plates and flanges separately

[«——360—

FP 0441 IEH P | ‘ Y, ‘ RAL 3|Lv:|: |3|

Built-in dimensions W 486 x H 306 x D 140 mm | 66§ [7035) T (7)1

door locking with hand operation

with closing plates for box walls

m max. installation depth with built-in mounting plate 136 mm, 4 pailind
with built-in DIN rail 125 mm i
box size 4 Dﬂ
with transparent door --|H

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 6 items

order flanges separately




C>MINOR [CHense )

Import & Distributor Eny Star Outdoor/ Indoor

AL

FP 0461 =
IEH " 7035

Built-in dimensions W 306 x H 486 x D 140 mm 66
door locking with hand operation
with closing plates for box walls

B max. installation depth with built-in mounting plate 136 mm, palic
with built-in DIN rail 125 mm i
box size 4 ‘ |
with transparent door ‘H
door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 6 items

order flanges separately

‘PC

L3179
4| wai | 4]
337

ENYSTAM




CSMINOR envstar [( HENGEL J

Import & Distributor Empty Boxes with Opaque Door Eny Star Outdoor/ Indoor
Operation and Access also by Unskilled Persons

FP 0150 2

sy s . @‘ PC ‘ RAL| ﬂﬁl J1]
Built-in dimensions W 216 x H 126 x D 140 mm L3 (7038 T 37
door locking with hand operation
B max. installation depth with built-in mounting plate 136 mm, [«—270—] |«-186

with built-in DIN rail 125 mm

with opaque door

box size 1

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 4 items

order closing plate sets, single closing plates and flanges separately

[+-180—|

‘ FP 0151 IEH w1 | A Iw2_| | |
4 — 1| wall 1
r . Built-in dimensions W 216 x H 126 x D 140 mm 66 7035 T3 ]
l door locking with hand operation
¢ with closing plates for box walls

m max. installation depth with built-in mounting plate 136 mm, 276 *186\
with built-in DIN rail 125 mm |
with opaque door —
box size 1

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 4 items

order flanges separately

[186—|

EEEEEN
ENYSTAM

FP 0250 |2

sy s . @‘ PC ‘ = :ﬂﬁl ‘ls]
Built-in dimensions W 216 x H 306 x D 140 mm . T035 5
door locking with hand operation
m box size 2 —270—| [+-186]

= with opaque door

B max. installation depth with built-in mounting plate 136 mm,

with built-in DIN rail 125 mm

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 4 items

order closing plate sets, single closing plates and flanges separately

H

[«——360—

em—— FP 0251 IE” P pc RALl 5 |Lvi|: |3|
Built-in dimensions W 216 x H 306 x D 140 mm 66 7035 5 ]
' door locking with hand operation
I with closing plates for box walls
m max. installation depth with built-in mounting plate 136 mm, [ 276 | [186
[ ]

with built-in DIN rail 125 mm (i
with opaque door H |'
box size 2 A

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 4 items

order flanges separately

e




CSMINOR envstar [C HENSEL J

Import & Distributor Empty Boxes with Opaque Door Eny Star Outdoor/ Indoor
Operation and Access also by Unskilled Persons

e FP 0350 IE_” pc | RAL 1'3' B
— 4 Wall 4
Built-in dimensions W 216 x H 486 x D 140 mm 7035| T 5] ]

door locking with hand operation
B max. installation depth with built-in mounting plate 136 mm, «—270—|

!
l- with built-in DIN rail 125 mm
3 with opaque door
box size 3 H
i door locking sealable
please order DIN rails, mounting plates or covers additionally

connector: 6 items
order closing plate sets, single closing plates and flanges separately

540

—— FP 0351 IE” P pci‘ RAL. 4‘|Lﬂ ]4|
Built-in dimensions W 216 x H 486 x D 140 mm 66 7035 21

door locking with hand operation
with closing plates for box walls

m max. installation depth with built-in mounting plate 136 mm, 276 *186\
with built-in DIN rail 125 mm

with opaque door

box size 3

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 6 items

order flanges separately

[—546 ——
—

FP 0450 IE” Pa ‘ RAL | }ﬂlﬁ! Js_l
Built-in dimensions W 486 x H 306 x D 140 mm 7035 g
B max. installation depth with built-in mounting plate 136 mm, 540

with built-in DIN rail 125 mm

with opaque door

box size 4

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 6 items

order closing plate sets, single closing plates and flanges separately

|——360—|

e FP 0451 IE” e Pcf‘ RAL
: I‘ Built-in dimensions W 486 x H 306 x D 140 mm 66
[ ]

door locking with hand operation
with closing plates for box walls

m max. installation depth with built-in mounting plate 136 mm,
with built-in DIN rail 125 mm

with opaque door

box size 4

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 6 items

order flanges separately

1
|
1
|
|
1
|
|
|
|
1
1
|
1
|
|
|
|
|
1
|
1
1
|
1
|
|
|
|
|
1
|
1
|
|
1
|

door locking with hand operation 1
|
|
1
1
|
1
|
|
|
|
|
1
|
1
1
|
1
|
|
|
|
|
1
|
1
|
|
1
|
|
|
|
1
1
|
1
|
|




CSVIINOR ENYSTAR [ H EN SEL ]
Import & Distributor Empty Boxes with Opaque Door Eny Star Outdoor/ Indoor
Operation and Access also by Unskilled Persons

FP 0471 IE o] oo | el
Built-in dimensions W 306 x H 486 x D 140 mm 66 7035
door locking with hand operation

with closing plates for box walls

B max. installation depth with built-in mounting plate 136 mm, il
with built-in DIN rail 125 mm
with opaque door : |
box size 4

door locking sealable

please order DIN rails, mounting plates or covers additionally
connector: 6 items

order flanges separately

3
4| wal | 4]
3

ENYSTAM
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Import & Distributor Eny Star Outdoor/ Indoor
— FP CB 210 @E‘ ™ ]
‘ ‘ Connection Box 65 7035
. i ® for mounting on box walls (270 mm) ‘:gg ‘«15a»|
® hinged mounting area . com— 1
m for the installation of devices that must be operated externally, 7| ]ﬁ
such as plug devices, push buttons and switches Sltgfe

envysTAr
Connection Box

le—276 —| |186—]

C —
a FP 1108 i r== B
H <o) 1 "I
n 9 modules: 1 x 9 x 18 mm 0 1 !
Z & with closing plates for box walls ‘I ] =
N ¥

FP 1218 —076—] |186-]

24 modules: 2 x 12 x 18 mm
with closing plates for box walls

——366—|

FP 1318 :
36 modules: 3 x 12x 18 mm g; e (R
with closing plates for box walls o5 1
1] E.___i -
FP 1418 __f——866——] 186~
| prsms==== | |- |5

51 modules: 3 x 17 x 18 mm __ |

with closing plates for box w




CSMINOR  enystar [( HENSEL J

Import & Distributor Accessories Eny Star Outdoor/ Indoor

FP ZR 30

Extension frame
for enclosures size 3

m for extension of the installation depth by 50 mm [¢+—270—sp]50}«

m inclusive fixing material

B suitable for the admission of cover FP AP 30 in different installati-
on depths

[———540—]

FP ZR 40

Extension frame
for enclosure size 4

m for extension of the installation depth by 50 mm k540 blank

m inclusive fixing material

B suitable for the admission of cover FP AP 40 in different installati-
on depths

l——360—]

(o
a
H
n
>
(@
w

Bo. 3 FCN10
u’ N terminal
— KKL 54 2x 25 mm?, 8 x 4 mm2, Cu
Main line branch terminal
Rated connecting capacity: 1.5-25 mm?2, Cu

B current carrying capacity: 80 A

1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
| R 3 FC PE 10
: u PE terminal
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

Pl

SEEE

5358
SIEE|
FEEE|

2X 25mm3, 8 x 4 mmz2, Cu
————— ’ ’

“ PE and N terminal
8 R per PE/N 8 x 25 mm?, 32 x 4 mm2, Cu

m without knockouts

1
1

I

1

I

|

1

I

1

1

s 3 FCL 10 !

Terminal |

2x25mm2, 8 x4 mm2, Cu I

1

N 1

: FPVS 10 s s FC PN 10 |
‘ Closing plate set u PE and N terminal |
| , box size 1 per PE/N 1 x 25 mm?, 4 x 4 mm?2 Cu I
/////j / :
FP DB 27 |

- Canopy :

FP ZE 272 for box wall 270 mm :

Cable strain relief l

for 2 cables with max. 60 mm external diameter !

SAy :

I

FP VM 27 1

Metal insert for closing plates !

. —— m box size 2 (270 mm) :
_*-"‘E, m for earthing of metal armoured cables |

|

1

I

1

1
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Import & Distributor  Accessories Eny Star Outdoor/ Indoor
FP MP 10 —
; Mounting plate el

Pt

W 216 x H 126 mm

m for ENYSTAR empty boxes sizes 1, 2 and 3 %pzm
B material thickness 4 mm _ﬁr
B with fixing screws
a4 FP MP 20 -
nated
Mounting plate pape]
W 216 x H 306 mm
m for ENYSTAR empty boxes sizes 2, 3 and 4 fe216%
jiit m material thickness 4 mm g
® with fixing screws 1
F FP MP 30 =
nated
Mounting plate paper
W 216 x H 486 mm
[ m for ENYSTAR empty boxes sizes 3 and 4 _ 216
a = material thickness 4 mm I [ ]
a j m with fixing screws g
> L)
> 1
w it
.~ FP MP 40 o
nated
Mounting plate Papcy
m for ENYSTAR empty boxes size 4 fe—486—]
111l s B material thickness 4 mm g
m with fixing screws 1

BE 44
o . BM 20 G
Ventilation insert 4 Pressure compensation element
. for M 20 knockouts
FP FG 200 BM 40 G
Flange g Pressure compensation element
g : without knockouts : —— for M 40 knockouts
m attached enclosure connectors: 2 items
S _ FP FG 273
5 FP FG 300 == Flange
. f Flange g ; sealing range: 2 x each @ 30-72 mm

without knockouts

m for box wall 3 (360 mm)
m attached enclosure connectors: 2 items

1 FPTS 1 Us1
w — Door lock Multikey
"'3 converting kit to key operation

|
1
|
1
|
I
1
|
I
1
1
1
1
|
1
|
|
1
|
|
1
1
1
|
I
1
|
|
1
|
|
1
|
1
|
I
1
W 486 x H 306 mm :
1
1
1
1
|
1
|
|
1
|
|
1
1
1
|
I
1
|
|
1
|
|
1
|
1
|
I
1
|
I
1
1
1
1
|
1
|

|
1
|
|
1
|
|
|
|
1
|
|
1
|
1
1
|
|
|
1 ® box size 2 (270 mm)
1
|
|
1
|
1
1
|
1
|
|
1
|
|
1
|
|
|
|
1
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Import & Distributor

I‘r »
¥
™9

R ¢
3’31 :
awr 9 ok e

ENYSTAR
Accessories

FP AP 10

Cover without cut-outs
W 220 x H 130 mm

m for ENYSTAR enclosure size 1
m for retrofitting
B as protection cover or for installation of equipment

FP AP 20

Cover without cut-outs
W 220 x H 310 mm

m for ENYSTAR enclosure size 2
B for retrofitting
B as protection cover or for installation of equipment

FP AP 30

Cover without cut-outs
W 220 x H 490 mm

m for ENYSTAR enclosure size 3
m for retrofitting
m as protection cover or for installation of equipment

FP AP 40

Cover without cut-outs
W 490 x H 310 mm

m for ENYSTAR enclosure size 4
m for retrofitting
B gs protection cover or for installation of equipment

FP PL 2

Sealing device for covers
not suitable for circuit-breaker boxes

B can be retrofitted
m 2 pieces
® with fixing screws

FP AL 40
4 stainless steel external brackets

m for external fixing of enclosures

Example:

[( HENSEL J

Eny Star Outdoor/ Indoor

PC

)
2]
|

1
i 1

1

1

1

1

1

1

1

1

1

1

gl 1
1

1

1

1

1

1

1

@ 1
1

1

1

1

eENYsSTAr

FP MS 1
Profile for wall mounting
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Import & Distributor Eny Star Outdoor/ Indoor

Jﬁr_______________
it

\
|

v M

a1

O T

eEnvysTAanre
VTPN Distribution Board
System up to 250 A

According to IEC 61439-3
for Commercial and Industrial Buildings - \'- £

S |



>

Impor.t. & Distfibutdr

VTPN Distribution Board System
Busbar 125 A

640

89

1180

Feev e ||| o v |

1180

f——366—

|

|

o 546———
| — —

1L
]

I— |y —

FP VN 0400 transparent door
FP VN 0410 opaque door

Incomer:

Isolator, MCB, MCCB, RCCB,
RCBO up to125 A

Outgoing:

4 ways (8+12 modules)
SP/TP MCBs up to 63 A

FP VN 0800 transparent door
FP VN 0810 opaque door

Incomer:

[ HENSEL ]

Eny Star Outdoor/ Indoor

VTPN Distribution Board System
Busbar 250 A

_ J——366—

Ton]

640

Isolator, MCB, RCCB, RCBO up to 125 A

Outgoing:
8 ways (8+24 modules)
SP/TP MCBs up to 63 A

FP VN 0801 transparent door
FP VN 0811 opaque door

Incomer:

MCCB up to 125 A
Outgoing:

8 ways (8+24 modules)
SP/TP MCBs up to 63 A

FP VN 1200 transparent door
FP VN 1210 opaque door

Incomer:

Isolator, MCB, MCCB, RCCB,
RCBO up to125 A

Outgoing:

12 ways (8+36 modules)
SP/TP MCBs up to 63 A

FP VN 1600 transparent door
FP VN 1610 opaque door

Incomer:

Isolator, MCB, MCCB, RCCB,
RCBO up to 125 A

Outgoing:

16 ways (8+48 modules)
SP/TP MCBs up to 63 A

fe——546—

820

1180
==
1l =2

1180
===
I—|
| I
I—

FP VN 0402 transparent door
FP VN 0412 opaque door

Incomer:

MCCB up to 250 A
Outgoing:

4 ways (8+12 modules)
SP/TP MCBs up to 63 A

FP VN 0802 transparent door
FP VN 0812 opaque door

Incomer:
MCCB up to 250 A

Outgoing:
8 ways (8+24 modules)
SP/TP MCBs up to 63 A

FP VN 1202 transparent door
FP VN 1212 opaque door

Incomer:
MCCB up to 250 A

Outgoing:
12 ways (8+36 modules)
SP/TP MCBs up to 63 A

FP VN 1602 transparent door
FP VN 1612 opaque door
Incomer:

MCCB up to 250 A

Outgoing:

16 ways (8+48 modules)

SP/TP MCBs up to 63 A




CMINOR

Import & Distributor

Tested and certified
by ASTA

ASTA

CENTWILATE OF TYPE TESTS

Suitable also for typical
devices or the installation

€ENYMOD

of armoured cables with
earth connections

[/}
T
&
o
2
.5
g = | Application:
& % Motor Control Centre based
— =1 on MiSystem

This Motor Control Centre
installed in a big paper mill
consists of 33 feeders rang-
ing from 2.2 kW to 50 kW
including complete wiring with
main incomer of 630 A.

Application:

Removable DIN rail rack for in-
tegrated earth bounding in each
Mi Circuit breaker box.

Cable entry for armoured
cables via metal glands for
earth connection according to
British Standards.

Tested at ASTA for

Degree of protection
Temperature rise limits
Dielectric properties

Short circuit withstand strength

Effectiveness of protective circuit

Mechanical operation

Clearance and creepage distances

46

Mi Distribution Boards
System benefits

Key benefits
Material
Corrosion-proof

Degree of protection
Protection against mechanical impact

Weight
Subsequent handling (such as openings)
Transparent lids

Operating area
Adaptability to location

Combinability / Expandability

Availability in the market

[( HENSEL J

EnyMod Outdoor/ Indoor

Thermoplastic material
yes

IP 65 (dust proof, water proof)
no lasting deformations, elastic

“light”
"casy”
standard offer

partial opening range
via lids of individual enclosures

by arrangement of modular enclosures

in all directions by combinable
enclosures including electrical functions

immediately with standard modules and
accessories

Sadyace

Integrated earth bounding in each circuit
breaker box

Cable entry for armoured cables via metal glands

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor
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Mi Distribution Boards

C;MINOR System design E HENEEL /!

Import & Distributor EnyMod Outdoor/ Indoor

Mi Distribution boards k150! 300 00 o

B modular enclosure system ¢ Kl I : il I o
in grid of 150 mm | :15 —

® 5 enclosure sizes: (1] 2
150 x 300 mm,
300 x 300 mm,
450 x 300 mm,
600 x 300 mm, g R g
600 x 450 mm and
600 x 600 mm

m for the assembly of power
switchgear and controlgear
assemblies (PSC) up to
630 A

B Enclosures can be used as -+ ‘
well as single boxes. E

B

300

450

The modular design in a ba-
sic grid of 150 mm allows free
design of the outer form. The
enclosures can be combined
in all directions. Obstacles at
the building structure can be
easily circumvented. o 4

150+

600

€ENYMOD

Different enclosure depths +113}« 113«
allow the installation of equip-
ment of different heights

(Fig. 1).

distribution boards

Mi Power

With an extension frame the

depth of the enclosure sizes 4 [«170~] 214+ figure 1
and 8 can be extended

by 85 mm (Fig. 2). 113/ 85| +[113] 85|«
ENYMOD

Distribution boards up to 630 A with dopr
in accordance with IEC 61439-2

combinable enclosure system

degree of protection: IP 65 ke—2s5— l—299—+ figure 2

made from polycarbonate

protection class Il

Enclosure size 6

(600x450 mm)

Due to an enlarged terminal
compartment directly in the
housing, some electrical func-
tions can be installed more
economical.

An additional enclosure for
wiring is not necessary.

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor
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EnyMod Outdoor/ Indoor

CMINOR

Import & Distributor

ENYMOD

B max. installation depth with built-in mounting plate 146 mm,
with built-in DIN rail 135 mm

box size 1

please order DIN rails, mounting plates or covers additionally
with transparent lid

lid fasteners for tool operation

Built-in dimensions W275 xH275xT150 mm = —

B max. installation depth with built-in mounting plate 146 mm,
with built-in DIN rail 135 mm

box size 2

please order DIN rails, mounting plates or covers additionally
with transparent lid

lid fasteners for tool operation

Mi 0210
Built-in dimensions W 275 x H 275 x D 195 mm

Mi 0200 IE” M 7

[ [

Mi 0100 IE_” P | = RAL 1]:"%‘11‘
Built-in dimensions W 275 x H 125 x D 150 mm 65 7035] T3] 7

[+—300 —] |+-170-]

[+150+]

(2]
3| wall | 3]

2

[¢+—300—] [+-170~]
O qQ

7035

|«—300—

2] ]
3| wan | 3]
2) ]

RAL

7035

B max. installation depth with built-in mounting plate 191 mm,
with built-in DIN rail 180 mm

box size 2

please order DIN rails, mounting plates or covers additionally
with transparent lid

lid fasteners for tool operation

Mi 0220
Built-in dimensions W 275 x H 275 x D 119 mm

B max. installation depth with built-in mounting plate 115 mm,
with built-in DIN rail 104 mm

B box size 2

please order DIN rails, mounting plates or covers additionally

® with hinged lid for built-in equipment with protection cover which
must be operated

m with transparent lid

m |id fasteners for tool operation

Built-in dimensions W 275 x H 425 x D 195 mm

B max. installation depth with built-in mounting plate 191 mm,
with built-in DIN rail 180 mm

box size 3

please order DIN rails, mounting plates or covers additionally
with transparent lid

lid fasteners for tool operation

O] Ve

m AR

[+—300—>| [+—214—]
O qQ

}+—300—

[EXp]
3| wan | 3]
2] 1

RAL

RAL
7035

«—300—
239 —] | 182

«—300—
le—228 —
[

Mi 0300 [E3
T . IE” =] ‘ PC il 4| wai | 4]

Built-in dimensions W 275 x H 425 x D 150 mm 65 7035 T,

B max. installation depth with built-in mounting plate 146 mm, =800 — [«=170]
with built-in DIN rail 135 mm ‘ i 9

B box size 3 J

® please order DIN rails, mounting plates or covers additionally 2

® with transparent lid \

m |id fasteners for tool operation xb o

Mi 0310

(1]
Fodl 4| wzau _lﬂ

]

[¢+—300 —] [«—214—|
ENe q

450

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor
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C;M I NOR Mi Distribution Boards E H EDI SEL J

Import & Distributor Empty Boxes with Transparent Lid EnyMod Outdoor/ Indoor

Ml 0400 IE” El = @ 5]%}!‘{”
Built-in dimensions W 275 x H 575 x D 150 mm 65 7035 15

B max. installation depth with built-in mounting plate 146 mm, \3—300—4 [+-170~]
with built-in DIN rail 135 mm
box size 4
please order DIN rails, mounting plates or covers additionally
with transparent lid
lid fasteners for tool operation

Mi 0410 i y RAL| JIZ] IJ
5 | Wall 5
Built-in dimensions W 275 x H 575 x D 195 mm 65 7035 4§&I

B max. installation depth with built-in mounting plate 191 mm,  [«+—800—+[«—214—|
with built-in DIN rail 180 mm i ]
box size 4
please order DIN rails, mounting plates or covers additionally
with transparent lid
lid fasteners for tool operation

PC

Mi 0600 E=3 ‘et
Built-in dimensions W 575 x H 425 x T 150 mm 7035

(6
4 Wall| 4]
L[e)T

max. installation depth with built-in mounting plate 146 mm, [«———600——{|+170|
with built-in DIN rail 135 mm i °
box size 6

please order DIN rails, mounting plates or covers additionally
with transparent lid

lid fasteners for tool operation

€ENYMOD

Mi 0800 RAL|
P
Built-in dimensions W 575 x H 575 x D 150 mm 6 7035

B max. installation depth with built-in mounting plate 146 mm, 600 ————{ [« 170
with built-in DIN rail 135 mm ° 9
box size 8
please order DIN rails, mounting plates or covers additionally
cable entry only possible via flange
with transparent lid
lid fasteners for tool operation




CSM I NOR Mi Distribution Boards [( H Eﬂ SEL J

: I

1
I I - -

: I Import & Distributor Empty Boxes with Opaque Lid EnyMod Outdoor/ Indoor

1
: I

|
| .

! ' . Mi 0101 (2
b 1 ol e . IE_HEI ‘ pc | AL 1]VTaﬂ‘]1\
. Built-in dimensions W 275 x H 125 x D 150 mm 65 7035] [ [3] 7
| . p
| | Ll B max. installation depth with built-in mounting plate 146 mm, T\‘—300—~\ [-170
| | with built-in DIN rail 135 mm 3
| | ® box size 1 £
| 1 m please order DIN rails, mounting plates or covers additionally
| 1 ® with opaque lid
| 1 m |id fasteners for tool operation

|
|

| e .

L Y oooad Moot O =) [re| By sy
;! ' Built-in dimensions W 275 x H 275 x T 150 mm 65 7035 " 3] ]
| : B max. installation depth with built-in mounting plate 146 mm, _[+—300—{ |+170]
L with built-in DIN rail 135 mm i ]
| : ® . B DPox size 2 3
| m please order DIN rails, mounting plates or covers additionally l“ J
| : m  with opaque lid
| : m |id fasteners for tool operation
! |
' e, Mi 0211 1 [Z
| ! - -y L i @‘ 1P ‘ RAL] 3]Wa|!‘13]
| : - Built-in dimensions W 275 x H 275 x D 195 mm 65 7035 (3] ]
! 1 B max. installation depth with built-in mounting plate 191 mm, JT%OT‘ [+<=214—]
! | with built-in DIN rail 180 mm 1
b \ B box size 2 8
! 1 m please order DIN rails, mounting plates or covers additionally iﬁ J
| = with opaque lid
m |id fasteners for tool operation
a .
g MI_02_21 ) ) IE” i ‘ PC RAL| 3]1!;!‘]3}
s Built-in dimensions W 275 x H 275 x D 119 mm |1 65 J 17035] T 317
S B max. installation depth with built-in mounting plate 115 mm, ‘%SOOH

—239 —| ‘ 182

with built-in DIN rail 104 mm

B box size 2

please order DIN rails, mounting plates or covers additionally

® with hinged lid for built-in equipment with protection cover which
must be operated

m with opaque lid

m |id fasteners for tool operation

«—300—
l—228 —

t2]9
4| wan | 4]

L2

B max. installation depth with built-in mounting plate 146 mm, ¢—3800 —] |+-170~]
with built-in DIN rail 135 mm i 9

box size 3

please order DIN rails, mounting plates or covers additionally

with opaque lid

lid fasteners for tool operation

RAL

7035

Built-in dimensions W 275 x H 425 x D 150 mm 65

fe——450——|
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www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor

| I I |
| I I |
| | I |
: I Import & Distributor Empty Boxes with Opaque Lid EnyMod Outdoor/ Indoor I :
| |
| | I |
| | I |
| . |
B ey MiosH O ol (e mel il
. '. Built-in dimensions W 275 x H 425 x D 195 mm 65 7035] " [3) 7 L
: I B max. installation depth with built-in mounting plate 191 mm,  [+—800—[«—214— I :
| I with built-in DIN rail 180 mm 1 I |
| I ® pox size 3 jt I |
| I m please order DIN rails, mounting plates or covers additionally < | |
| | " ® with opaque lid l I |
| | m |id fasteners for tool operation | |
| : : |
| § . |
L Mi 0401 O] % [re] el s -
o ' Built-in dimensions W 275 x H 575 x D 150 mm 65 7035 50 L
| : B max. installation depth with built-in mounting plate 146 mm,  [+—800—|«170~ : |
b with built-in DIN rail 135 mm p !
| : B box size 4 | |
| m please order DIN rails, mounting plates or covers additionally - |
| : m with opaque lid e : |
| : m |id fasteners for tool operation ‘ : |
| | - : RS | I
| | [ | |
| | | |
| R . |
| : - — Mi 0411 IE” P | PC RAL | 511”2'! 15| : |
b Built-in dimensions W 275 x H 575 x D 195 mm 65 7035] T 3]0 .
: I ’ B max. installation depth with built-in mounting plate 191 mm, ”\Tsooj\ =214 I :
| I i with built-in DIN rail 180 mm I |
| I o m box size 4
| | m please order DIN rails, mounting plates or covers additionally 3
| | m with opaque lid ©
| | m |id fasteners for tool operation
| : & EA . o
|
| |
| .
— e [ 6
- . oy Mi0601 Em 0] = (v e Aata
! EinbaumaBe B 575 x H 425 x T 150 mm 65 7035 (g ]
I : B max. Einbautiefe bei eingebauter Montageplatte 146 mm, B — 680—:\ [<170+
L bei eingebauter Tragschiene 135 mm }
| | B GehausegroBe 6 L
| : 8 m Tragschienen, Montageplatten oder Abdeckungen zusétzlich Q
I ® o bestellen l
! B mit nicht durchsichtigem Deckel ! Q o
| : m DeckelverschlUsse fur Werkzeugbetatigung
|
|
: | — %—-—_.——_.__:__;\ Mi 0801 IE” P RAL |
| : Built-in dimensions W 575 x H 575 x D 150 mm 65 7035
! I B max. installation depth with built-in mounting plate 146 mm, | 600 ———] [+ 170
b J : with bilt-in DIN rail 135 mm P ©
! I [is B box size 8
! | ® please order DIN rails, mounting plates or covers additionally °
by m cable entry only possible via flange ef
by = with opaque lid
I I ¢ . m |id fasteners for tool operation L .
| L -
;!
| |
| |
;!
| |
| |
;!
| |
| |
| |
)
|
|
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CMINOR

Mi Distribution Boards

ENYMOD

max. installation depth with built-in mounting plate 146 mm,
with built-in DIN rail 135 mm

box size 2

please order DIN rails, mounting plates or covers additionally
trilaterally combinable

3 walls with metric knockouts for cable entry and assembly
lid hinges attached

with transparent, hinged lid

lid fasteners for tool operation

Mi 9210
Built-in dimensions W 275 x H 275 x D 195 mm

max. installation depth with built-in mounting plate 191 mm,
with built-in DIN rail 180 mm

box size 2

please order DIN rails, mounting plates or covers additionally
trilaterally combinable

3 walls with metric knockouts for cable entry and assembly
lid hinges attached

with transparent, hinged lid

lid fasteners for tool operation

Mi 9300
Built-in dimensions W 275 x H 425 x D 150 mm

max. installation depth with built-in mounting plate 146 mm,
with built-in DIN rail 135 mm

box size 3

please order DIN rails, mounting plates or covers additionally
trilaterally combinable

3 walls with metric knockouts for cable entry and assembly
lid hinges attached

with transparent, hinged lid

lid fasteners for tool operation

Import & Distributor Empty Boxes EnyMod Outdoor/ Indoor
with Hinged, Transparent Lid
M|9100 - @‘ ‘ . @ Z\L%I:
Built-in dimensions W 125 x H 275 x D 150 mm 65 N
B max. installation depth with built-in mounting plate 146 mm, ‘*165»

with built-in DIN rail 135 mm T“SO" paLlita

m box size 1 °
m please order DIN rails, mounting plates or covers additionally s
m 3 walls with metric knockouts for cable entry and assembly l
m trilaterally combinable
m |id hinges attached
m with transparent, hinged lid
m |id fasteners for tool operation
Mi 9200 @‘ E ‘ @ 2\%
Built-in dimensions W 275 x H 275 x T 150 mm 65 7035| "7 [3)

[«—315—

<300 H\ [170-]

|«—300 —-\

|3
IEHE PC RAL| 2] Wall
3

65 7035

+—3156—

<300 H\ [—214—|

|«—300 H\

=2
RAL| o)
My |

7035

O] "l e

——315—|

<300 —|l=170-

|<—450—-\
(o)
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CSMINOR  wipistribution Boards [( HENSEL

Import & Distributor Empty Boxes EnyMod Outdoor/ Indoor
with Hinged, Transparent Lid

4| wall

Mi-93-:10. . IE”E] ‘ pc | RAL
Built-in dimensions W 275 x H 425 x D 195 mm 65 7035

‘|_J‘

2

B max. installation depth with built-in mounting plate 191 mm, [«—315—]

with built-in DIN rail 180 mm o300 {214
box size 3

please order DIN rails, mounting plates or covers additionally
trilaterally combinable

3 walls with metric knockouts for cable entry and assembly
lid hinges attached

with transparent, hinged lid

lid fasteners for tool operation

|<—450—>\
o
b

PC

Built-in dimensions W 275 x H 575 x D 150 mm 65

3
>
r

B max. installation depth with built-in mounting plate 146 mm, —g&g—-“ 0
with built-in DIN rail 135 mm

box size 4

please order DIN rails, mounting plates or covers additionally

trilaterally combinable 8
3 walls with metric knockouts for cable entry and assembly

lid hinges attached ‘
with transparent, hinged lid s
lid fasteners for tool operation

2]
5 | wall

[3)

7035

PC

Built-in dimensions W 275 x H 575 x D 195 mm

(=)
(3]

300

B max. installation depth with built-in mounting plate 191 mm, ‘ 0 I i

with built-in DIN rail 180 mm

box size 4

please order DIN rails, mounting plates or covers additionally
trilaterally combinable

3 walls with metric knockouts for cable entry and assembly
lid hinges attached

with transparent, hinged lid

lid fasteners for tool operation

eNYMOD

[———600 —-\




CMINOR  wipistribution Boards [( HENSEL J

Import & Distributor Empty Boxes EnyMod Outdoor/ Indoor
with Hinged, Opaque Lid

k|
2\mmu

7035

Mi 9101 ‘E‘ —.

Built-in dimensions W 125 x H 275 x D 150 mm

B max. installation depth with built-in mounting plate 146 mm, ‘:;gg:‘
with built-in DIN rail 135 mm

box size 1

please order DIN rails, mounting plates or covers additionally

trilaterally combinable

3 walls with metric knockouts for cable entry and assembly

lid hinges attached

with opaque, hinged lid

lid fasteners for tool operation

[-170-]

|«—300—

(3]

2| wall

[3]

P Mi 9201 ‘ a =
7035

Built-in dimensions W 275 x H 275 x T 150 mm

B max. installation depth with built-in mounting plate 146 mm, [«—315—]
with built-in DIN rail 135 mm 300170~
box size 2

please order DIN rails, mounting plates or covers additionally
trilaterally combinable

3 walls with metric knockouts for cable entry and assembly
lid hinges attached

with opaque, hinged lid

lid fasteners for tool operation

|—300 H\

(3]

2 | wall

s

) Mi 9211 ‘ W [pal [Fa]
Built-in dimensions W 275 x H 275 x D 195 7035
mm

B max. installation depth with built-in mounting plate 191 mm, [+—315—|
| b with buift-in DIN rail 180 mm 500 214~
box size 2
please order DIN rails, mounting plates or covers additionally
trilaterally combinable
3 walls with metric knockouts for cable entry and assembly
lid hinges attached
with opaque, hinged lid
lid fasteners for tool operation

le—300 H\

ENYMOD

[12]
4| wall
My L

“©——————= Mi 9301 IE” Ess ‘ wl

4 Built-in dimensions W 275 x H 425 x D 150 mm

h' B max. installation depth with built-in mounting plate 146 mm, [«—315—]
with built-in DIN rail 135 mm s—300 170~
box size 3

please order DIN rails, mounting plates or covers additionally
trilaterally combinable

3 walls with metric knockouts for cable entry and assembly
lid hinges attached

with opaque, hinged lid

lid fasteners for tool operation

|-—450—>\
o
Q

!
E B EEEER
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Import & Distributor Empty Boxes EnyMod Outdoor/ Indoor
with Hinged, Opaque Lid

. __¥._‘ s Mi 9311 Iﬁl E ~ T 2y
T 4 | Wall
Built-in dimensions W 275 x H 425 x D 195 mm ‘ 65 ‘ 7035 ¢/ 5

B max. installation depth with built-in mounting plate 191 mm, [«—315—]

with built-in DIN rail 180 mm o300 {214
box size 3

please order DIN rails, mounting plates or covers additionally
trilaterally combinable

3 walls with metric knockouts for cable entry and assembly
lid hinges attached

with opaque, hinged lid

lid fasteners for tool operation

|<—450—>\
(o)
Q

2]
|Wal|
3]

— Mi 9401 @H e ‘ Pc‘ RAL|
Built-in dimensions W 275 x H 575 x D 150 mm 65 7033

m max. installation depth with built-in mounting plate 146 mm, [«—315

with built-in DIN rail 135 mm ’ E 3o
box size 4
please order DIN rails, mounting plates or covers additionally
trilaterally combinable
3 walls with metric knockouts for cable entry and assembly
lid hinges attached
with opaque, hinged lid
lid fasteners for tool operation

Yy

[e——600—

2]
5 | wal
3

e _:-_-_-__g_r'\"(" Mi 9411 IEH E Pa RAL
' Built-in dimensions W 275 x H 575 x D 195 mm 65 7035

300

B max. installation depth with built-in mounting plate 191 mm, ‘ 0 I i

with built-in DIN rail 180 mm

box size 4

please order DIN rails, mounting plates or covers additionally
trilaterally combinable

3 walls with metric knockouts for cable entry and assembly
lid hinges attached

with opaque, hinged lid

lid fasteners for tool operation

eNYMOD

[———600 —-\

o o e

q
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Mi Distribution Boards

CXMINOR &t oo [Cuensel )

Import & Distributor EnyMod Outdoor/ Indoor
3 Connection Box 65
H m for the installation of devices that must be operated externally, \T_S%ﬂ g

such as plug devices, push buttons and switches = ]
® for mounting to box walls 300 mm E Jﬁ
B hinged mounting area tefe-
m with wall gasket

Wiring strip
MiVs ..

—

Terminals for direct
connection on busbars

€ENYMOD

Terminal for connection of
wiring strips MiVA ..

distribution boards

Mi Power

Terminal for direct
connection DA 240

Example:
Wiring with wiring strip Mi V'S 400, terminals for direct connection on busbars and wiring strip
connection terminals VA 400.




[( HENSEL J

EnyMod Outdoor/ Indoor

CMINOR

Import & Distributor

Empty boxes Empty boxes Empty boxes

with hinged lids

Empty boxes
with hinged lids

=3 =3

Mi 0600 Mi 0601

built-in dimensions built-in dimensions
575x425x146 mm 575x425x146 mm
Mi 0800 Mi 0801

built-in dimensions built-in dimensions
575x575x146 mm 575x575x146 mm

: I
| 1
| |
| |
| |
| |
| |
| |
| |
| |
|
! |
I Mio100 Mio101 Mi 9100 : Mi 9101
| ! built-in dimensions built-in dimensions built-in dimensions T ' built-in dimensions
| | 275x125x146 mm 275x125x146 mm 122x272x146 mm, I 122x272x146 mm,
| | hinged lid | hinged lid
1 Mi 0200 Mi 0201 ¥
| | built-in dimensions built-in dimensions R
| 275x275x146 mm 275x275x146 mm
| | Mi 9200 ol Mi 9201
| ! built-in dimensions | built-in dimensions
I 275x275x146 mm,
[ Mi 0210 Mi 0211 hinged Id 2roxaroxiiCiuy
| built-in i . built-in di . g ) hinged lid
| uilt-in dimensions uilt-in dimensions 3
| I 275x275x191 mm 275x275x191 mm
| : Mi 9210 ?_},- Mi 9211
| ! built-in dimensions (! built-in dimensions
| 1 Mi 0220 Mi 0221 275X27§X191 mm, 275x275x191 mm,
1 built-in dimensions built-in dimensions hinged lid w hinged lid
oy 275x275x115 mm 275x275x115 mm
| hinged lid hinged lid
| ! Mi 9300 o) Mi 9301
| ! built-in dimensions built-in dimensions
I Mi 0300 Mi 0301 275x425x146 mm, 275x425x146 mm,
I | built-in dimensions built-in dimensions hinged lid hinged lid
| 275x425x146 mm 275x425x146 mm
1
I : w
|
| .
! I Mi 9310 . Ml.g:.s", .
| built-in dimensions built-in dimensions
Mi 0310 Mi 0311 275x425x191 mm, 275x425x191 mm,
built-in dimensions built-in dimensions hinged lid hinged lid
275x425x191 mm 275x425x191 mm
[a] ~
(m]
= ™ i
> Mi 9400 1 :ﬁn?‘.? Limensions
built-in dimensions ’
= Mi 0400 Mi 0401 275x575x146 mm,
v IR - g 275x575x146 mm, i ;
built-in dimensions built-in dimensions hinged lid hinged lid
275x575x146 mm 275x575x146 mm
Mi 9410 -} Mi 9411
. . built-in dimensions built-in dimensions
Mio4to AIEIR 275x675x191 mm LSS
built-in dimensions built-in dimensions ! - ' hinaed!lid
275x575x191 mm 275x575x191 mm hinged lid g g
Il

Empty boxes with hinged lids applicable as single empty box for he installation of
device via DIN rails or mounting plates. The lid keeps permanently connected to
the box. Built-in devices can be easily operated and for example measurements
conveniently carried out with both hands.

Empty boxes for the installation of different electrical devices either directly over
attachments in the base of the enclosures or on DIN rails or mounting plates.
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CS M | NOR Mi Distribution Boards [( HENSEL J

Import & Distributor Overview Product Range EnyMod Outdoor/ Indoor
Circuit Breaker Boxes

Circuit breaker boxes Circuit breaker boxes Circuit breaker boxes Circuit breaker boxes
with hinged flaps with removable DIN rail rack with hinged flaps,
and earth connection with removable DIN rail rack

and earth connection

Mi 1109 i '1")'('112111:3 o Mi 1118 * Mi 1119 *

1x9x18 mm, PELN ’ 1x12x18 mm, 1x12x18 mm,

PEN 1 hinged lid without PE+N without PE+N,
1 hi fl

Mi 1112 Mi 1117 inged flap

1x12x18 mm, B @ T Mi 1228 *

PE+N without PE+N 2x12x18 mm, Mi 1229 *

. 1 hingedfial without PE+N 2x12x18 mm,
:I:112:<:Z mm E ? without PE+N,
without PE+N Mi 1222 2 hinged flaps
Mi 1224 2x12x18 mm, L Mit221*
2x12x18 mm REY, 2x12x18 mm, Mi 1339 *
PE+N ! 2 hinged flaps without PE+N 3x12x18 mm,
Mi 1225 Mi 1227 with hinged lid without PE+N,
2x12x18 mm 2x12x18 mm, 3 hinged flaps
without PE+N without PE+N, . *

2 hinged flaps Mi 1338
: Mi 1220 3>.<1 2x18 mm,
2x12x18 mm, . without PE+N
PEsN Mi 1333 Mi 1449 *
Scharnierdeckel 3x12x18 mm, 4x12x18 mm,

A PE+N, without PE+N,
2")('11;?2 - 3 hinged flaps 4 hinged flaps
without PE+N, 2")'(' 112?(?; - S Mit4de*

i ! g 4x12x1
hinged fid without PE+N, x12x18 mm,

without PE+N

Mi 1336 3 hinged flaps
3x12x18 mm,
PE+N

Mi 1335

3x12x18 mm
without PE+N

Mi 1444
4x12x18 mm,
PE+N,

4 hinged flaps
Mi 1445
4x12x18 mm,
without PE+N,
4 hinged flaps

p—
—
—
h
Mi 1443 =3
3x12x18 mm, Mi 1686 *
1 DIN rail, :
L rai 2x28x18 mm and
without PE+N, 2x12x18 mm
Mi 1440 3 hinged flaps
3x12x18 mm,
1 DIN rall,
without PE+N

Mi 1455 *
2x28x18 mm,
without PE+N

Mi 1448
4x12x18 mm,
PE+N

eNYMOD

Mi 1885 *
3x28x18 mm,
without PE+N

Mi 1281
: for miniature
J circuit breakers

——

ﬁ‘
Mi 1456 * y 1x6x18 mm,
2x28x18 mm, PEN
PE+N

Mi 1455 *
2x28x18 mm
without PE+N

E=3 mi 1684 *
2x28x18 mm and
2x12x18 mm
PE+N

E=3 wmi 1683 *
2x28x18 mm and
2x12x18 mm
without PE+N

Mi 1884 * * With removable DIN rail rack or earth

3x28x18 mm, connection

PE+N

Mi 1885 *

3x28x18 mm Circuit breaker boxes for the installation of DIN rail equipment in accordance with
without PE+N DIN 43880 from 9 to 84 modules.

Unused DIN rail openings in covers are stripped with attached blanking strips.
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Import & Distributor EnyMod Outdoor/ Indoor

Mi Busbar Box Mi Disconnector Box

Mi 7103 3P 63A

! 1
I |
! I
! 1
I 1
! 1
I |
! I
! 1
! |
| .
Mi 6252 250 A
| : ! Mi 7104 4P 63A
| Mi 6255 400 A _
| ! Size 1
L Mi 6256 630 A
1
| | Size 2
|
| 1
| |
| I
| 1
p! Mi 6352 250 A Mi 7213 3P 100A
I
L Mi 6355 400 A Mi 7214 4P 100A
| : Mi 6356 630 A Size 2
: I Size 3
| |
| 1
|
L
| 1
| |
I
| .
! Mi 6457 250 A Mi 7256 3P 160A
1 .
' Mi 6458 400 A Mi 7257 4P 160A
Mi 6459 630 A Size 2
a Size 4
o
=
>
C
w

Mi 7453 3P 250A
Mi 7454 4P 250A
Mi 7455 3P 400A

¢ Mi6452 250 A Mi 7456 4P 400A
'\ Mi 6455 400 A Size 4
| Mi6456 630 A
.| Size 4
Mi 6856 630 A Mi 7865 4P 630A

| Size8 | sizes
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Import & Distributor

EnyMod Accessories

[( HENGEL J

EnyMod Outdoor/ Indoor

Busbar Support Terminal Busbar Clamping

ENYMOD

= -

bt

Busbar Flexible

Mi VS 160

length 2 meter , width = 9mm

thickness 6x0.8 mm

160 A
O

Mi ST 25 (250A)
12x10 ( L1-L3)
12x5 (N+PE).

Mi ST 41 (400A)
20x10 ( L1-L3)
12x10 (N)

12x5 (PE)

Mi ST 63 (630A)
30x10 ( L1-L3)
25x10 (N)

12x10 (PE)

Mi VS 100

length 2 meter , width = 9mm
thickness 3x0.8 mm

100 A

Mi VS 250

length 2 meter , width = 15.5mm
thickness 6x0.8 mm

250 A

Mi VS 400

length 2 meter , width = 15.5mm
thickness 10x0.8 mm

400 A

Mi VS 630

length 2 meter , width = 20mm
thickness 11x1 mm

630 A

KS 16 F
5x11, 1.5-16 sq.mm

KS 16 Z
10x11, 1.5-16 sq.mm

KS 35F
5x16 , 4.0-35 sq.mm
Mi VS 100, Mi VS 160

KS 35Z
10x16 , 4.0-35 sg.mm
Mi VS 100, Mi VS 160

KS 70 F
5x21,10-70 sq.mm
Mi VS 100, Mi VS 160

KS70Z
10x21, 10-70 sq.mm
Mi VS 100, Mi VS 160

KS 120 F
5x25 , 25-120 sq.mm
Mi VS 250, Mi VS 400

KS 120 z
10x25 , 25-120 sq.mm
Mi VS 250, Mi VS 400

KS 240 V
10x30 , 35-240 sq.mm
Mi VS 630

Mi SS 22 length 2 meter , 12x5 mm 250 A as N/PE ,400A as PE

Mi SS 25 length 2 meter , 12x10 mm 250 A as L1-L3, 400A as N ,630A as PE
Mi SS 40 length 2 meter , 20x10 mm 400 A as L1-L3

Mi SS 45 length 2 meter , 25x10 mm 630 A as N

Mi SS 63 length 2 meter, 30x10 mm 630 A as L1-L3
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| | | |
! '
I I
by Import & Distributor EnyMod Accessories EnyMod Outdoor/ Indoor ;!
| | | |
! '
1 - - 1
- % =2 Mi CB 10 Mi MP 1 Mi EP 01 !
I | N ; Connection Box Mounting plate L} Cover 1 I
b : : W 259 x H 115 mm ﬁ‘f-’l for Mi Empty P!
- T box size 1 box size 1 ;!
i B
| - 5 1
by % | ' r!
Loy L | Mi ZR 4 Mi MP 2 Mi EP 02 P!
I 1 Extension frame 85 mm | Mounting plate Cover 1 I
Loy for enclosure size 4 | W 265 x H 265 mm for Mi Empty P!
| | box size 2 box size 2 | |
| - |
| . | |
! '
—— w
| : f Mi ZR 8 Mi MP 3 Mi EP 03 : I
| | | Extension frame 85 mm Mounting plate Cover | |
| | r . forenclosure size 8 4 W 265 x H 415 mm for Mi empty | |
| i d box size 3 box size 3 I |
! ———) '
| : . : |
1 1
| . : |
: | N g Mi WD 2 Mi MP 4 Mi EP 04 L
| 1 Py ry S Wall gasket Mounting plate Cover | |
1 14 i, for box walls 150/300 mm W 265 x H 565 mm for Mi Empty |
! 1 box size 4 box size 4 1 !
i !
| : : |
1 1
by 1 ]
| i [
1 1
| I I |
b p _ Mi WT 1 ;!
I | il --.}—‘ Wall separator ;!
| L |
! ‘l 199 b
! gy L
| 1
| | I |
by , Mi MP 8 ;!
: 1 [l i { { Mi BE Mounting plate 1 :
| 1 il Fixing spares W 565 x H 565 mm |
: | i s 4 connectors box size 8 | :
| ! ! |
| ! : |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! ! |
| ! 1 |
| |
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Import & Distributor

Mi FP 15
Flange

without knockouts
box size 1

-
S—

— Mi FP 20
- A Flange
. ——— without knockouts
box size 2,3,4,8

&= = MiFPT72

= = Flange

sealing range:

2 x each @ 30-72 mm
box size 2,3,4,8

) Mi BF 44
Ventilation flange

for vertical installation
on box walls A.'»;
box size 2,3,4,8

Pressure compensation
element for M 32
knockouts

NS20M4

Stainless Nut&Screw

20mm /M4

SS10M4
Stainless Screw

10mm /M4

BM 32 3 3

D357530

EnyMod Accessories

Mi DB 15
Canopy
for box wall 150 mm

Mi DB 30
Canopy
for 300 mm box walls

Mi KL 6

Hinged flap
opening dimensions
117 x 60 mm

Mi BS 6

Protection cover
for Mi KL 6

Mi SV 25

5 pcs

Din-Rail Slot length 300 mm

Busbar Connector

NS25M6 NM10M6
Stainless Nut&Screw Metal Nut
25mm /M6 10mm /M6
BKC25NT BKC75NT
Bracket Height Bracket Height
25 mm 75 mm

[( HENSEL I

EnyMod Outdoor/ Indoor

Mi AL 40
4 stainless steel
external brackets

aike
A e e

Mi MS 2
Profile for wall mounting
2 meter

I

Mi KL 12

Hinged flap
opening dimensions
220 x 60 mm

Mi BS 12
Protection cover
g for Mi KL 12

L Y

Mi SN 4

Conversion set

fiftne
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Irhport'& Distributof

Highly impact proof

Sr. No. Cat No.

1.

CP 3001
CP 3001W

CP 3002
CP 3002W

CP 3003
CP 3003W

CP 3004
CP 3004W

CP 3005
CP 3005W

Enclosure System

| Dimensions

Thermoplastic
Polycarbonate

700x900x525mm

Thermoplastic
Polycarbonate

700x900x525mm

Thermoplastic
Polycarbonate

700x900x525mm

Thermoplastic
Polycarbonate
700x900x525mm

Thermoplastic
Polycarbonate

700x900x525mm

Degree of
Protection

P44 A&
P65 A A

P44 A
P65 A A

P44 A
P65 A &

P44 A
P54 & &

P44 &
P65 A A

Cable Entry

M32 / M25

Each 2Nos.

M32 / M25

Each 2Nos.

M32 / M25

Each 2Nos.

M32 / M25

Each 2Nos.

M32 / M25

Each 2Nos.

Note: CEE plugs to be ordered separately

Application References

Incomer

40A FP 100mA RCCB
with terminals suitable
up to 25 Sq.mm

40A FP 100mA RCCB
with terminals suitable
up to 25 Sq.mm

40A FP 100mA RCCB
with terminals suitable
up to 25 Sq.mm

40A FP 100mA RCCB
with terminals suitable
up to 25 Sq.mm

63A FP 100mA RCCB
with terminals suitable
up to 25 Sq.mm

[ HENSEL ]

EnyCon Outdoor/ Indoor
Inner cover for additional

Outgoings

32A 5Pin Socket 1No.

16A 5Pin Socket 2Nos.

16A 3Pin Socket 1No.

32A 5Pin Socket 1No.
16A 5Pin Socket 1No.

16A 3Pin Socket 3Nos.

16A 5Pin Socket 1No.

16A 3Pin Socket 4Nos.

32A 5PIn Socket 1No.
16A 5Pin Socket 1No.

16A 3Pin Schuko Socket 3Nos.

63A 5Pin Socket 1No.
32A 5Pin Socket 1No.
16A 3Pin Socket 1No.

protection for operators

Outgoings via
CEE sockets

Choice of mounting frames

Outgoing Protection

32A TP MCB - 1No.
16A TP MCB - 2Nos.
16A SP MCB - 1No.

32A TP MCB - 1No.
16A TP MCB - 1No.
16A SP MCB - 3Nos.

16A TP MCB - 1No.
16A SP MCB - 4Nos.

32A TP MCB - 1No.
16A TP MCB - 1No.
16A SP MCB - 3Nos.

63A TP MCB - 1No.
32A TP MCB - 1No.
16A SP MCB - 1No.
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EnyCon Outdoor/ Indoor

Import & Distributo ; -~ i\

Inner cover for additional
protection for operators

Outgoings via

Highly impact proof CEE sockets

Choice of mounting frames

Sr. No. CatNo. Enclosure System Degree of Incomer

Protection

Cable Entry Outgoings Outgoing Protection

| Dimensions

16A 3Pin Socket - 3 Nos.

16A SP MCB - 3 Nos.

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor

! !
I | 2. CP5001 Thermoplastic P44 A M40 / M32 63A FP 100mA RCCB 32A 5Pin Socket - 2 Nos. 32A TP MCB - 2 Nos. | I
by CP5001W  Polycarbonate  IP65 4. 4 Each 1 No. with Terminals suitable  16A 3Pin Socket - 8 Nos. 16A SP MCB - 8 Nos. p !
I I 700x1050x525mm M25 2 Nos. up to 50 Sq. Mm I I
| | | :
| | : |
| : : |
| | | |
| I CP 5002 Thermoplastic P44 A M40 / M32 63A FP 100mA RCCB 32A 5Pin Socket - 2 Nos. 32A TP MCB - 2 Nos. | |
| : CP 5002W  Polycarbonate IP65 & A& Each 1 No. with Terminals suitable 16A 5Pin Socket - 2 Nos. 16A TP MCB - 2 Nos. : |
| : 700x1050x525mm M25 2 Nos. up to 50 Sq. Mm 16A 3Pin Socket - 6 Nos. 16A SP MCB - 6 Nos. : |
| |
| : : |
| I : |
L -
I | CP 5003 Thermoplastic P44 A M40 / M32 63A FP 100mA RCCB 32A 5Pin Socket - 2 Nos. 32A TP MCB - 2 Nos. | l
I I CP 5003W  Polycarbonate P54 A Each 1 No. with Terminals suitable 16A 5Pin Socket - 2 Nos. 16A TP MCB - 2 Nos. I I
: I 700x1050x525mm M25 2 Nos. up to 50 Sq. Mm 16A 3Pin Schuko Socket - 6 Nos. 16A SP MCB - 6 Nos. I :
| : : |
| 1 : |
L '
I : CP 5004 Thermoplastic ~ IP 44 A M40 / M32 100A FP 100mARCCB  63A 5Pin Socket - 1 No. 63A TP MCB - 1 No. : |
| I CP 5004W  Polycarbonate IP65 4 4 Each 1 No. with Terminals suitable 32A 5Pin Socket - 1 No. 32A TP MCB - 1 No. | |
| : 700x1050x525mm M25 2 Nos. up to 50 Sq. Mm 16A 5P!n Socket - 2 Nos. 16A TP MCB - 2 Nos. : |
| 16A 3Pin Socket - 6 Nos. 16A SP MCB - 6 Nos. |
| : : |
| : : |
| : : |
| | : |
) ! CP 5005 Thermoplastic 1P 44 & M40 / M32 100AFP 100mARCCB  32A 5Pin Socket - 2 Nos. 32A TP MCB - 2 Nos. by
| ' CP 5005W  Polycarbonate IP65 4 & Each 1 No. with Terminals suitable 16A 5Pin Socket - 3 Nos. 16A TP MCB - 3 Nos. ' |
P! 700x1050x525mm M25 2 Nos. up to 50 Sg. Mm 16A 3Pin Socket - 3 Nos. 16A SP MCB - 3 Nos. o
| | I |
| : : |
| | I |
| : : |
;! CP 5006 Thermoplastic  IP 44 A, M40 / M32 125A FP 100mARCCB  63A 5Pin Socket - 1 No. 63A TP MCB - 1 No. F
| | CP 5006W  Polycarbonate IP65 4 & Each1 No. with Terminals suitable 32A 5P!n Socket - 2 Nos. 32A TP MCB - 2 Nos. | |
| | 700x1050x525mm M25 2 Nos. up to 50 Sq. Mm 16A 5Pin Socket - 2 Nos. 16A TP MCB - 2 Nos. L
| 1
| |
| I I |
| | : |
| I | |
| |




Import & Distributor

Suitable for Cable assemblies

upto 6 sq.mm

Tinted transparent cover
easy access to breakers

Sr. No. Cat No.

1. CD 23511

(with cable)

CD 2351-2

(without cable)

CD 2352-1

(with cable)

CD 2352-2

(without cable)

CD 2355-1

(with cable)

CD 2355-2

(without cable)

CD 2356-1

(with cable)

CD 2356-2

(without cable)

2. CD 3105-1

(with cable)

CD 3105-2

(without cable)

CD 3107-1

(with cable)

CD 3107-2

(without cable)

CD 3108-1

(with cable)

CD 3108-2

(without cable)

CD 3109-1

(with cable)

CD 3109-2

(without cable)

CD 31010-1

(with cable)

CD 31010-2

(without cable)

CD 31011-1
(with cable)

CD 31011-2

(without cable)

CD 31012-1

(with cable)

CD 31012-2

(without cable)

3. CD 3804-1

(with cable)

CD 3804-2

(without cable)

For rough use

Enclosure System

| Dimensions

Synthetic Rubber
235

Synthetic Rubber
235

Synthetic Rubber
235

Synthetic Rubber
235

Synthetic Rubber
310

Synthetic Rubber
310

Synthetic Rubber
310

Synthetic Rubber
310

Synthetic Rubber
310

Synthetic Rubber
310

Synthetic Rubber
310

Synthetic Rubber
380

Degree of
Protection

IP 44

IP 44

IP 44

IP 44

IP 44

1P 44

IP 44

IP 44

IP 44

IP 44

IP 44

IP 44

s

Cable Entry

5C x 1.5Sg.mm

- 20Mtrs

3C x 1.58g.mm
- 25Mtrs

3C x 2.5Sg.mm
- 25Mtrs

3C x 2.5Sg.mm
- 25Mtrs

5C x 2.58Sg.mm
- 25Mtrs

5C x 2.5Sg.mm
- 25Mtrs

3C x 4Sq.mm
- 25Mtrs

3C x 4Sq.mm
- 25Mtrs

3C x 4Sq.mm
- 25Mtrs

3C x 4Sq.mm
- 25Mtrs

3C x 4Sq.mm
- 25Mtrs

3C x 2.58g.mm
- 50Mtrs

65

EnyCon Outdoor/ Indoor E HENSEL ]
Sturdy and light weight handle

Incomer

16A 5Pin Plug
Terminals

16A 3Pin Plug
Terminals

16A 3Pin Plug
Terminals

16A 3Pin Plug
Terminals

16A 5Pin Plug
Terminals

16A 5Pin Plug
Terminals

32A 3Pin Plug
Terminals

32A 3Pin Plug
Terminals

32A 3Pin Plug
Terminals

32A 3Pin Plug
Terminals

32A 3Pin Plug
Terminals

16A 3Pin Plug
Terminals

Outgoings

16A 5Pin Socket 1No.

16A 3Pin Socket 1No.

16A 3Pin Schuko Socket 2Nos.

16A 3Pin Schuko Socket 3Nos.

16A 5Pin Sockets 2Nos.

16A 3Pin Socket 2Nos.

16A 3Pin Schuko Sockets 1No.

16A 3Pin Schuko Socket 4Nos.

16A 3Pin Schuko Socket 5Nos.

16A 3Pin Socket 4Nos.

16A 3Pin Socket 1No.

16A 3Pin Schuko Socket 3Nos.

16A 3Pin Sockets 2Nos.

16A 3Pin Schuko Socket 2Nos.

16A 3Pin Socket 2Nos.

Suitable to accommodate
up to 32A 5pin CEE Sockets

Outgoing Protection

16A SP MCB - 2Nos.
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Import & Distributor Specification Check List

Polycabonate Combination Power Plug

el I NI 1=

Specification Checking

D IP44 Indoor D IP67 Outdoor
16 2P+E RA MU erererarnnrnrararnrnnnnns D 2Pin D 3Pin
220V 32 2P+E AU erererarnennrararnsnnnnns
63 2P+E RAVUIU e rrnrnnrnrnnrnnnnrnnnns
16 3P+E AU erernrarnnnnnnnarans 16 3P+N+E 3MUMircrrsrerarararnnnnes
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__ CZMINOR
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I

: -'iﬁ LG 3 Indoor

: CmNo  Part No.

I 010128  K9060/316

I 010129  K9060/416

: 010130  K9100/325

! 010131  K9100/425

: K9060/316 010132 K9250/332

: 010133 K9250/432

I 010134  K9250/340

: 010135  K9250/440

I 010136  K9350/363

: 010137  K9350/463

I 010138 K9500/380

: 010139  K9500/480

I 010140  K9500/3135
: 010141 K9500/4135
: 13 | ee ";‘m’ﬁ' Outdoor

: CmNo  Part No.

: K9350/325 010142 KF9060/316
| 010143 KF9060/416
: 010144  KF9100/325
: 010145  KF9100/425
: 010146  KF9250/332
: 010147  KF9250/432
: 010147  KF9250/340
: 010149 KF9250/440
: 010150  KF9350/363
I 010151  KF9350/463
: 010152 KF9500/380
| awsadszneu 010153 KF9500/480
1 ‘lﬁ“ﬂﬂ Solution

| 010154  KF9500/3135
| 010155  KF9500/4135
:

I

I

Disconnect Switch IP65

[( HENSEL J

Eny Case Indoor/Outdoor

AC21,AC22,AC23
-wan lulsema oy

-ﬂﬂ!ﬂ'lWQQ ,Ll‘ﬁﬂuﬁﬂ NUNU
-IP65,IK08 ,PS,7 C Grow wire test

IEC 60 695-2-11, 690 Vac

Disconect Switch , Safety Switch 16-125 A 1P65

Pole / Amp
3P/ 16 A
4P /16 A
3P/25A
4P /25 A
3P/32A
4P /32 A

3P/40 A
4P /40 A
3P/63 A
4P /63 A
3P/80 A
4P /80 A
3P/135A
4P/ 135 A

Size mm
119x139x70
119x139x70
125x167x82
125x167x82
160x200x98
160x200x98
160x200x98
160x200x98
260x210x117
260x210x117
310x210x117
310x210x117

310x210x117
310x210x117

Price
call
call
call
call
call

call
call
call

call
call
call

call

call

call

Disconect Switch , Safety Switch 16-125 A P65

Pole / Amp
3P/16 A
4P/ 16 A
3P/25 A
4P /25 A
3P/32A
4P /32 A

3P /40 A
4P /40 A
3P/ 63 A
4P/ 63 A
3P /80 A
4P /80 A
3P/ 135 A
4P/ 135 A

Size mm
119x139x70
119x139x70
125x167x82
125x167x82
160x200x98
160x200x98

160x200x98

160x200x98

260x210x117
260x210x117
310x210x117
310x210x117
310x210x117
310x210x117

Price
call
call
call
call
call
call
call
call
call
call
call
call
call

call
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Impoﬁ & Disutri_butor EnySun Outdoor/ Indoor

CMINC @I

Connection:
Ready for connection

with plug-in connectors
Solar modules P9

PV Generator
junction box

Electrical data:

Rated voltage: DC 1,000 V

Rated current: up to 400 A

Protective measure: Total insulation [0]

Solar inverter

Ambient conditions:

UV resistant

Degree of protection: IP 65

Stainless steel external brackets
optional: Combi climate glands to reduce
condensation formation in outdoor instal-
lations.

(Order separately, see accessories).

Solar inverter
collector

Grid AC 230/400V | Distribution board




C>MINOR [CrenNse: )

Import & Distributor EnySun Outdoor/ Indoor
m current per PV string: DC 15 A max. m lid fasteners for tool operation
mrated voltage: DC 1000 V (Uoc stc) m material: thermoplastic
m protection class: Il [E] m colour: grey, RAL 7032
m suitable for outdoor installation, m degree of protection: IP 65

UV resistant
m ready for connection
m with stainless steel external brackets

Mi PV 1121 2 x PV string for 7 15
1 x inverter input 800y, (4170
r

=T
=
|<'

1 x DC type 2 surge arrester

rated current: DC 30 A

plug-in connectors compartible to MC4
rated connecting capacity PE: Iverter 1 =

String 1
1.5 - 16 mm?, copper EJ L—String 2

Mi PV 1242 4 x PV string for »I 15
2 x inverter input ;*300—7{3% 170>

2 x DC type 2 surge arrester

rated current: DC 30 A

plug-in connectors compartible to MC4
rated connecting capacity PE:

1.5 - 16 mm?, copper

Q=150+
L

+/&Rfe—300—+
b

Inverter 1

<t String 1
L—String 2
Inverter 2« String 3

EJ E—String 4

Mi PV 1263 6 x PV string for »I 15
3 x inverter input Y170

3 x DC type 2 surge arrester

rated current: DC 30 A

plug-in connectors compartible to MC4
rated connecting capacity PE:

1.5 - 16 mm?, copper

+&l+—8300—+]
0

Inverter 1

String 1

=y l—sting 2
Inverter 2 String 3
=y l—sting 4

Inverter 3 « < String 5
=y l—sting 6

Customised
solutions?
« = (Contact us!

See check list in the appendix!

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor
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EnySun Outdoor/ Indoor

e

m
!
b
/

CMINOR

Import & Distributor
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Polyester Enclosure IP66

CMINOR

Import & Distributor

m|P66 CABINETS

degree of protection IP 66
resistance to impact IK 10
test of resistance to glow wire 960 C

materials Hot moulded fibreglass reinforced polyester (GRP)
colour RAL 9002

STANDARD LOCK
2x double bit DIN 3,0 mm
Supplied without the necessary accessories for direct wall mounting

=d OPAQUE DOOR CABINETS
Commercial Ref.
POL302514 300x250x140
POL403020 400x300x200
POL404020 400x400x200
POL504020 500x400x200
POL604023 600x400x230
- POL605023 600x500x230
e POL806030 800x600x300
TRANSPARENT DOOR CABINETS
& Commercial Ref.
POL302514PT 300x250x140
POL403020PT 400x300x200
POL404020PT 400x400x200
POL504020PT 500x400x200
POL604023PT 600x400x230
POL806030PT 800x600x300

IP66

IP55 CABINETS m

[ Commercial Ref. Dimensions

POL755030

POL1007530

POL1007542
POL1257530
POL1257542

750x500x300
1.000x750x300
1.000x750x420
1.250x750x300
1.250x750x420

IP55

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor
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According to 2006/95/EC directive and UNE-EN 62208
and UNE-EN 60439-1-3 norms, on affected parts.
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Vidz,

Agenta Inox Metal Enclosure IP66

CMINOR

Import & Distributor

WALL MOUNTED IP66 STAINLESS STEEL ENCLOSURES

H us
LISTED

FILE: E306947

(PLAIN PLATE INCLUDED)

CABLE ENTRIES

T T [
$ &l |

A5

L 4 I

Stainless steel cabinets without cable entry

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor

| | : |
| | | |
| | | |
| | : |
| | . |
| | : |
| | : |
| | : |
o -
I I
o NEW 2013 _ B
I B I
: | . Dimensions (mm) Locks Hinges | :
;! Commercial Ref. (AxBxC) number number b
| : INX302015 300x 200 x 150 1 2 : |
o INX302515 300x 200 x 150 1 2 =
o INX303015 300x 300 x 150 1 2 Lo
| |
L INX403020 400x 300 x 200 1 2 L
: I INX404020 400 x 400 x 200 1 2 i :
| : INX406020 400 x 600 x 200 i 2 : |
L INX504020 500 x 400 x 200 2 2 L
o INX604020 600 x 400 x 200 2 2 o
| |
| : Single door: IP66 / NEMA 1,12, 4x  KRCIVEIPAS 600 x 500 x 250 2 2 : |
o Double door: IP55 / NEMA 1,12 [I\ VA0 {0pAS 600 x 600 x 250 2 2 =
| : AISI 304L INX705025 700 x 500 x 250 2 2 : |
L INX806030 800 x 600 x 300 2 3 L
! : INX808030 800 x 800 x 300 2 3 : I
| |
| : INX1008030 1.000 x 800 x 300 3P 3 : |
: | IINX10010030/PD 1.000 x 1.000 x 300 3P 3 | :
| : INX12010030/PD 1.200 x 1.000x 300 3P 3 : |
by For 316L cabinets please ask for prices and delivery time ;!
: 1 /PD: Double-door cabinet 1 :
| : : I
| |
I I
! DIMENSIONS i
| |
| |
| ! ! |
| ! | B-5 | I |
P! \ | O .
1 ! s 2l N 1
: | 2 EOL-TS M6x7-0 - . ) ) bours | 14’ % B-3 [ 40 | 1 :
| 1 { ‘ ’ ’ ‘ - ! P | —zBOLTSMsii0 ] g >, Jf 1 |
P! * * h = gl by
! : M o = ‘MA c 20 ‘ - S [IIE0) oo e : |
| : |
I I
| |
| ! I |
| I I |
| I ! |
| I I |
| ! ! |
P! Fy
P! oy
| ! ! |
| I ! |
| ! I |
P! oy
| I ! |
| ! I |
| ! ! |
P! oy
| ! ! |
P! oy
P! -
| I I |
| |



CMINOR

Import & Distributor

Vi,

AGENTA Metal Enclosure IP66

m [IP66 WALL MOUNTING METAL CABINETS
(PLAIN PLATE INCLUDED) SINGLE DOOR

LISTED
FILE: E306947

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor

| | | |
| | | |
| | | |
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| | | |
| | | |
| | | |
| | | :
I 1 . I '
by Commercial Ref. Dimensions (mm) Cable entries Locks Hinges !
: I OPAQUE door TRANSPARENT door (AxBxC) (DxE) number number I :
o GN252015 | GNT252015 250x200x 150 80x150 1 2 '
b = - GN252515 | GNT252515 250 x 250 x 150 80 x 150 1 2 L
: | @ W GN302015 GNT302015 300x200x 150 80X 150 i 2 | :
! 302515 GNT302515 300 x 250 x 150 .
I I
! i | % 302520 GNT302520 AP r g L
o 303015 GNT303015 300x 300X 150 80X 200 '
. 03020 NT30302Q 300x300x200 140 x 230 L
L 304015 | GNT3040 300x400x 150  80x 200 : . L
L ' 304020 | GNT30402¢ 300X 400x 200 140 x 300 L
. 403015 | GNT403( 400x300x 150 80 x 200 L
. 03020 NT403020 400x300x200 140 x 230 L
b N40401 NT40401 400x400x 150 80X 300 ;!
b N404020 NT404020 400x400x200 0 oo 1 2 !
o ) N40402 NEIVIZNYOV I 400 x 400 x 250 !
P! GN406020 GNT406020 400 x 600 x 200 b
! N40602 NT40602 400 x 600 x 250 140 x 500 1 2 .
. GN406030 GNT406030 400 x 600 x 300 -
! GN503015 GNT503015 500X 300x 150 80 x 200 5 5 r
! N503020 1 500x300%200 .0 oo .
o GN503025 500 x 300 x 250 L
by 8 GN504015 500 x 400 x 150 80 x 300 ;!
by N504020 500 x 400 x 200 2 2 ;!
L N504Q 500x 400 x 250 140 x 300 ;!
b GN504030 500 x 400 x 300 .
b N50501 500X 500 x 150 80 x 300 v
b N505020 500 x 500 x 200 5 5 P!
b N50502 500X 500X 250 140 x 400 r !
o GN505030 500 x 500 x 300 |
. GN507020 500x700x200  140x500 2 2 b
o 600x 400 x 150 80 x 300 : I
. 600 x 400 x 200 P P L
L 600 x 400X 250 140 x 300 .
by GN604030 GNT604030 600 x 400 x 300 ;!
o GN605015 NT605015 600x500x 150  80x300 2 2 L
by N605020 NT605020 600 x 500 x 200 ;!
by N605C NT6050 600 x 500X 250 140 x 400 2 2 ;!
L GN605030 NT605030 600 x 500 x 300 !
P! N606020 606020 600 x 600 x 200 (.
! N606C 5060 600 x 600 x 250 |
L N606030 iN 0 600x600x300 ~ fOXS00 22 o
;! N606040 600 x 600 x 400 N
| : GN608030 IEITENEMM 600X 800x300 140X 700 2 2 : |
by N70501 NT70501 700 x 500 x 150 80 x 300 ;!
L 700x500%200 4.0 400 2 2 ;!
b GN705025 GNT705025 700 x 500 x 250 !
: | 804020 GNT804020Q 800 x 400 x 200 | :
. 804025 | GNT80402 800x400x250  140x300 2 3 L
o IP66 / NEMA 1,12, 4 TIVEZNE N IERENED 800 x 400 x 300 Lo
! 806020 GNT806020 800 x 600 x 200 (.
P! For transparent doors, 806025 | GNT80602 800 x 600 x 250 140 x 500 2 3 I
P! please ask for delivery 806030 | G 806030 800 x 600 x 300 -
P! terms. 806040 GNT806040 800 x 600 x 400 o
I : Continues on next page : I
I I
| I | |
| I | |
| I | |
| ! | |
| ! | |
I I
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Agenta Atex Metal Enclosure IP66

ARGENTA ATEX IP66

CMINOR

Import & Distributor

=

INCORPORA Placa de montaje ciega + 4 colgadores a pared

a3 arxeoa025
| 0183 @ 112GD Exe lIC Gb
Ex b IlIC Db
LOM 12ATEX 3060U
600X400X250 -20°C | +60°C
| ['ipes I ARGENTA ATEX

IEC/EN 62208 RoHS

NIvdS NI 30VIN

0O.F.N° 111110958-06/11

o701

ARMARIOS METALICOS

Dimensiones Entrada cables Ne Cierres Ne Bisagras PVP
ATX302015 300x200x150 80x150 1 2 97,10
ATX302515 300x250x150 80x150 1 2 101,09
ATX303015 300x300x150 80x200 1 2 106,55
ATX303020 300x300x200 140x230 1 2 120,09
ATX403020 400x300x200 140x230 1 2 129,82
ATX404020 400x400x200 140x300 1 2 142,61
ATX406020 400x600x200 140x500 1 2 169,55
ATX504020 500x400x200 140x300 2 2 162,50
ATX604020 600x400x200 140x300 2 2 173,41
ATX604025 600x400x250 140x300 2 2 189,63
ATX605025 600x500x250 140x400 2 2 203,88
ATX606025 600x600x250 140x500 2 2 238,29
ATX705025 700x500x250 140x400 2 2 232,93
ATX806030 800x600x300 140x500 2 3 295,09
ATX808030 800x800x300 140x700 2 3 342,91
ATX1008030 1.000x800x300 140x700 3P 3 434,70

ARMARIOS ACERO INOXIDABLE 304L

Dimensiones Entrada cables Ne Cierres Ne° Bisagras PVP
ATX302015/INX 300x200x150 80x150 1 2 Consultar
ATX302515/INX 300x250x150 80x150 1 2 Consultar
ATX303015/INX 300x300x150 80x200 1 2 Consultar
ATX303020/INX 300x300x200 140x230 1 2 Consultar
ATX403020/INX 400x300x200 140x230 1 2 Consultar
ATX404020/INX 400x400x200 140x300 1 2 Consultar
ATX406020/INX 400x600x200 140x500 1 2 Consultar
ATX504020/INX 500x400x200 140x300 2 2 Consultar
ATX604020/INX 600x400x200 140x300 2 2 Consultar
ATX604025/INX 600x400x250 140x300 2 2 Consultar
ATX605025/INX 600x500x250 140x400 2 2 Consultar
ATX606025/INX 600x600x250 140x500 2 2 Consultar
ATX705025/INX 700x500x250 140x400 2 2 Consultar
ATX806030/INX 800x600x300 140x500 2 3 Consultar
ATX808030/INX 800x800x300 140x700 2 3 Consultar
ATX1008030/INX 1.000x800x300 140x700 3P 3 Consultar

Armarios en acero inoxidable disponibles a partir de 2013

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor
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Dimensions in mm

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor

| | | |
| | | |
| | | |
: 1 Import & Distributor Techno Metal Enclosure IP66 | :
1 |
! [
! 1
1 mIP65 BOXES WITH PLAIN SIDES OF o
LISTED
! : FILE: £306947 : [
| |
! |
L 95 mm DEPTH !
| |
! [
! |
: ! ' o o Commercial Ref. Dimensions (A xB xC) I :
|
- ELA151595 150 x 150 x 95 !
| -
o ELA201595 200 150 x 95 Lo
| — |
o ELA202095 200 x 200 x 95 .
| ———————————————— |
o ELA301595 300X 150 x 95 o
| — |
o ELA302095 300 x 200 x 95 o
| —am e ——— |
o ! I FLA402095 400 x 200 x 95 : |
| 1 J
! I
' [
! |
l (4] ; [
! [} |
| ; : |
| ' — 1
I I
! I
' [
! |
I I
o 135 mm DEPTH '
I I
! I
: : Commercial Ref. Dimensions (AxBx() : :
. ELA1515135 150 x 150 x 135 !
| : ELA2015135 200 150 x 135 ; |
: : ELA2020135 200 x 200 x 135 : :
o ° °| %< ELA3015135 300 x 150 x 135 o
| —_—————————————— |
L ELA3020135 300 x 200 x 135 Lo
| - |
o ELA3030135 300 300 x 135 Lo
| —_——————— |
o ELA4020135 400 x 200 x 135 L
| - |
! | ELA4030135 400 x 300 x 135 : I
| C-15 - |
! 5 c ELA4040135 400X 400 x 135 L
I I
| : ELA5020135 500 x 200 x 135 '
! ELA5030135 500 x 300 x 135 : |
| e
: : ELA6020135 600 x 200 x 135 ! :
! 1
' [
| ! ! |
| ! | |
| ! ! |
| ! | |
| ! ! |
| ! ! |
| ! ! |
| ! 1 |
| ! | | |
| I ! |
| I | |
| I ! |
| ! | |
| I | |
| ! | |
| ! | |
| |
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Import & Distributor Agenta Plus Metal Enclosure IP66

mIP65-1P55 COMPACT CABINETS ‘®s

FILE: E306947

IP65 OPAQUE SINGLE-DOOR CABINETS WITH NO PLATE

Dimensions

o Commercial Ref. (Height x Width x Depth)
FSC1656040P0/SP 1.650 600 400
FSC1658040P0/SP 1.650 800 400
FSC16510040P0/SP 1.650 1.000 400
FSC1806040P0O/SP 1.800 600 400
{ FSC1808040PO/SP 1.800 800 400
FSC1808050P0/SP 1.800 800 500
' FSC18010040P0O/SP 1.800 1.000 400
» FSC18010050P0/SP 1.800 1.000 500
FSC2006040P0/SP 2.000 600 400
FSC2008040PO/SP 2.000 800 400
FSC2008050P0/SP 2.000 800 500
. FSC20010040PO/SP 2000 1,000 400
w FSC20010050P0/SP 2.000 1.000 500

PLINTH SUPPLIED AS AN ISOLATION KIT

ACCESSORY
Commercial Ref.

! I
! |
! I
! 1
! 1
! I
! 1
! 1
! I
! 1
! I
! I
! |
! I
! 1
! 1
! I
! 1
! |
! I
! 1
! I
! I
! 1
! I
! 1
! 1
! I
! 1
! I
! I
! |
! I
! 1
! 1
! I
! 1
! 1
! 48690 IP65 Isolation kit 1
! 1
! I
! I
! |
! I
! 1
! 1
! I
! 1
! |
! I
! 1
! I
! I
! 1
! I
! 1
! 1
! I
! 1
! I
! I
! |
! I
! 1
! 1
! I
! 1
! 1
! I
! 1
! I
! I
! |
! I
! 1
! 1

IP65 | NEMA 1, 12, 4
To achieve IP65 /| NEMA 1, 12, 4 it's necessary to add isolation kit 48690

IP55 OPAQUE DOUBLE-DOOR CABINETS WITH NO PLATE

perf? — . 0 . Dimensions

Commercial Ref. (Height x Width x Depth)
FSC16512040P0/DC 1.650 1.200 400
FSC18010040P0/DC 1.800 1.000 400
FSC18010050P0/DC 1.800 1.000 500
FSC18012040P0/DC 1.800 1.200 400
FSC18012050P0/DC 1.800 1.200 500

-5 FSC20010040P0/DC 2.000 1.000 400
FSC20010050P0/DC 2.000 1.000 500
FSC20012040P0/DC 2.000 1.200 400
FSC20012050P0/DC 2.000 1.200 500
IP55 / NEMA 1,12

’—"’"f
—r

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor



CMINOR

Import & Distributor

Agenta Plus Metal Enclosure IP66

Vi,

B [P55 READY-ASSEMBLED COMBINABLE CABINETS

H us
LISTED
FILE: £306947

PLINTH SUPPLIED AS
AN ACCESSORY

IP55 [ NEMA 1,12

Commercial Ref.

OPAQUE SINGLE-DOOR CABINETS WITH NO PLATE

Dimensions (Height x Width x Depth)

ENL1806040P0O/SP 1.800
ENL1806050P0O/SP 1.800
ENL1806060PO/SP 1.800
ENL1808040P0Q/SP 1.800
ENL1808050P0O/SP 1.800
ENL1808060PO/SP 1.800
ENL18010040P0Q/SP 1.800
ENL18010050PQO/SP 1.800
ENL18010060PO/SP 1.800
ENL2006040PO/SP 2.000
ENL2006050P0O/SP 2.000
ENL2006060PO/SP 2.000
ENL2006080PO/SP 2.000
ENL2008040PO/SP 2.000
ENL2008050P0O/SP 2.000
ENL2008060PO/SP 2.000
ENL2008080PO/SP 2.000
ENL20010040PO/SP 2.000
ENL20010050P0O/SP 2.000
ENL20010060PO/SP 2.000
ENL20010080PO/SP 2.000
ENL2208060PO/SP 2.200

ENL2208080PO/SP

Commercial Ref.

ENL18010040P0O/DC
ENL18010050P0/DC
ENL18010060P0O/DC
ENL18012040P0O/DC
ENL18012050P0/DC
ENL18012060PO/DC
ENL18016040P0O/DC
ENL18016050P0/DC
ENL20010040P0O/DC
ENL20010050P0O/DC
ENL20010060P0O/DC
ENL20010080PO/DC
ENL20012040P0O/DC
ENL20012050P0/DC
ENL20012060PO/DC
ENL20012080PO/DC
ENL20016040P0O/DC
ENL20016050P0O/DC

2.200

600
600
600
800
800
800
1.000
1.000
1.000
600
600
600
600
800
800
800
800
1.000
1.000
1.000
1.000
800
800

400
500
600
400
500
600
400
500
600
400
500
600
800
400
500
600
800
400
500
600
800
600
800

OPAQUE DOUBLE-DOOR CABINETS WITH NO PLATE

Dimensions (Height x Width x Depth)

1.800
1.800
1.800
1.800
1.800
1.800
1.800
1.800
2.000
2.000
2.000
2.000
2.000
2.000
2.000
2.000
2.000
2.000

1.000
1.000
1.000
1.200
1.200
1.200
1.600
1.600
1.000
1.000
1.000
1.000
1.200
1.200
1.200
1.200
1.600
1.600

400
500
600
400
500
600
400
500
400
500
600
800
400
500
600
800
400
500
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CMINOR

Import & Distributor

SCRW2.5U SCRW4U

Page 2

Page 2

SCRW35U SCRW2.5UCR

I
Page 3 | Page 4
SCRW25UCR SCRW35UCR

- EE

] - g
Page 5 Page 5

Product Finder

SCRW6U

Page 2

SCRW10U

Page 3

STANDARD FEED-THROUGH, SCREW CLAMP TERMINALS

SCRW4UCR

S i—~9

Page 4

SCRW6UCR

CAGE4

CAGE4 1-2/2-2 CAGE®6 1-2/2-2

Page 7 Page 8
—MULTIPLE CONNECTION, FEED-THROUGH SPRING CLAMP TERMINALS
DBLOFF4U TL2.5U#

;’:"!!:'.EE.
Page 12 Page 13

| OFFSET DOUBLE LEVEL, |
FEED-THROUGH TERMINALS

G4 G10
Page 15 Page 15

‘ GROUNDING (EARTH) TERMINALS

SCRW4U 1-2/2-2

g

Page 9
| MULTIPLE CONNECTION, FEED- |
THROUGH SCREW CLAMP TERMINALS

TL2.5UH/L

Page 13

TRIPLE LEVEL, FEED-THROUGH TERMINALS

Page 16

Page 6

STANDARD FEED-THROUGH, SPRING CLAMP TERMINALS

M4/s

Page 10
| MICRO, FEED-THROUGH |
TERMINALS

P4

T m

W ]

Page 14
| PANEL MOUNT SCREW |
CLAMP TERMINALS

GM4
=Y

v — L

Page 16

s3l=zer
Terminal Block

SCRW25U

Page 3 Page 3

SCRW10UCR SCRW16UCR

Page 5
FEED-THROUGH, SCREW CLAMP TERMINALS FOR HIGHLY CORROSIVE AND EXPLOSIVE ENVIRONMENT

CAGE2.5

CAGE6 CAGE2.5 1-2/2-2

mw

Page 6

DBL4U

Page 11

Page 11
DOUBLE LEVEL, FEED-THROUGH TERMINALS

CAGEP2.5 CAGEP2.5 2-2
- -
-
Page 14 Page 14

PANEL MOUNT SPRING CLAMP TERMINALS
CAGEG2.5 CAGEG4

HH

Page 17 Page 17
SPRING CLAMP GROUND TERMINALS |
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C;N"NOR =s3l=zer

Import & Distributor _ _ Terminal Block
Product Finder (continued)
CAGEG6 GN4, GN16 GN35 DISBL4 DISBL4(1) DISBL6
-— = o M

Page 17 B Page 18 Page 18 N | Page 19 Page 19 Page 20 |
PANEL MOUNT, NEUTRAL/EARTH SCREW CLAMP
BUSBAR SYSTEMS DISTRIBUTION BLOCKS

DISBL10 F4U FaU(L) FDBL4U FDBL4UE FDBL4UE(LR)
E,r‘
Page 21 Page 22 Page 22 Page 22
SAFETY FUSE LINK TERMINALS ‘
FA4U F6U DISCT6U KN4U DISCTL4U DISCT6US
Ia\‘. i :‘,.'.u- EE E
] "‘E E ﬁ e
Page 22 Page 23 Page 24 Page 24 Page 25
| DISCONNECT & TEST TERMINALS
DISCTL6U DBLDISCTL4U SCRW4UTAB SCRW4UCLIP DBL4UCLIP
S : . l
i ; | g ¥ %"
Page 25 Page 24 Page 26 Page 26 Page 27 Page 27
| ‘ TAB CONNECTION TERMINALS | l CLIP TERMINALS BLOCKS
DBL4UED1/D2/D3 DBL4UE[/)D1/DDZ/ DBL4UED4/DD5 DBL4UEN1, DBL4UELD1/LD2 DBL4U(O)
DD3/DD4

DBL4UELD3/4/5 DBL4UEL1/L2

j
Page 28 Page 29 Page 30 Page 31
‘ TERMINALS WITH ELECTRONIC COMPONENTS |
PCBM5H/A/V PCB5 PCB7.5 PCBDBL11 SCRW50U
w—ce—
Ia
Page 32-33 Page 33 Page 33 Page 33 Page 34 Page 34
‘ PRINTED CIRCUIT BOARD MODULAR TERMINALS | H'GSHCF?EUMF/*RCELNATMFF,ETEEDR'&W&USGH -
DBL4UELA/3LA DBL4UEMOV DBL4UESD/RC/RS TH2.5U End Clamps/ Rails
e i - Stop
. _ =
Page 35 Page 36 Page 36 Page 37 Page 39 Page 39
\ ACTIVE TERMINAL BLOCKS | [L_THERMOCOUPLE TERMINAL ] |
BLOCKS
Mounting Bracket End Plates Partition Plates Shorting Links, Pre-Assembled Shorting Links
Sleeves
N 8 m - it i it
i i) 2 Lo
& X
- | [ — ptttit
Page 39 Page 40 Page 41 Page 41 Page 41
Comb Links, Insulated Push-In Shorting Markers & Marker Technical Details
Links Plotter

%-h —— ;{*

Page 41 - 42 Page 43 - 44 Page 45
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=s3al=zer
1 Terminal Block

CMINOR

rrgl & Distributor
Type Ducts

Size Part Number  Part Number Packing Price list
(W x Hymm Slot 8 mm Slot 4 mm 2 meter Bath / Pcs

25x30 mm B25x30-8 B25x30-4 36
. Y 25x40 mm B25x40-8 B25x40-4 36
thon & 25x60 mm B25x60-8 B25x60-4 18
Aomsdudvosag 40x40 mm B40x40-8 B40x40-4 18
Non slip cover design of 40x60 mm B40x60-8 B40x60-4 18
:‘:L'mlr'n";x";':::mb';?f: 40x80 mm B40x80-8 B40x80-4 18
- 60x100 mm B60x100-8 B60x100-4 8
? j 60x40 mm B60x40-8 B60x40-4 12
60x60 mm B60x60-8 B60x60-4 12
Broaking z 60x80 mm B60x80-8 B60x80-4 12
/" Line z 80x100 mm B80x100-8 B80x100-4 8
80x60 mm B80x60-8 B80x60-4 12
80x80 mm B80x80-8 B80x80-4 12
\ v | 100x100 mm B100x100-8 B100x100-4 8

Snap-off side wall fingers smnsasaaldnunnaias afdems

permit enlarging slot for any
size of wire or wire bundles
Requires no tools for cutting

Maximum Stocking

Lk A b
S 4

o yyr oA 4
ansoiin ldheiieminny

A%1avea SlotTae lidaald

Cutting Tool
l Cover for Cable Duct I Cover Code For Size Standard Pack  Price list
B Type Duct (width in mm) (Length in mtrs) Bath/Pcs
BC25 25 50
BC30 30 50
BC40 40 50

BC45 45 50
BC50 50 50
BC60 60 50
BC75 72 50

BC80 80 50
BC100 100 50
BC120 125 50

BC150 150 50




[ [
| |
[ [
! s3l=zer !
1 CsMINOR 5
;! Import & Distributor Terminal Block b
| ] 1
: : Cable Ducts Cutting Tool Din-Rail Cutting Tool : :
[ [
| : BCT2000 BCT3000 : |
- 0-140 mm cutting 35x7.5x1 mm cutting | :
[
[ : : [
L | — ;!
Ly L 5 ;!
by f(l, ~ P!
I : - B |
I (%4 o I
| | i i | |
L ;!
L .
L ;!
! o
| : Colour Options Bottom Slotting Dimension : |
: ! A Type , B Type Duct Width : 25 & 30 mm, Duct Width : 40, 45, 50, 55, 60, 72, and 75 mm 1 :
| i ' I
| 14 8 - ; 8 14 i |
: ‘ m ‘ e ! P 3 |
! e e , @3' &) '
1 25 | 25 ‘ i ! boal i 1
| | 3 25 25 i ‘ . |
: 1 100 ; ! :
|
L Colour Code Duct Width : 80, 100 and 125 mm | Duct Width : 150 mm ;!
! Grey 13 14 i ; v . - - |
I . <> . : B e P2 SN e W= U o RN S !
: | Greenish Grey 33 ,,@ ''''' fffff @*15""3;3 """ = ¢m}:€9 g‘* N P
I ; .8 Sy i @ © @ I
a e L s e I 49 s B
by Black 10 @ 77777 e @ o © Wm s @ 0!
| . . ; P e PN o |
| | Ivory 31 . 25 : 25 1‘bo : ! ¥:—J 'T’ ¥:—/ T A 1 |
I : 5,2 All dimensions in mm : |
[ [
| |
: I Cable Duct Accessories I :
! | '
[ ;!
P! ;!
. ;!
P! ;!
P! [
! '
P! ;!
[ : ;!
! |
I : FIXING LUG WIRE RETAINER NAME PLATE CABLE TIE ATTACHMENT MOUNTING CLIP : I
: | BFL1 BWR2 BNP BCT1 BMC2 1 :
P! by
P! by
P! by
P! by
P! by
P! by
P! by
P! by
P! by
! : Steel Din Rail 35x7.5 Mounting Bracket : |
I | D3575 MB35 | I
[ [
P! by
P! by
P! by
P! by
[ : : [
I . . . . . . I
. www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor I
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[ [
[ [
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| |
1 1
1 1
I I
' C5MINOR impert 5.0 CONQUERIES
[ | f% Import & Distributor [
I Fuse 5x20 mm I
! Type GFE/GME !
: e GFE/GME GFP/GMP-A :
. GFP/GMP .
I I
| 50X20mm |RoHS |
I . . I
| Fast Acting Glass Tube Fuse Series |
I I
I I
| @ @@ .IET '
I I
I I
I Catalog Ampere [Voltage| Nominal Nominal I
I Ap p rova I Number Rating Rating | Resistance | Melting It I
I GFE GME [In] (V) |coldohms| A?Sec I
I UL Listed 10mA~10A UL Listed 10mA~8A GME/GMP.010 10mA % * I
I CSA Certified ~ 10mA~10A CSA Certified  10mA~8A GME/GMP.020 20mA - - I
I PSE 1A~5A(125V/250V) ~ PSE  1A~5A(125V/250V) GME/GMP.030 30mA ) ” I
| 6A~10A(250V) B6A~1 0A(250V) GME/GMP.032 | 32mA(1/32A) * * |
: GFP(With Pig-Tail) GMP (With Pig-Tail) GME/GMP.040 |  40mA i i :
I UL Listed 10mA~10A UL Listed 10mA~8A GLEE PO ROma i . '
! CSA Certified ~ 10mA~10A CSA Certified  10mA~8A CIEELATS || &k : : |
: PSE 1A~10A(125V/250V)  PSE  1A~10A(125V/250V) z:::g::g;g ;gmi :
A m,
1 . . . GME/GMP.100 100mA 10.1825 0.0018 |
: Electrical Characteristic GMEIGNP 125 | 125mA 54005 | 0003 !
| Rated 11n 1.35In 21n GME/GMP.150 150mA 5.0500 0.0048 |
1 Current MIN MAX MAX GFE/GFP .200 200mA 3.4985 0.0085 1
1 10mA~20A 4 hr 1 hr 5 sec GFE/GFP .250 250mA 2.3610 0.0142 1
I GFE/GFP 300 300mA 1.8068 0.0197 I
| . ) GFE/GFP .315 315mA 1.4967 0.0218 |
I Interrupting Rating GFE/GFP 350 350mA 1.4466 0.0375 I
I 10mA~10A: 10,000 amperes at 125V AC SPEOFP 4% | 4oomA 11055 ] o0%e !
! 1OMA~1A: 35 amperes at 250V AC reioFe 05| s00A v | ww !
I 1.1A~3.5A: 100 amperes at 250V AC . ' : I
| 3.6A~10A: 200 amperes at 250V AC GFE/GFP .630 630mA 0.2814 0.1510 |
I - _ GFE/GFP .700 700mA 0.2370 0.2050 I
| Operating Temperature GFEIGFP 750 | _750mA 02154 | 0260 .
I _55oC to +1 25°C GFE/GFP .800 800mA 0.1825 0.3000 I
. u g . GFE/GFP 001 1A 0.1437 1.0000
: PhySIcaI SpeCIfIcatlon GFE/GFP 1.25 1.25A 250V 0.1029 1.3450 :
: Material GFE/GFP 1.50 1.5A 0.0885 1.6500 |
| Glass body / Nickel Plated Brass Caps GFE/GFP 1.60 1.6A 0.0752 2.2750 |
: Lead Wire: GFE/GFP 1.75 1.75A 0.0639 3.2450 :
: Diameter @0.8 mm 14A and less. GFE/GFP 002 2A 0.0589 5.4000 :
I Diameter @1.0 mm for rating above 15A to 19A. GFE/GFP 2.50 25A 0.0420 8.1300 I
| Diameter @1.2 mm for rating above 20A. GFE/GFP 003 °A 0-0360 12100 |
: Packaging GFE/GFP 3.15 3.15A 0.0320 13.400 :
. 1l Bk N ) o [ .
I GFE/GME - 1,000 pcs ; GFP/GMP — 500 pcs per box . _ . g I
. GFE/GFP 004 4A 0.0244 25.600
I 2. On AXIaI Tape & Reel GFE/GFP 4.50 4.5A 0.0215 33.950 I
I 1,000 pes per reel... ) GFE/GFP 005 5A 0.0203 42.500 I
| 3. Tape & Reel specification: GFEIGFP 006 oA 00156 57500 |
I per EIA-296-E & IEC 286-1 GFEIGFP 6.30 6.3A 00152 63.500 I
| @ 10mm Pitch and 56.5mm inside Tape Spacing. GFE/GFP 007 Ty 00150 58.600 I
I Mechanical Dimension GFE/GFP 7.50 7.5A 0.0127 72.350 |
| GFE/GFP 008 8A 0.0117 115.20 |
1 2007 075mm GFE/GFP 009 9A 0.0093 205.40 I
| E GFE/GFP 010 10A 0.0089 310.00 |
| | | i\ GFE/GFP 012 12A 0.0077 460.00 |
| © GFE/GFP 013 13A 0.0062 542.00 |
| GFE/GFP 015 15A 0.0051 720.00 |
I | 38.0%20mm 21.0£0.75mm GFE/GFP 016 16A 0.0046 975.00 |
| ‘ g GFE/GFP 018 18A 0.0038 1500.0 |
| ﬁ:[ ]:> #, % GFE/GFP 020 20A 0.0035 2100.0 |
: 3 *Please contacts CONQUER. :
I I
I I
I I



CsMINOR arn

Import & Distributor Plug & Socket

m50/60Hz SCHUKO TYPE

Flush-fit schuko type
Flush-fit Surface socket with shutter
schuko schuko IP54
sockets sockets with screw without
IP44 IP44 Type: SK54 LAT/CT screw

Current Commercial Ref. | Commercial Ref. | Commercial Ref. | Commercial Ref.

10/16A

sockets with shutter Flush-fit
IP54 schuko type | Schuko type
with screw without sockets plug
Type: SK54 PIN/CT screw IP67 IP67

Current Commercial Ref. | Commercial Ref. | Commercial Ref. | Commercial Ref.

00464 BN 00414
10/16A _———
00105 00114

50/60Hz SCHUKO TYPE=

€

Rubber
Rubber plug Rubber connectors | multiconnectors
P44 IP44 P44
Voltage (V) Commercial Ref. Commercial Ref. Commercial Ref.
N N A

1
1
I
1
1
|
1
1
1
1
I
1
1
I
1
1
|
1
I
1
1
I
1
1
|
1
1
|
1
I
1
1
I
1
1
|
1
1
French type flush-fit schuko I
1
I
1
1
I
1
1
|
1
I
1
1
I
1
1
|
1
1
|
1
I
1
1
I
1
1
|
1
1
1
1
I
1
1
I
1
1
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CsMINOR arn

Import & Distributor Plug & Socket

m P44 50/60 Hz LOW VOLTAGE SOCKETS

t\-
& > ;
mounting | Surface
Panel mounting | sloping mounting
Connectors straight sockets | sockets sockets
Hour | Commercial Commercial Commercial | Commercial
Current| Poles Voltage (V) code | Ref. Type Ref. Type Ref. Ref. Type
07201 - 07301 07321
01201 01311 01301 01321
—— T EY Y ST Bl 163C 44
02201 QEINGEYT 02311 02301 02321 | 60 1630 24
05201 - 05301 05321
03201 03311 03301 03321
'/ ! | | L N
07202 - 07302 07322
01202 01312 01302 01322
- 03202 pINTYQM 03312 03302 03322 | 81164 44
05202 05312 05302 05322 LUALES
02202 02312 02302 02322
07282 - 07382 07352
| |
01203 01313
T Bl 16 5C 44
03203 QpINers 03313 S0 BN 16 5C 44

05203
02203

05313
02313

05303 2 053232

02303 02323
L]

07304 07324
01304 01324

Y YRSy BI323C 44
02304 02324  Ferwm
05304 05324

03304 03324

07305 | 07325

01305 | 01325

03305 | 03325 [FEYO
05305 [J053250 EEESE
02305 | 02325
07385 | 07395 |

07306 07326
01306 01326

T 0220 D n2aoe EREYE
03306 03326 e

07204
01204 01314
02204 Qg™ 02314
05204
03204

07205 -
01205 01315
03205 presyam 03315
05205 05315
02205 02315
07285

07206
01206 01316
03206 QpIxvE™ 03316
05206 05316
02206 | 02316

03314

32A

05306 05326
02306 02326

I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

| |

07303 07323 I

e ] :
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
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I

1
1
|
1
1
I
1
I
I
1
|
1
1
1
1
1
I
1
I
1
1
|
1
1
1
1
1
I
1
|
1
1
|
1
1
I
1
I
| 07203
: | T T T —
|
1
1
1
1
1
I
1
I
1
1
|
1
1
1
1
1
I
1
|
1
1
|
1
1
I
1
I
I
1
|
1
1
1
1
1



CsMINOR arn

Import & Distributor Plug & Socket

IP44 50/60 Hz LOW VOLTAGE PLUGS =

<\,
Surface
Straight panel | mounting
Plugs mounting plugs | plugs
Current|  Poles Voltage (V) I;I::er (ri:;nmerclal Type g(e);rlmerclal (R::;nmerclal Type

CA 16 3C 44 -

I
CA 16 4C 44

I

I

I

I

I

I

|

|

I

I

I

I

I

I

I

I

I

I

I

I

I

I

I

I

I

|

|

I

I

I

I

I

I

I

— e I
I

T ones | B 1
—— |
- I
. e |
— e e e I
CA 16 5C 44 - I
I

— e I
I

I

I

I

I

I

I

I

I

I

I

|

|

I

I

I

I

I

I

I

I

I

|

|

I

I

I

I

I

I

I

I

16A

I R
01114
CA323C 44 02114 _

03114
I

01115

CA 32 4C 44 03115

05115
02115

32A
——

CA325C 44 -




CsMINOR

Import & Distributor

Vidz,

Plug & Socket

@ IP67 50/60 Hz LOW VOLTAGE SOCKETS

Panel Surface
mounting mounting
Connectors sloping sockets|sockets
Current|  Poles Voltage (V) I;I(()):g Commercial Ref. Type |Commercial Ref. | Commercial Ref. Type
07701 07801 07821
01701 - 01801 01821 §16106
02701 BA 16 3C 67 02801 02821 PR
05701 05801 05821
03701
07702
01702
16A 03702 BA 16 4C 67 BI 16 4C 67
05702 BM 16 4C 67
02702
07782
07703 07803 & 07823 &
01703 01803 &8 01823
03703 03803 &8 038237 [l
05703 05803 &Y 05823 &
02803 &Y 02823 &Y
- 07804 07824
01804 01824
BI 323C 67
02704 BA 32 3C 67 02804 02824 .
05704 05804 05824
03704 03804 03824
07705 07805 07825
07715 07815 07835
01705 01805 01825
32A 03705 BA3 4C &7 03805 03825 e
05705 05805 05825
02705 02805 02825
07785 07885
07706 07806
01706 01806
03706 BAT 5C 7 03806 e
05706 05806
BI 63 3C 67
BM 63 3C 67
63A BI63 4C 67
B 63 4C 67
Bl 63 5C 67
BM 63 5C 67
Bl 1253C 67
BM 125 3C 67
125A Bl 125 4C 67
BM 125 4C 67
BI 125 5C 67
Bl 125 5C 67




CsMINOR arn

Import & Distributor Plug & Socket

IP67 50/60 Hz LOW VOLTAGE PLUGS®=

I

Panel mounting Surface mounting
Plugs sloping plugs plugs
Curent| ~ Poles Voltage (V) I:g:g Commercial Ref. | Type | Commercial Ref. | Type | Commercial Ref. | Type

07601
01601 01611 01621
02601 CNEYA 02611 02621 | -

05601

B AL | 03601 e
07602
01602
03602 CA 16 4C 67 03612 03622
05602 05612 | 05622
02602 02612 02622
07682
07603
01603
03603 M16K67 03613 03623 -
05603 | =

02603 |
_

I
I
|
I
I
|
I
I
I
I
|
I
I
|
I
I
|
I
I
I
I
|
I
I
|
I
I
I
1 16A
|
I
I
|
I
I
|
I ]
! | >50(301-500Hz) | 2 | 07604
' —_&- 01614
: 02604 CA323C67 02614
I
I
|
I
I
|
I
I
I
I
|
I
I
|
I
I
I
I
|
I
I
|
I
I
|
I
I
I
I
|
I
I
|
I
I

02624 [

05605
02605
07685

07606

-

01606 -

03606 [yl 03616 T 03626 (S
-
e
BEvae - e
—

_
05604
03604 -
07605 -
07615 -
01605
32A 03605 CA 32 4C 67

05606 |
" 02606 |

| 7 ]
01651 | 01671 ]
02651 | 02671
03652 03672
63A 05652 CA 63 4C 67 05672 .

02652
03653 CA 63 5C 67

N
01654
W CA1253C67
03655 N

125A 05655 CA1254C 67
02655

03656 CA 125 5C 67

02672
03673 -

01674
02674
03675
05675 -
02675

03676 -

|
I
I
I
I
I
I
I
|
I
I
|
I
I
I
I
|
I
I
|
I
I
|
I
I
I
I
|
I
I
|
I
I
I
I
I
I
I
01624 :
I
|
I
I
I
I
|
I
I
|
I
I
|
I
I
I
I
|
I
I
|
I
I
I
I
I
I
I
|
I
I
|
I
I
I
I



CsMINOR arn

Import & Distributor Plug & Socket

w|P44-1P67 50/60Hz LOW VOLTAGE SAFETY SOCKETS

IP67 surface

IP44 panel IP44 surface |IP67 panel IP67 surface |mounting

mounting mounting mounting mounting sockets with

sockets sockets sockets sockets DIN rail
Current | Poles | Voltage (V) I:(‘:(;: Commercial Ref. | Commercial Ref. | Commercial Ref. | Commercial Ref. | Commercial Ref.

03363 03813 03833

I e E—
01364 01814 01834

02881*
——

03882
[

03883*

Check dimensions on pages 24-25 * P55

15591
155




C>MINOR

Partner & Distributor
MINI Connector 10A -250/400V

<iIME>

Plug & Socket

Plastic Type

CKA 03 IA

MKA V20

1 3 P+E 10A | CKF O3 CKM 03 CKA 031 MKA V20 2XCKR65

2 4 P+E 10A | CKF 04 CKM 04 CKA 03| MKA V20 2XCKR65
Plastic Type

2XCKR65

2XCKR65

2XCKR65

CKA 03 IA MKA V20 2XCKR65
CK 03 IA 2XCKR65
CKO3 1A 2XCKR65

9 MKA V20 MKA VG20 2XCKR65
10 MKA V20 MKA VG20 2XCKR65
Plastic Type
11 | 3P+E 10A | CKF 03 CKM 03 MK V20 MK VG20 2XCKR65
12 | 4P+E 10A | CKF 04 CKM 04 MK V20 MK VG20 2XCKR65
Single Lever version
Basic and Power connectors 16A, 35A, 80A - 500V with Single locking lever
13 | 6 P+E 16 A | CNEF 06T CNEM 06T CHI 06L MHO 06 L25 | UCM25-1318
14 | 10P+E | 16 A | CNEF 10T CNEM 10T CHI 10L MHO 10125 | UCM25-1318
15 | 16P+E | 16 A | CNEF 16T CNEM 16T CHI 16L MHO 16 L32 | UCM32-1825
16 | 24P+E | 16 A | CNEF 24T CNEM 24T CHI 24L MHO 24 132 | UCM32-1825
CNEF 16T CNEM 16T
17 | 32P+€ | 16A | (oot | Cnemtern | CHI32L MHO 32 140 | UCM40-2232
CNEF 24T CNEM 24T
18 | 48P+E | 16A | o0 o | Cnem2atn | CHI4A8L MHO 48 L50 | UCM50-3238
19 | 6 P+E 35A | CPFO6 CPM 06 CHI 16L MHO 16 L32 | UCMA40-2232
20 | 4P+E 80A | CXF4/0 CXM 4/0 CHI 16L MHO 16 L32 | UCM40-2232




C>MINOR

Partner & Distributor

30
31
32

33

34

35
36

37
38
39
40

41

42

43
44

46
47
48

49

NA
51
52

6 P+E

10 P+E
16 P+E
24 P+E

32 P+E

48 P+E

6 P+E
4 P+E

6 P+E

10 P+E
16 P+E
24 P+E

32 P+E

48 P+E

6 P+E
4 P+E

10 P+E
16 P+E
24 P+E

32 P+E

48 P+E
6 P+E
4P+E

16 A
16 A
16 A
16 A

16 A

16 A

35A
80A

16 A
16 A
16 A
16 A

16 A

16 A

35A
80A

16 A
16 A
16 A

16 A

16 A
35A
80A

Basic and Power connectors 16A, 35A, 80A - 500V with Single lockin

21 | 6 P+E 16 A | CNEF 06T CNEM 06T
22 | 10P+E | 16 A | CNEF 10T CNEM 10T
23 | 16 P+E | 16 A | CNEF 16T CNEM 16T
24 | 24P+E | 16 A | CNEF 24T CNEM 24T
CNEF 16T CNEM 16T
25 | 32P+E | 16A CNEF 16TN CNEM 16TN
CNEF 24T CNEM 24T
26 | 48P+E | 16A CNEF 24TN CNEM 24TN
27 | 6P+E 35A | CPFO6 CPM 06
28 | 4P+E 80A | CXF4/0 CXM 4/0

CNEF 06T
CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
CNEF 24T
CNEF 24TN
CPF 06

CXF 4/0

CNEF 06T
CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
CNEF 24T
CNEF 24TN
CPF 06
CXF 4/0

CNEF 06T
CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
NA
CPF 06
CXF 4/0

lever

CNEM 06T
CNEM 10T
CNEM 16T
CNEM 24T
CNEM 16T
CNEM 16TN
CNEM 24T
CNEM 24TN
CPM 06
CXM 4/0

CNEM 06T
CNEM 10T
CNEM 16T
CNEM 24T
CNEM 16T
CNEM 16TN
CNEM 24T
CNEM 24TN
CPM 06
CXM 4/0

CNEM 06T
CNEM 10T
CNEM 16T
CNEM 24T
CNEM 16T
CNEM 16TN
NA
CPM 06
CXM 4/0

CHI 06L
CHI 10L
CHI 16L
CHI 24L

CHI 32L

CHI 48L

CHI 16L
CHI 16L

CHI 06LS
CHI 10LS
CHI 16LS
CHI 24LS

CHI 32LS

CHI 48LS

CHI 16LS
CHI 16LS

CHI 06LS
CHI 10LS
CHI 16LS
CHI 24LS

CHI 32LS

CHI 48LS

CHI 16LS
CHI 16LS

MHP 06L20
MHP 10L20
MHP 16L25
MHP 24125

MHP 32 L40

NA
MHP 16L25
MHP 16L25

Plug & Socket

MHV 06 L25
MHV 10 L25
MHV 16 L32
MHV 24 132

MHV 32 L40

MHV 48 L50

MHV 16 L32
MHV 16 L32

MHO 06 L25
MHO 10 L25
MHO 16 L32
MHO 24 L32

MHO 32 L40

MHO 48 L50

MHO 16 L32
MHO 16 L32

MHV 06 L25
MHV 10 L25
MHV 16 L32
MHV 24 132

MHV 32 L40

MHV 48 L50

MHV 16 L32
MHV 16 L32

MHO 06 L25
MHO 10 L25
MHO 16 L32
MHO 24 132

MHO 32 L40

NA
MHO 16 L32
MHO 16 L32

UCM25-1318
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

UCM50-3238

UCM40-2232
UCM40-2232

UCM25-1318
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

UCM50-3238

UCM40-2232
UCM40-2232

UCM25-1318
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

UCM50-3238

UCM40-2232
UCM40-2232

UCM25-1318
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

NA
UCM40-2232
UCM40-2232




C>MINOR

Partner & Distributor

54
55
56

57

NA
59
60

62
63
64

65

66

67
68

6 P+E

10 P+E
16 P+E
24 P+E

32 P+E

48 P+E
6 P+E
4 P+E

10 P+E
16 P+E
24 P+E

32 P+E

48 P+E

6 P+E
4 P+E

16 A
16 A
16 A
16 A

16 A

16 A
35A
80A

16 A
16 A
16 A
16 A

16 A

16 A

35A
80A

16 A
16 A
16 A

16A

16 A

35A
80A

16 A
16 A
16 A
16 A

16 A

16 A
35A
80A

CNEF 06T
CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
NA
CPF 06
CXF 4/0

CNEF 06T
CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
CNEF 24T
CNEF 24TN
CPF 06
CXF 4/0

CNEF 06T
CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
CNEF 24T
CNEF 24TN
CPF 06

CXF 4/0

CNEF 06T
CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
NA

CPF 06
CXF 4/0

CNEM 06T
CNEM 10T
CNEM 16T
CNEM 24T
CNEM 16T
CNEM 16TN
NA
CPM 06
CXM 4/0

CNEM 06T
CNEM 10T
CNEM 16T
CNEM 24T

CNEM 16T
CNEM

CNEM 24T

CNEM

CPM 06

CXM 4/0

CNEM 06T
CNEM 10T
CNEM 16T
CNEM 24T
CNEM 16T
CNEM 16TN
CNEM 24T
CNEM 24TN
CPM 06
CXM 4/0

CNEM 06T
CNEM 10T
CNEM 16T
CNEM 24T

CNEM 16T
CNEM 16TN

CPM 06
CXM 4/0

MHP 06L20
MHP 10L20
MHP 16L25
MHP 24125

MHP 32 L40

NA
MHP 16L25
MHP 16L25

MHP 06LS20
MHP 10LS20
MHP 16LS25
MHP 24LS25

MHP 32LS40

MHP 48LS50

MHP 16LS25
MHP 16LS25

MHP
MHP
MHP
MHP

MHP 32LS40

MHP 48LS50

MHP
MHP

MHV
MHV
MHV
MHV

MHV
32LG40

MHV
MHV

Plug & Socket

MHV 06 L25
MHV 10 L25
MHV 16 L32
MHV 24 132

MHV 32 L40

NA
MHV 16 L32
MHV 16 L32

MHO 06 L25
MHO 10 L25
MHO 16 L32
MHO 24 132

MHO 32 L40

MHO 48 L50

MHO 16 L32
MHO 16 L32

MHV 06 L25
MHV 10 L25
MHV 16 L32
MHV 24 132

MHV 32 L40

MHV 48 L50

MHV 16 L32
MHV 16 L32

MHV 06 L25
MHV 10 L25
MHV 16 L32
MHV 24 132

MHV 32 L40

MHV 16 L32
MHV 16 L32

UCM25-1318
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

NA
UCM40-2232
UCM40-2232

UCM25-1318
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

UCM50-3238

UCM40-2232
UCM40-2232

UCM25-1318
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

UCM50-3238

UCM40-2232
UCM40-2232

UCM25-1318
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

UCM50-3238
UCM40-2232
UCM40-2232
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C>MINOR

Partner & Distributor

Accessories for Single Lever version

v

86
87
88

6 P+E

10 P+E
16 P+E
24 P+E
32 P+E

6 P+E
10 P+E
16 P+E
24 P+E
32 P+E

CHCO06 LG
CHC10LG
CHC16 LG
CHC24 LG
CHC32 LG

CHCO6L
CHC10L
CHC16 L
CHC241L
CHC32L

Plug & Socket

Double Locking Lever version.
Basic and Power connectors 16A, 35A, 80A - 500V with Double locking lever

96
97
98

99

NA
101

104
105

106

107

NA
109
110

6 P+E

10 P+E
16 P+E
24 P+E

32 P+E

48 P+E
6 P+E
4P+E

10 P+E
16 P+E

24 P+E

32 P+E

48 P+E
6 P+E
4 P+E

16 A
16 A
16 A
16 A

16 A

16 A
35A
80A

16 A
16 A
16 A

16 A

16 A

16 A
35A
80A

CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
NA
CPF 06
CXF 4/0

CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
NA
CPF 06
CXF 4/0

CNEM 10T
CNEM 16T
CNEM 24T
CNEM 16T
CNEM 16TN
NA
CPM 06
CXM 4/0

CNEM 10T
CNEM 16T
CNEM 24T
CNEM 16T
CNEM 16TN
NA

CPM 06
CXM 4/0

CYR16.3
CYR24.4

CHI 10
CHI 16
CHI 24

CHI 32

NA
CHI 16
CHI 16

CHI 10
CHI 16

CHI 24

CHI 32

NA
CHI 16
CHI 16

MHO 10.25
MHO 16.32
MHO 24.32

MHO 32.40

NA
MHO 16.32
MHO 16.32

MHV 10.25
MHV 16.32

MHV 24.32

MHV 32.40

NA
MHV 16.32
MHV 16.32

UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

NA
UCM40-2232
UCM40-2232

UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

NA
UCM40-2232
UCM40-2232
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CMINOR

Partner & Distributor

122
123
124

125

NA
127
128

10 P+E
16 P+E
24 P+E

32 P+E

48 P+E
6 P+E
4 P+E

16 A
16 A
16 A
16 A

16 A

16 A
35A
80A

16 A
16 A
16 A

16 A

16 A
35A
80A

NA
CNEF 10T
CNEF 16T
CNEF 24T

CNEF 16T
CNEF 16TN
NA
CPF 06
CXF 4/0

NA
CNEF 10T
CNEF 16T
CNEF 24T
CNEF 16T
CNEF 16TN
NA
CPF 06
CXF 4/0

NA
CNEM 10T
CNEM 16T
CNEM 24T

CNEM 16T
CNEM 16TN
NA
CPM 06
CXM 4/0

NA
CNEM 10T
CNEM 16T
CNEM 24T
CNEM 16T
CNEM 16TN
NA
CPM 06
CXM 4/0

Basic and Power connectors 16A, 35A, 80A - 500V with Double locking lever

NA
MHP 10.20
MAP 16.32
MAP 24.32

MHP 32.40

NA
MAP 16.32
MAP 16.32

NA
MHP 10.20
MAP 16.32
MAP 24.32

MHP 32.40

NA
MAP 16.32
MAP 16.32

Plug & Socket

6 P+E 16 A
114 10 P+E 16 A CNEF 10T CNEM 10T MHV 10 G25 MHV 10 25 UCM25 1318
115 | 16 P+E 16 A CNEF 16T CNEM 16T MHV 16 G32 MHV 16.32 UCM32-1825
&= | 116 | 24 P+E 16 A CNEF 24T CNEM 24T MHV 24 G32 MHV 24.32 UCM32-1825
ik - CNEF 16T CNEM 16T
2 = 117 | 32 P+E 16 A CNEF16TN | CNEM 16TN MHV 32 G40 MHV 32.40 UCM40-2232
S ) NA | 48 P+E 16 A NA NA NA NA NA
3 e 119 | 6 P+E 35A CPF 06 CPM 06 MHV 16 G32 MHV 16.32 UCM40-2232
Fe L ] 4 P+E 80A CXF 4/0 CXM 4/0 MHV 16 G32 MHV 16.32 UCM40-2232

NA
MHO 10.25
MHO 16.32
MHO 24.32

MHO 32.40

NA
MHO 16.32
MHO 16.32

NA
MHV 10.25
MHV 16.32
MHV 24.32

MHV 32.40

NA
MHV 16.32
MHV 16.32

NA
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

NA
UCM40-2232
UCM40-2232

NA
UCM25-1318
UCM32-1825
UCM32-1825

UCM40-2232

NA
UCM40-2232
UCM40-2232

137 | 10 P+E CHC10G
138 | 16 P+E CHC16 G
139 | 24 P+E CHC24 G
140 | 32 P+E CHC32G
141 | 10 P+E CHC 10
142 | 16 P+E CHC 16
143 | 24 P+E CHC 24
144 | 32 P+E CHC 32
145 | 10 P+E CHC10C
146 | 16 P+E CHC16C
147 | 24 P+E CHC24C
148 | 32 P+E CHC32C
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Pg 21 7.0 15.0 36 33 1045.21.150 25

7
Pg 21 13.0 21.0 36 33 7 1045.21.210 25
Pg 29 15.0 23.0 46 40 8 1045.29.230 10
Pg 29 18.0 28.0 46 40 8 1045.29.280 10
Pg 36 20.0 29.0 55 40 9 1045.36.290 5
Pg 36 25.0 35.0 55 40 9 1045.36.350 5
Pg 42 20.0 29.0 55 40 10 1045.42.290 5
Pg 42 25.0 35.0 55 40 10 1045.42.350 5
Pg 48 28.0 35.0 70 43 10 1045.48.390 5
Pg 48 35.0 48.0 70 43 10 1045.48.480 5
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| I I |
| I I |
| | ) IVIRINS N I |
: | Import & Distributor Cable Gland Nickel-plated brass : :
| 2 |
b F-E] Material: Messing vernickelt Material: Nickel-plated brass P!
: I : : i Dichtring: TPE Sealing ring: TPE I :
P! ! O-Ring : NBR O-ring : NBR by
| =AW =T 1 X ) . . ) |
| [ = e =] B Lamelleneinsatz: Polyamid PA 6 Lamellar insert: Polyamide PA 6 I
I : TS i Einsatztemperatur: -40°C / +100°C Temperature range: -40°C / +100°C : I
b JE— s Schutzart: IP 68 Protection class: IP 68 P!
| | ' I |
| | . | |
. & ;!
[ i [
] R b
o SYNTEC MS €M TE Lo
oy Einteiliger Dichtring One-piece sealing ring ;!
oy nicht durchgehend isolierend not overall length insulated !
: ' G :‘.?m‘: :?rl:] & ﬂ" n%" Art-Nr. | Art.No. [T ' :
| : M12x1.5 1.0 5.0 15 17 5 1045.12.050 50 : I
| | M12x1.5 3.0 7.0 15 17 5 1045.12.070 50 I I
| | M16x1.5 2.0 6.0 18 20 5 1045.17.060 50 | |
I I M16x1.5 4.5 10.0 18 20 5 1045.17.100 50 I I
oy M20x1.5 3.5 8.0 22 25 6 1045.20.080 50 ;!
I I M20x1.5 7.0 13.0 22 25 6 1045.20.130 50 I I
I I M25x1.5 5.0 11.0 28 31 7 1045.25.110 25 I I
I I M25x1.5 10.0 17.0 28 31 7 1045.25.170 25 I I
by M32x1.5 7.0 15.0 36 33 8 1045.32.150 25 ;!
I I M32x1.5 13.0 21.0 36 33 8 1045.32.210 25 I I
I I M40x1.5 15.0 23.0 46 40 8 1045.40.230 10 I I
by M40x1.5 19.0  28.0 46 40 8 1045.40.280 10 ;!
I I M50x1.5 20.0 29.0 55 40 9 1045.50.290 5 I |
I I M50x1.5 25.0 35.0 55 40 9 1045.50.350 5 I I
I I M63x1.5 28.0 39.0 70 43 10 1045.63.390 5 I I
by M63x1.5 35.0 48.0 70 43 10 1045.63.480 5 ;!
| | : |
. -
I I
o SYNTEC MS €M@ E L
P! Einteiliger Dichtring One-piece sealing ring by
| : nicht durchgehend isolierend not overall length insulated : I
L G < < g HoL Art-Nr.| Art.No.  [T7 o
;! Pg 7 1.0 5.0 15 17 5 1045.07.050 50 F
;! Pg 7 30 7.0 15 17 5 1045.07.070 50 F
| I Pg 9 2.0 6.0 18 20 <] 1045.09.060 50 I I
;! Pg 9 45 100 18 20 6 1045.09.100 50 oy
| I Pg 11 3.5 8.0 22 25 6 1045.11.080 50 I |
| I Pg 11 7.0 13.0 22 25 6 1045.11.130 50 I |
| I Pg 13 3.5 8.0 22 25 65 1045.13.080 50 I |
| I Pg 13 7.0 13.0 22 25 65 1045.13.130 50 I |
| I Pg 16 3.5 8.0 24 25 65 1045.16.080 50 I |
| 1 Pg 16 5.0 11.0 24 25 65 1045.16.110 25 I |
| I Pg 16 7.0 13.0 28 31 65 1045.16.130 50 I |
| | Pg 16 10.0 17.0 28 31 65 1045.16.170 25 I |
| I : |
| : : |
| I : |
| : I |
| : : |
| I I |
| I : |
| : : |
| I I |
| I : |
| I I |
| I I |
| I : |
| I : |
| : I |
| I I |
| : I |
| I : |
| |



Import & D'is;tributo'i'

' ' e
.

Cable Gland Polyamide PA 6

Material: Polyamid PA 6 Material: Polyamide PA 6
Eigenschaften: halogenfrei Properties: Halogen-free
Dichtring: TPE oder CR (Neopren) Sealing ring: TPE or CR (Neoprene)
Einsatztemperatur: -30°C/+100°C Temperature range: -30°C/ +100°C
Schutzart: IP 68 Protection class: IP 68
SYNTEC € ® M T E
Schwarz RAL 9005 Black RAL 9005
Einteiliger Dichtring One-piece sealing ring
G @< @< ¢ H L Art-Nr.|Art. No. [T
minmm max mm — mm mm e
M12x1.5 2:5 6.5 15 21 6 1545.12.06 100
M16x1.5 2.0 6.0 19 25 B 1545.17.06 50
M16x1.5 4.5 10.0 19 25 B 1545.17.10 50
M20x1.5 3.5 8.0 24 29 9 1545.20.08 50
M20x1.5 7.0 13.0 24 29 9 1545.20.13 50
M25x1.5 5.0 11.0 29 38 10 1545.25.11 25
M25x1.5 10.0 17.0 29 38 10 1545.25.17 25
M32x1.5 17.0 25.0 42 36 10 1545.32.25 20
M40x1.5 22.0 33.0 53 48 15 1545.40.1.33 10
M50x1.5 28.0 38.0 60 48 15 1545.50.1.38 5
M63x1.5 32.0 44.0 65 45 16 1545.63.1.44 5
SYNTEC @ ':“\us &
Schwarz RAL 9005 Black RAL 9005
Einteiliger Dichtring One-piece sealing ring
G @< @< g H L Art-Nr.|Art.No.  [TF
minmm max mm - mm mm e
Pg 7 25 6.5 15 21 8 1545.07.06 100
Pg 9 3.0 8.0 19 23 8 1545.09.08 50
Pg 11 20 7.0 22 25 8 1545.11.07 50
Pg 11 4.0 10.0 22 25 8 1545.11.10 50
Pg 13 3.0 7.0 24 26 9 1545.13.07 50
Pg 13 55 12.0 24 26 9 1545.13.12 50
Pg 16 5.0 11.0 27 30 10 1545.16.11 50
Pg 16 8.5 14.0 27 30 10 1545.16.14 50
Pg 21 6.5 14.0 33 35 1 1545.21.14 25
Pg 21 11.0 18.0 33 35 1 1545.21.18 25
Pg 29 17.0 25.0 42 36 11 1545.29.25 20
Pg 36 220 33.0 53 48 15 1545.36.33 10
Pg 42 280 38.0 60 48 15 1545.42.38 5
Pg 48 32.0 44.0 65 48 15 1545.48.44 5
SYNTEC ® 'I:Nus <
Schwarz RAL 9005 Black RAL 9005
Einteiliger Dichtring One-piece sealing ring
G < @< @ H L Art-Nr.| Art. No.  [T7
minmm max mm - mm mm La
NPT 3/8" 3.0 8.0 19/22 23 15 1545.N0375.08 50
NPT 1/2" 3.0 7.0 24 26 15 1545.N0500.07 50
NPT 1/2" 5.5 12.0 24 26 15 1545.N0500.12 50
NPT 3/4" 6.5 14.0 33 35 15 1545.N0750.14 25
NPT 3/4” 11.0 18.0 33 35 15 1545.N0750.18 25
NPT 1" 17.0 22.0 42 36 15 1545.N1000.22 20
G g H L Art-Nr.|Art.No. [0
M12x1.5 17 9 10 2445.12 25
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. L
by L
: | | ¥ Il .S _'."." y .\.=. I l
L Import & Distributor Industial Flexible Conduit o
| |
o '
| . |
. Polyethylene (PE) Polyamide PA 6 ;!
| |
| |
o 200 N/100mm 400N/100mm '
| |
| |
Loy RoHs RoHs P
| |
| |
L -30°C / +90°C -30°C / +120°C ;!
| |
| |
. IP 68/69K IP 68/69K p !
| |
| |
. Indoor Indoor/Outdoor p !
N N
| |
| |
| |
| 1 1 ) 1 . . |
;! neeaudesaell (wuv i) Flexible Conduit L
| |
| : |
;) Polyathylene (PE) Polyamide PA 6 b
| , |
by AD Flex Pipe Call ID/OD mm Roll/M Part No. Part No. P!
: | AD10.0 / PG7 1/4" 6.5x10.0 100 0133.10 0233.10 | :
| : AD13.0 / PG9 516" 10.0x13.0 100 0133.13 0233.13 : |
o ADIS8/PGIl  3/8" 12.0x158 100 0133.15 0233.15 L
| : ADI8.5 14.3x18.5 100 0133.18 0233.18 : |
: | AD212/PGl6 172" 17.0x212 100 0133.21 0233.21 I :
| : AD28.5/PG21  3/4" 23.0x28.5 50 0133.28 0233.28 : |
: | AD34.5/PG29 1" 29.0x345 50 0133.34 0233.34 | :
| : AD42.5/PG36  1-1/4"  36.0x425 50 0133.42 0233.42 : |
: | AD54.5/PG48 2" 48.0x54.5 25 0133.48 0233.48 | :
| : AD74.0 2-12"  63.0x74.0 10 0133.74 0233.74 : |
: | ADS8.0 30 76.0x88.0 10 0133.88 0233.88 | :
L ADI108 4 94.0x108.0 10 0133.108 0233.108 Lo
| |
. by
. b
L neeaudesaell (wuvn) Spit Flexible Conduit o
| |
| o |
b Polyathylene (PE) Polyamide PA 6 ;!
I . |
;! AD Flex Pipe Call ID/OD mm Roll/M Part No. Part No. F
I : AD10.0 / PG7 1/4" 6.5x10.0 100 0333.10 0433.10 : I
: | AD13.0/ PG9 516" 10.0x13.0 100 0333.13 0433.13 : :
| : ADI5.8/PG11  3/8" 12.0x15.8 100 0333.15 0433.15 : |
: | ADI8S 14.3x18.5 100 0333.18 0433.18 | :
| : AD21.2/PGl6 12" 17.0x21.2 100 033321 0433.21 : |
: | AD28.5/PG21  3/4" 23.0x28.5 50 0333.28 0433.28 | :
g AD34.5/PG29 1" 29.0x34.5 50 0333.34 0433.34 Lo
| |
: | AD425/PG36  1-1/4"  36.0x42.5 50 0333.42 0433.42 | :
| : AD54.5/ PG48 2" 48.0x545 25 0333.48 0433.48 : |
| |
o b
P! b
L b
P! by
P! b
P! by
P! by
P! by
P! by
] b
P! .
| |



Industial Flexible Conduit

i"] A
A AR R

por;tu& Dis
a I

r

1cation
I: Polyamide PA 6

ies: Halogen-free

ring: TPE or CR (Neoprene)
ature range: -30°C/+120°C

ion class: IP 66
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| I I |
I | I |
| I | l
| I I |
| | I |
| | I |
| I | l
| | I |
| I | l
| I I |
| | I |
by | :
| I |
| I | :
I | | |
! | | |
! | | |
: | | |
! -
| |
| |
| |
. Y9M0MNTI 1IN Na Polyamide Fitting Mertric Thread (Fast & Fix) ;!
| |
| |
: | Fast Fitting Fix Fitting | :
| | Thread For Flex AD Part No. Part No. I |
| : MI2x1.5  ADI0.0 5020.12 5021.12 : I
: | Ml6x1.5  ADI5.8 5020.16 5021.16 | :
| : M20x1.5  AD21.2 5020.20 5021.20 : l
: | M25x1.5  AD28.5 5020.25 5021.25 | :
| |
L M32x1.5  AD34.5 5020.32 5021.32 ;!
: | Fast Fitting M40x1.5  AD42.5 5020.40 5021.40 | :
| : M50x1.5  AD54.5 5020.50 5021.50 : I
;! L
| |
| |
[ ; |
. 197059 1N PG Polyamide Fitting PG Thread (Fast & Fix) o
| |
o Fast Fitting Fix Fitting L
| : Thread  For Flex AD Part No. Part No. : I
: : PG 7 AD10.0 5023.07 5024.07 | :
! PG 9 ADI13.0 5023.09 5024.09 .
| |
| |
. Fix Fitting PG 11 ADI5.8 5023.11 5024.11 o
;! PG 13 ADI8.5 5023.13 5024.13 .
| |
L PG 16 AD21.2 5023.16 5024.16 o
! PG 21 AD28.5 5023.21 5024.21 L
| |
L PG 29 AD34.5 5023.29 5024.29 D!
| |
. PG 36 AD42.5 5023.36 5024.36 Lo
| |
: : PG 48 AD54.5 5023.48 5024.48 : :
| |
| |
| |
b 9 a2 . . . !
b UYDADHITIUNAYIUI Polyamide Fitting NPT Thread (Fast & Fix) ;!
| |
| T . e I
by Fast Fitting Fix Fitting I :
|
;! IP testing Thread For Flex AD Part No. Part No. oy
| : NPT 3/8"  ADI5.8 5025.38 5026.38 : |
: : NPT 12"  AD21.2 5025.12 5026.12 | :
| : NPT 3/4"  AD28.5 5025.34 5026.34 : |
: : NPT 1" AD345 5025.10 5026.10 L
| |
| |
| ! I |
| I ! |
| ! I |
| | I |
| | | |
| |
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poftu& Dis
a I

Industial Flexible Conduit

r

1cation
I: Polyamide PA 6

ies: Halogen-free

ring: TPE or CR (Neoprene)
ature range: -30°C/+120°C

ion class: IP 65
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| |
| |
;! L
| |
| I I |
N y
| |
| I | l
| | I |
| I | :
! | | |
| I I |
! | | |
| I |
| I | :
! | | |
I | | |
! | | |
: | | |
! | | |
- -
| | v a2 a 2 . 813 : |
. YoM0 90 9371 tNAINA UAZ 1N PG Mertric & PG Fast Fitting o
| |
: | Metric Thread PG Thread I :
| : For Flex AD Thread Part No. Thread Part No. : |
. ADI10.0 M12x1.5 5027.12 PG 7 5028.07 : :
|
;! ADI3.0 PG 9 5028.09 L
| |
. ADI5.8 M16x1.5 5027.16 PG 11 5028.11 : :
|
;! ADI8.5 PG 13 5028.13 by
| |
b AD21.2 M20x1.5 5027.20 PG 16 5028.16 | :
|
. AD28.5 M25x1.5 5027.25 PG 21 5028.21 L
| |
L AD34.5 M32x1.5 5027.32 PG 29 5028.29 o
| |
! AD42.5 M40x1.5 5027.40 PG 36 5028.36 L
| |
. AD54.5 M50x1.5 5027.50 PG 48 5028.48 : :
|
! !
| g |
- dono 90 04r1 tnaBIHI NPT NPT Thread Fast Fitting L
|
| |
;! For Flex AD Thread Part No. Price : I
|
. ADI5.8 NPT 3/8" 5029.38 !
|
o AD212 NPT 172" 5029.12 L
| |
L AD28.5 NPT 3/4" 5029.34 p !
| |
! AD34.5 NPT 1" 5029.10 oy
| |
| |
| ! ] v ! |
;o HaaNasnNNe Holder L
- -
| | For Flex AD Part No. Price : |
| |
o ADI10.0 5030.10 .
| : ADI3.0 5030.13 L
| |
o ADI5.8 5030.15 .
|
L ADI8.5 5030.18 L
| |
L AD21.2 5030.21 L
| : AD28.5 5030.28 : |
o AD34.5 5030.34 L
| : ADA42.5 5030.42 : |
| |
P! AD54.5 5030.54 L
| ! ! |
L "
| |
L L
| |
| | I |
| | | |
| |



C>MINOR =4 AEC,

Import & Distributor Specification indoor or outdoor locations
on-Metallic Conduit

Rugged Non-Metallic PVC
Sunlight and oil resistant
UL Listed and CSA certified
ge: -30°C/+90°C

Made in USA
nosoumniatey hifimanaa Non-Metallic PVC
Size ID/OD mm Roll Packing Part No.
3/8" 12.8/18.0 30 Meter 6001-30-00
12" 16.3/21.3 30 Meter 6002-30-00
3/4" 21.3/26.6 30 Meter 6003-30-00
1" 27.0/33.4 30 Meter 6004-30-00
1-172" 40.6/48.2 15 Meter 6006-24-00
2" 51.9/60.3 15 Meter 6007-24-00
ToApNIa 7999 90 DA
Thread  For Flex Part No. Part No.
NPT3/8" 38" 0901-22-00 0991-10-00
NPT 1/2" 12" 0902-22-00 0992-10-00
NPT 3/4"  3/4" 0903-10-00 0993-10-00
NPT 1" " 0904-05-00 0994-05-00
NPT 1-12"  1-1/2" 0906-02-00 0996-02-00
NPT 2" 2" 0907-02-00 0997-02-00

1998 90 94PN /Type A

T999MT I/ Type B
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I
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ToADATI Ha V09D 90 1NAEITD NPT Thread (Fast & Fix) :
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1
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|
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CMINOR

Import & Distributor

KAIFLEX®

- Metal Flexible Conduit

Water Proof

Water Proof

Series

Nominal Conduit

T
Size

—
[}

20

25

32

40

50

63

75

90

110

IP

UV Resi

Resi

Code

Features

Product
Photo

Nominal Conduit

Size

4

—
~

5/16
3/8
1/2

3/4

1-1/4

1-1/2

2-1/2

Temperature

Range
Rating

Jacket Color
Flexibility
Fire Retardant

stance

Tensile

stance
RoHS

Compliance
Certificate

Profile

Note

PAS23PVC Series Code
Interlocked, Stainless Steel, PVC Jacket (Black) Features
Product
Photo
- -
3 3
[ - ~ = e e
2 $ E g2 S 8
E = & o T ° 9
2 E 3o £5 ¢ g E
: s gt 53 iz 58 58
& = cfE &2 &E Zh 2h
PAS23PVC-10 6.8 10.0 60 50 10 1/4
PAS23PVC-12 10.3 14.0 80 50 12 5/16
PAS23PVC-16 12.6 16.6 100 50 16 3/8
PAS23PVC-20 16.1 20.7 120 50 20 1/2
PAS23PVC-25 21.1 25.7 140 50 25 3/4
PAS23PVC-32 26.8 32.7 180 25 32 1
PAS23PVC-40 35.4 42.2 220 25 40 1-1/4
PAS23PVC-50 40.3 46.9 270 25 50 1-1/2
PAS23PVC-63 51.6 58.6 310 10 63 2
PAS23PVC-75 63.0 72.0 360 10 75 2-1/2
PAS23PVC-90 78.0 87.6 450 5 9 3
PAS23PVC-110  102.5 112.1 600 5 110 4
-25Cn490C | -40C+105C Te""’e;:t:;:
IP 40 (Fit with connector series: AZ01, AZ05) IP Rating

IP 66 (Fit with connector series: AZ09, AZ11, GS50 & GS53)

Black (Standard), other colors are available by consult. Jacket Color

Medium Flexibility
Self-extinguishing Fire Retardant
By ordering UV Resistance
Lo S ) Tensile
Light: 250N / Medium: 500N / Heavy: 1000N Resistance
RoHS
Yes -
Compliance
CE Certificate
I’(f —/ o=/ / j/ / Profile
! f" ."f / ;'H / 1
1. This series of conduit is classified with 5 levels:
PAS21PVC (Extra Light) / PAS22PVC (Light) / PAS23PVC (Medium) Note

PAS24PVC (Heavy) / PAS25PVC (Extra Heavy)

PAS13PVC
Square-lock, Stainless Steel, PVC Jacket (Black)

‘)
m

[ - ~ = 4&' ~

3 3 E & 2f

£ - 8 E 3

3 £ n g‘ @ o 2z

z £ ;ﬁ 5.3 ] z X

% o af 5% 3% §3

& 8 of g&& ¢£E S
PAS13PVC-10 6.8 10.0 30 50 300%300%110
PAS13PVC-12 10.3 14.0 60 50 300*300*200
PASI3PVC-16 126 16.6 70 50 370%370%150
PAS13PVC-20 16.1 20.7 70 50 430*430*200
PAS13PVC-25  21.1 25.7 70 50 500%500%150
PAS13PVC-32 26.8 32.7 100 25 500*500*300
PASI3PVC-40  35.4 422 120 25 550%550%320
PASI3PVC-50  40.3 46.9 170 25 550*550%350
PAS13PVC-63  51.6 586 200 10 550%550%300
PAS13PVC-75 63.0 72.0 240 10 550*550*500
PAS13PVC-90  78.0 87.6 280 5 1000%1000*100
PAS13PVC-110 102.5 112.1 350 5 1000*1000*200

-25'C~+90°C, -40°C~+105C

IP 40 (Fit with connector series: AZ01, AZ05)

IP 65 (Fit with connector series: AZ09, AZ11, GS50 & GS53)
Black (Standard), other colors are available by consult.

High

Self-extinguishing

By ordering

Light: 250N / Medium: 500N / Heavy: 800N

Yes
CE

1. This series of conduit is classified with 5 levels:
PAS11PVC (Extra Light) / PAS12PVC (Light) / PAS13PVC (Medium)
PAS14PVC (Heavy) / PAS15PVC (Extra Heavy)
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sMINOR

Import & Distributor

Fittings

KAIFLEX®

Metal Flexible Conduit

Series

Exploded View

Code | AZ09

Features | Water Seal, Fixed Type, Zinc Alloy

Product E
Photo
22
3 3
§ § 3 g x
T 3 E T 3
£, % 3 z g~ £ 3
o Eo 9 < S 3 G 4
N N
S5 88| of 8 ge 22 | gf
10 1/4 - — — — -
12 5/16 1/2"  G1/2-AZ09-5/16 600 15.4 PGY
16 3/8 1/2"  G1/2-AZ09-3/8 600 19 PG11
20 172 1/2"  *G1/2-AZ09-1/2 400 17 PG16
25 3/4 3/4"  *G3/4-AZ09-3/4 340 18.7 PG21
32 1 1" *G1-AZ09-1 180 15.8 PG29
40 1-1/4 1-1/4"  G1-1/4-AZ09-1-1/4 100 13.2 PG36
50 1-1/2 1-1/2"  G1-1/2-AZ09-1-1/2 50 9.2 PG42
63 2 2" G2-AZ09-2 40 9.6 PG48
75 2-1/2 2-1/2"  G2-1/2-AZ09-2-1/2  — — —
90 3 3" G3-AZ09-3 — — —
110 4 4" G4-AZ09-4 — — —
Temperature . .
Range | 50C~+150C

IP Rating IP 65 (Fit with Water Proof conduit series, Square-lock Type)

IP 66 (Fit with Water Proof conduit series, Interlocked Type)

Surface Finish | Zinc plated, other treatments are available by consult.
RoHS Y
Compliance es

Certificate | CE, IEC 60423

1. % Stock available
2. Standard package size : 380*300*230mm

Note

Part Number

PG9-AZ09-12

PG11-AZ09-16

PG16-AZ09-20

PG21-AZ09-25

PG29-AZ09-32

PG36-AZ09-40

PG42-AZ09-50

PG48-AZ09-63

Package/Box
(Pcs)

900

900

600

360

180

100

40

Weight/Box
(Kg)

14.5

19

20.8

15.4

Thread

M16x1.5

M16x1.5

M20x1.5

M25x1.5

M32x1.5

M40x1.5

M50x1.5

M63x1.5

M75x1.5

M90x2

M110x2

Part Number

M16-AZ09-12
M16-AZ09-16
*M20-AZ09-20
*M25-AZ09-25
*M32-AZ09-32
M40-AZ09-40
M50-AZ09-50
M63-AZ09-63
M75-AZ09-75
M90-AZ09-90

M110-AZ09-110

Package/Box

900

600

360

180

100

50

40

Weight/Box

(Kg)

22

17.2

14.5
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Import & Distributor

Cable Ties 1aitalns

> swmothlfldfueu waslaguanuanulseom
> Jalwuniudeslunstn swmedmiandafusmolibidusadoudoudasla

> dwhsaagnaanuunanbimiisuatufiouss swmmmusaussAsldathedbon

> fadeeuanthdulaeassdhduhisalsie
> Sawsumull, nusaarudouge uasdlaeiuded UV 1
> wdnandan : PA 6,6 ldduwnansgumsdisassn UL94 V2

Fastening

© GiAnTLOK

Temp :-40t0 120 C

For fast, safe tensioning and cut off cable

tie with width from 2.4mm to 4.8mm.

For fast, safe tensioning and cut off cable
tie with width from 2.4mm to 4.8mm.

100
100
100
100
100
100
100
100
100
100
100
100
100
100
100

100

55,000

30,000
20,000
16,000
12,000
11,000
9,000
6,000
5,000
4,000
2,500
2,000
2,000
2,000
500

1,000

For cable tie of thickness 1.3mm~2.3mm
and width 3.6mm~%.5mm
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|

|

|

|

|

|

|

|

:

: _E

|

I ®

- P Lass €D fonsk Jir)

|

| ltem No. ~ lengh ()

: Nature Color  Black Color ~ mm inch

: GT-100MC GT-100MCB 100 4" 25 922 8.1 (18)

: GT-150IC GT-1501CB 150 6" 3.6 235 18.2 (40)

[ GT-200IC GT-200ICB 200 8" 3.6 953 18.2 (40)
: GT-200STC  GT-200STCB 200 8’ 48 350 22.2 (50)
: GT-250STC  GT-250STCB 250 10 48 260 22.2 (50)
: GT-300STC  GT-300STCB 300 12" 48 @76 22.2 (50)
: GT-370ST GI-370STB 370 145" 48 2102 22.2 (50)
: %  GT-250HD GT-250HDB 250 10" 7.6 @65 54.4 (120)
: % GI-300HD  GT-300HDB 292 127 7.6 876 54.4 (120)
[ % GT-370HD  GI-370HDB 368 145" 7.6 2102 54.4 (120)
: % GT-430HD  GT-430HDB 430 17 9.0 8110 79.44 (175)
: % GT-530HD  GI-530HDB 526 21" 9.0 2140 79.44 (175)
: % GI-630HD  GT-630HDB 613 247 9.0 7187 79.44 (175)
: % GI780HD  GI-780HDB 776 30.5" 9.0 5228 79.44 (175)
: % GI920HD  GI-920HDB 912 36" 9.0 9263 79.44 (175)
: % GI-1220HD  GI-1220HDB 1220 48" 90 8365 79.44 (175)
|

:

: Recommended Tools

|

|

:

I GIT-702P : I . GIT-702M ! GIT-704
|

|

|

|

|

|

|

|

|

|

|




C>MINOR T

Import & Distributor

Ball Lock Type Stainless Steel Ties
InIdalnsanauiaaadanouoaaon

> wEnandan : desinnaunuiaa : #304 & #316

B (€ @ 4

Fastening

funlmwmedmnaandirsen ninianAuds dmifiunmmne
iawandnilaslfgunanii dhily
Tumadineen uasmeSangnnaee:
WivssdmBnmlimudaiignian
wiuain Wearendounanld

alignnaendsunaidingialy

e}
ﬂ Fdealutuy aureaidoudill
| === Tagn waistliawanidausenls

Mlifaruuiwsaasiliifne

maSaafiutuaiin

ltem No.

MLG-130ST 129 57 4.45 33 (1.30) 46 (101.2)

MLG-200ST 200 78" 4.45 50 (1.97) 46 (101.2) 100

MLG-300ST 300 11.8” 4.45 76 (2.99) 46 (101.2) 100

MLG-370ST 370 14.57" 4.45 102 (4.02) 46 (101.2) 100

MLG-840ST 840 33.07" 4.45 257 (10.1) 46 (101.2) 100

MLG-200HD 197 776" 7.96 50 (1.97) 114 (250.8) 100

MLG-300HD 300 11.81" 7.96 76 (2.99) 114 (250.8) 100

MLG-370HD 368 14.49" 7.96 102 (4.02) 114 (250.8) 100

MLG-450HD 450 17.72° 7.96 135 (5.31) 114 (250.8) 100

MLG-500HD 500 19.69" 7.96 150 (5.93) 114 (250.8) 100

MLG-680HD 680 2677" 7.96 207 (8.15) 114 (250.8) 100
*  MLG-840HD 840 33.07° 7.96 257 (10.10) 114 (250.8) 100
¥  MLG-1020HD 1020 40.16" 7.96 312 (12.3) 114 (250.8) 100

Recommended Tools e

GIT-705

For stainless steel ties of thickness up to 0.3mm and width up to 7.9mm.

Material: Metal

| |
| |
| |
1 |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
1 |
| 1
| |
1 |
| |
| |
I MLG-520ST 520 20.47° 4.45 156 (6.14) 46 (101.2) 100 :
|

I MLG-680ST 680 26.77" 4.45 207 (8.15) 46 (101.2) 100 !
| |
| |
1 |
| |
| |
| |
| |
| |
1 |
| |
1 |
| |
| |
1 |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
1 |
| |
| |
| |
| |
| |
| |
| |
1 |
| |
| |
| |
| |
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C>MINOR BN

Import & Distributor Cable Chain

I

length of chain

L1, Half travel distance

LA
i T
SSRES S s T D SRS = plus length of curve
H 1) b + rFH
fauD =7 D OD DD DDDDY v LA
=

L= T+b

I

D'I\)l; =

Fix height: HP=H+6mm

Outside Inside Outside

(c1) (D1) (a1) (b1)
1 25KN.1 25 35 25 44
2 25KN.2 25 35 38 57
3 25KN.3 25 35 50 69 55:100: 145: 235 :
4 25KN.4 25 35 60 72 150 : 200 335:435
5 25KN.5 25 35 77 96
6 25KN.6 25 35 103 122

Outside Outside
(D1) (b1)
1 35KN.1 35 48 50 73
2 35KN.2 35 48 75 98 75 200
3 35KN.3 35 48 100 123 63 :100: 166 : 240.5:
4 35KN.4 35 48 125 148 150 : 200 335:435
5 35KN.5 35 48 150 175

Heavy duty cable drag chain

Outside Outside
(D1) (b1)
1 35 KA.1 35 54 25 52
2 35 KA.2 35 54 60 87
3 35 KA.3 35 54 75 102 75:100:125; 204 : 254 :304 :
4 35 KA.4 35 54 100 127 150 : 175: 200 354 : 404 : 454
5 35 KA.5 35 54 125 152
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Import & Distributor Cable Chain

Outside

(b1)
1 45 KA.1 45 68 50 83
2 45 KA.2 45 68 70 103
4 45 KA.3 45 68 80 113
5 45 KA.4 45 68 90 123 125:150:175: 318 :368:418:
6 45 KA.5 45 68 100 133 200: 250 : 300 468 : 568 : 668
7 45 KA.6 45 68 110 143
8 45 KA.7 45 68 130 163
9 45 KA.8 45 68 150 183

AN
LA L = length of chain
[=--—- B L1 LA _ Haif travel distance

2
Fix height: HP=H+6mm

Outside Outside

(D1) (b1)
1 55 KA.1 55 83 95 137
2 55 KA.2 55 83 125 167
3 55 KA.3 55 83 150 192
4 55 KA.4 55 83 175 217 125:150:175: 333:383:433:
5 55 KA.5 55 83 200 242 200: 250 : 300 483 : 583 : 683
6 55 KA.6 55 83 225 267
7 55 KA.7 55 83 250 292

LA Specification Clearing

i LA al=..2mm
= 2 it & L1, b1=..2mm
AAAXAAAAAC 'y cl =..2mm
D1=...2mm

> R =... ?7mm

= ¥ 4 =._.2mm

! 1
: 1
: I
: 1
: 1
! |
: 1
: 1
! 1
: 1
: I
! 1
: 1
: I
! 1
! 1
! |
: 1
: I
: 1
: 1
: I
: 1
: 1
! |
! 1
: 1
! |
: 1
: I
! 1
: 1
: I
: 1
: 1
: | ‘_{.{ 19 et z/ bf U*‘E 5 b = plus length of curve :
' at ] LT r 1=LB4p |
: 1
: I
! 1
: 1
: I
! 1
! 1
! |
: 1
: I
: 1
: 1
: I
: 1
: 1
I |
! 1
: 1
! |
: 1
: I
! 1
: 1
: I
: 1
: 1
I |
: 1
: 1
! 1
: 1
: I
! 1
: 1
: I
! 1
; 1



Tuszazen
Az HONUIBNNaDA

d

d

DIANITY

(%4
%
s

Y
AN

alwnudlyanuna

Enclosure & Distribution Board Systems"!

www.c-minor.co.th , Tel 02-540-1218 , Fax 02-540-1219 , info@c-minor.co.th , line : info-c-minor

|

o=

-

=4

(=

5

e

3

[cs

@

(=3
2 :
s=2 wN
) Pl
2 g
g e
3
= G
mq m
- = v
=2 7] m
) 2 = p
Y m c u
» m =2
P =
- T s
- o.M = ©
a -
[} 1< mm
Q b= =
£ - e
i = @
e
G
=




; \NOD E HE{JEEL ]

Import & Distributor
Example: Project design using the data from the checklist

The design is realized on basis of documents, catalogues, and
technical data provided by HENSEL, as the original manufacturer
(system manufacturer).

By complying with the information from catalogues, technical
manuals and installation instructions, the effort required by the panel
builder for providing the design verification is minimized.

LHahee Selection of
products for
25 2% 2fY &Y the electrical
A circuit diagram results from functions.
the determined data from the
checklist, which defines the sesmosson s
electrical functions. INTERNATIONAL CATALOGUE
No. 15
e S

eENYGUIDEe

-

Selection of products for the electrical functions from manufacturers
catalogues or with the planning tool ENYGUIDE.

At the end of the design, . i 1- i .
a dimensional drawing and a j { s ] e o
parts list must be created for the
distributor.

HENSEL provides ) _
comprehensive planning tools SESSmARS S
that simplify the planning.
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CEMINOR  Basics of IEC 61430 / EN 61430 E HENSEL J

Import & Distributor

Legal Basis of LVD 2014/35 EU

In the European Union, the Compliance with this legal basis is confirmed by the declaration
Low Voltage Directive of conformity by the manufacturer of a switchgear assembly.
LVD2014/35EU forms the legal Reference to EN 61439 implies that the basic requirements of
basis for all electrical equipment  the law have been met. If the legal requirements are not met, the
between 50 and 1000 V a.c., or  purchaser has no liability protection!

75 and 1500 V d.c.
an ¢ If harmonized standards are not applied, the manufacturer of the

This directive pursues the pro- switchgear assembly has a duty to establish compliance with the
tection objective that electrical above protection objectives by appropriate means.

equipment must not jeopardize

the safety of persons, livestock,

and the preservation of property,

and refers to the harmonized

standards, which are published

in the Official Journal of the EU.

Structure of IEC 61439 / EN 61439

IEC/TR 61439-0
Planning guide for low-voltage switchgear assemblies

IEC 61439-1/ EN 61439-1
General requirements for low-voltage switchgear assemblies

!

IEC 61439-2/ EN 61439-2 IEC 61439-3 / EN 61439-3 IEC 61439-4 / EN 61439-4

Power switchgear and Distribution boards intended to Construction site distributors
controlgear assembly (PSC) be operated by ordinary persons
((]=10)]
IEC 61439-5 / EN 61439-5 IEC 61439-6 / EN 61439-6 IEC/TS 61439-7
Cable Distribution Cabinets Busbar distributors Distributor for camping, market

places, marinas and charging
stations for electric vehicles

IEC 61439-1 / EN 61439-1
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by

by

by

is a general part which must New terminology of product responsibility: : |
be read in conjunction with Original manufacturer (system manufacturer) and manufacturer I '
the product section of switchgear assembly (panel builder) with new regulation for | :
IEC 61439-2t0 -7 / product responsibility. -
EN 61439 -2 to -7. : |
Does not include product- More safety through the definition of requirements | I
specific requirements. for switchgear assemblies that affect the construction of the | :
Describes operating conditions,  system, e.g. rated short-time withstand current, current carrying F
assembly requirements, capacity, resistance to temperature rise. o
technical properties and : |
requirements, as well as More safety by determining the rating data I I
verification options for low- that are essential for the function of a switchgear assembly | :
voltage switchgear assemblies under operating conditions. For this purpose, the switchgear is o
and lists the terms used. considered as a BLACK BOX. : |
|

: |

|

|
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Messen, zahlen, Daten bereitstellen

in Mi-Verteilern

Energie-Schaltgeratekombinationen (PSC) bis 630 A
nach DIN EN 61439-2
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Download unter www.hensel-electric.de

eENYyMOD
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6-Kant:

116

SW Ermittlung der Eckmasse ,e"

e = 1.155 x SW (Schlisselweite)

Dimensions of threads and drilled holes

Determinatin of the width

accross corners ,e”

hexagon:

e = 1.155 x SW (opening of the spanner)
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I

I

I

I

|

I

: % G SteigunPg| Pitch §e Q.)"E
:
| M6x1.0" 6.00 1.00 5.00 6.0
I M6x0.75% 6.00 0.75 5.25 6.0
| M8x1.25" 8.00 1.25 6.75 8.0
| M8x1.02 8.00 1.00 7.00 8.0
I M10x1.5" 10.00 1.50 8.50 10.0
I M10x1.0% 10.00 1.00 9.00 10.0
| M12x1.5 12.00 1.50 10.50 12.0
1 M16x1.5 16.00 1.50 14.50 16.0
I M20x1.5 20.00 1.50 18.50 20.0
I M25x1.5 25.00 1.50 23.50 25.0
! & M32x1.5 32.00 1.50 30.50 32.0
! a M40x1.5 40.00 1.50 38.50 40.2
! M50x1.5 50.00 1.50 48.50 50.2
! V i A M63x1.5 63.00 1.50 61.50 63.2
: 2D M75x1.5 75.00 1.50 73.50 75.2
: M80x1.5 80.00 1.50 78.50 80.2
| M85x2.0 85.00 2.00 83.00 85.2
| M95x2.0 95.00 2.00 93.00 95.2
| M100x3.0 100.00 3.00 97.00 100.2
| M105x3.0 105.00 3.00 102.00 105.2
| M115x3.0 115.00 3.00 112.00 115.2
|
| Pg 7 12.50 1.27 11.40 12.6
| Pg 9 15.20 1.41 14.00 15.3
| Pg 11 18.60 1.41 17.25 18.7
I Pg 13 20.40 1.41 19.00 20.5
1 Pg 16 22.50 1.41 21.25 22.6
I Pg 21 28.30 1.58 26.75 28.4
I Pg 29 37.00 1.58 35.50 37.2
1 Pg 36 47.00 1.58 4550 472
! Pg 42 54.00 1.58 52.50 54.2
! Pg 48 59.30 1.58 57.80 59.5
:
I GY/a" 13.15 1.33 11.60 13.3
: Gs" 16.66 1.33 15.00 16.8
: G1-" 20.95 1.81 19.00 21.0
| G5/s" 22.91 1.81 21.00 23.0
| Ga" 26.44 1.81 24.60 26.5
| G1” 33.25 2.30 30.50 335
| G1v4" 41.91 2.30 39.50 422
I G112 47.80 2.30 45.00 48.0
: G2 59.61 2.30 57.00 60.0
. G22" 75.18 2.30 72.50 75.5
| G3" 87.88 2.30 84.50 88.0
I G4 113.03 2.30 110.50 113.5
I G5” 138.43 2.30 136.00 139.0
[
1 NPT /" 10.29 0.94 8.43

1 NPT /7 13.72 1.41 11.13

I NPT 3" 17.14 1.41 14.27

I NPT 1" 21.34 1.81 17.86

! NPT 32" 26.67 1.81 23.28

I NPT 1 33.40 2.20 28.98

: NPT 112" 42.16 2.20 37.69

: NPT 11" 48.26 2.20 43.66

: NPT 2“ 60.32 2.20 55.58

I

I

I

|

I

I
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1st figure:
Degree of protection against touching and foreign matters

IP Priifungen / Specifications IP Priifungen / Specifications

IP Ox

IP 1x

525 mm

M)\
Q)

IP 3x

" =sg25mm
/ Ny

Il

\

N

f

IP 6x

O

Kein Schutz
No protection

Schutz gegen Eindringen von festen Fremdkérpern
grosser als 50 mm (unbeabsichtigtes Bertihren mit
der Hand)

Protection against penetration by solid foreign mat-
ters larger than 50 mm (accidental touching by hand)

Schutz gegen Eindringen von festen Fremdkorpern
grosser als 12 mm (unbeabsichtigtes Berihren mit
den Fingern)

Protection against penetration by solid foreign mat-
ters larger than 12 mm (touching with fingers)

Schutz gegen Eindringen von festen Fremdkorpern
grosser als 2.5 mm (unbeabsichtigtes Bertihren mit
Werkzeugen, Drahten usw., dicker als 2.5mm)

Protection against penetration by solid foreign mat-
ters larger than 2.5 mm (touching with tools, wires
etc. larger than 2.5 mm)

Schutz gegen Eindringen von festen Fremd-
korpern grosser als T mm (Berthren mit Werkzeu-
gen, Drahten usw., dicker als 1 mm)

Protection against penetration by solid foreign mat-
ters larger than 1 mm (touching with tools, wires etc.
larger than 1 mm)

Vollstandiger Schutz gegen Berthren, Schutz gegen
schadliche Staubablagerung — Eindringen von Staub
wird nicht vollkommen verhindert

Complete protection from being touched.
Protection from harmful dust deposits - dust penetra-
tion is not completely prevented

Vollstandiger Schutz gegen Berlhren, Schutz gegen
Eindringen von Staub

Complete protection from being touched.
Protection against penetration by dust..

List of Protection Classes (IP)

Znd tigure:
Degree of protection against water

IP x0

IP x1
i':|||l|'!i

IP x9K*

~ Wirkung haben

Kein Schutz
No protectionNo protection

Senkrecht fallende Tropfen durfen keine schadigende
Wirkung haben

Dripping water (vertically falling drops) shall have no
harmful effect

Senkrecht fallende Tropfen durfen keine schadigende
Wirkung haben, wenn das Gehause um einen Winkel
von bis zu 15° beiderseits der Senkrechten geneigt ist

Vertically dripping water shall have no harmful effect
when the enclosure is tilted at an angle up to 15°
from its normal position

Wasser, das in einem Winkel bis zu 60° beiderseits
der Senkrechten gespruht wird, darf keine schadliche

Water falling as a spray at any angle up to 60° from
the vertical shall have no harmful effect

Wasser, das aus jeder Richtung gegen das Gehduse
spritzt, darf keine schadliche Wirkung haben

Water splashing against the enclosure from any
direction shall have no harmful effect

Wasser, das aus jeder Richtung als Strahl gegen das Ge-
hause gerichtet ist, darf keine schadliche Wirkung haben

Water projected by a nozzle against enclosure from
any direction shall have no harmful effects

Wasser, das aus jeder Richtung als starker Strahl gegen
das Gehduse spritzt, darf keine schadliche Wirkung haben

Water projected in powerful jets against the enclosu-
re from any direction shall have no harmful effects

Wasser darf nicht in einer Menge eintreten, die
schadliche Wirkungen verursacht, wenn das Gehau-
se unter genormten Druck- und Zeitbedingungen
zeitweilig in Wasser getaucht ist

Ingress of water in harmful quantity shall not be pos-
sible when the enclosure is immersed in water under
defined conditions of pressure and time

Wiasser darf nicht in einer Menge eintreten, die schad-
liche Wirkungen verursacht, wenn das Gehause dauernd
unter Wasser getaucht ist unter Bedingungen, die
zwischen Hersteller und Anwender vereinbart werden
mussen; Die Bedingungen mussen jedoch schwieriger
sein als fur Kennziffer 7

The equipment is suitable for continuous immersion
in water under conditions which shall be specified by
the manufacturer

The requirements must be more demanding than the
ones of code number 7

Schutz gegen Eindringen von Wasser unter Hoch-
druck (80-100 bar) mit einer Temperatur bis 80°C
(Dampfstrahlreinigung)

Protection against the penetration of water during
high-pressure (80 - 100 bars), high-temperature
wash-down applications (80°C)
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